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EXECUTIVE SUMMARY 



Idaho National Laboratory (INL) performs cyber security assessments of 
Industrial Control Systems (ICSs) under private sector and government programs. 

This report applies to assessments conducted on behalf of the Department of Energy 
Office of Electricity Delivery & Energy Reliability (DOE-OE) National Supervisory 
Control and Data Acquisition (SCAD A) Test Bed (NSTB) program. The mission is to 
help industry and government improve the security of the ICSs used in critical energy 
infrastructure installations throughout the United States. A key part of this mission is 
the assessment of ICSs to identify vulnerabilities that could put critical infrastructure 
at risk from a cyber attack. 

Although information found in individual stakeholder ICS vulnerability 
assessment reports is protected from disclosure, the security of the nation’s energy 
infrastructure as a whole can be improved by sharing information on common security 
problems with those responsible for developing and operating ICSs. For this reason, 
vulnerability information was collected, analyzed, and organized to allow the most 
prevalent issues to be identified and mitigated by those responsible for individual 
systems without disclosing the identity of the associated ICS product. 

Information found in this report can benefit vendors, asset owners, and other 
stakeholders responsible for securing the systems that control the nation’s energy 
infrastructure. System vendors learn of common weaknesses in ICS applications, 
services, and protocols, and how to better secure their products. Asset owners can 
evaluate and better secure their installed system environments and defend against and 
monitor for exploitation of possible weaknesses in their installed system 
configurations. Understanding the types of vulnerabilities commonly found and how 
to mitigate them can serve to help protect the systems currently in development as 
well as those already installed in ICS applications. 

This document presents results from 24 ICS assessments performed under the 
NSTB program from 2003 through 2009. NSTB assessments reported large ICS attack 
surfaces created by excessive open ports allowed through firewalls and unsecure and 
excessive services listening on them. Well-known unsecure coding practices account 
for most of the ICS software vulnerabilities, which result in system access 
vulnerability or Denial of Service (DoS). However, poor patch management provides 
more likely attack targets because the vulnerabilities are public and attack tools are 
available for them. Once ICS network access is obtained, status data and control 
commands can be manipulated as they are communicated by unsecured ICS protocols. 

Perimeter defenses cannot mitigate threats associated with required services 
between security zones. Vulnerabilities in Web services, database applications, and 
data transfer protocols can provide attack paths through firewalls. ICS network 
protocol applications can also be exploited to gain access to ICS hosts. Weak 
authentication and integrity checks allow unauthorized control or data manipulation, 
once ICS network access has been obtained. 

N STB assessments indicate that the biggest security threats to ICS in the energy 
infrastructure can be mitigated by patch management, eliminating unnecessary and 
unsafe services, implementing strong authentication and integrity checks to network 
protocols, and securing applications that accept network traffic. Secure configurations 
and network layers of defense can then be used to protect these critical assets. 
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NSTB Assessments Summary 

1. INTRODUCTION 

The U.S. Department of Energy (DOE) established the National Supervisory Control and Data 
Aequisition (SC AD A) Test Bed (NSTB) program to assist industry and government in improving the 
seeurity of Industrial Control Systems (ICSs) used in the nation’s eritieal energy infrastruetures. The 
NSTB program is funded and direeted by the DOE Offiee of Eleetrieity Delivery and Energy Reliability 
(DOE-OE). A key part of the program is assessment researeh of ICSs to identify and provide mitigation 
approaehes for vulnerabilities that could put the systems at risk to a cyber attack. 

The assessment process is highly flexible and may be tailored to the mutual interests of the industry 
partner and the NSTB program. The typical process includes the following sequence: 

• Establish agreement that defines the working relationship (scope, personnel, equipment, facilities, 
cost sharing) and ensures protection of sensitive information 

• Work with partner to establish goals or assessment targets 

• Obtain equipment and training from the industry partner 

• Set up equipment with support from the industry partner 

• Perform assessment to identify cyber vulnerabilities 

• Provide detailed assessment report to industry partner 

• Issue information suitable for public release to Web sites, conferences, and users' groups. 

A key objective of the NSTB program is to share relevant information obtained through security 
assessments with potentially impacted industry stakeholders, with an emphasis on asset owners and users. 
However, it is recognized that much of the information obtained in assessments is business sensitive to 
the industry partner whose system or technology has been assessed. The program works with the industry 
partner to determine what information obtained or derived from the assessment process is appropriate for 
disclosure outside the partnership and to identify an appropriate format and forum for disclosure. NSTB 
does not release attributable information without written concurrence of the industry partner. 

The main goal of ICS cyber security is preventing unauthorized manipulation of the system under 
control. Secondary goals are the availability and integrity of system state data and control commands. 
Protecting the physical system and its data from malicious manipulation requires protection mechanisms 
in each of the many networks, applications, and hosts that make up the ICS. 

This report presents vulnerabilities at a high level to provide awareness of the common ICS security 
weakness areas without divulging product-specific information. Vulnerabilities that could be used as part 
of an attack against an ICS are consolidated into generic common ICS vulnerabilities. Even though ICS 
functionalities, designs, and configurations vary between vendors, versions, and installations, their 
vulnerabilities and defensive recommendations are quite similar at a high level. 

First, the most significant ICS vulnerabilities are summarized. Next, the NSTB assessment results are 
presented as categories of finding attributes. Then the common vulnerabilities are discussed with ICS 
specifics provided along with references to more detailed security information. Finally, recommendations 
are summarized for ICS developers and administrators to help mitigate the risk of compromise due to 
vulnerabilities caused by the weaknesses discovered by NSTB ICS security assessments. 
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2. MOST SIGNIFICANT ICS VULNERABILITIES 



The most significant vulnerabilities identified in ICS are those that allow unauthorized control of the 
physical system. Compromise of the ICS’s availability and ability to function correctly may also have 
significant consequences. 

The likelihood of a successful attack must also be considered when assessing risk. Understanding 
exposure to attack, attacker awareness of vulnerability, and exploitation knowledge help assess the 
probability of a successful attack. 

According to the SysAdmin, Audit, Network, Security (SANS) 2009 Top Cyber Security Risks report, 
“During the last few years, the number of vulnerabilities being discovered in applications is far greater 
than the number of vulnerabilities discovered in operating systems. As a result, more exploitation 
attempts are recorded on application programs.” ' Overall, operating system (OS) patch management 
support has improved to the point where OS patching is trivial for most situations. Many ICS vendors 
now provide timely OS patch test results; however, application patching is often ignored. OS and 
application patching is not a trivial effort by ICS users since patches need to be tested in a development 
environment prior to incorporation in their production systems. Application patching can be even more 
difficult if security fixes change the way that the ICS software must interface with application. 

Applications, services, and libraries, not included as part of the OS, tend to not get patched on ICSs. 
NSTB assessments have not only discovered old and unpatched versions of third-party products on 
production ICS, but integrated into new ICS product versions as well. Published vulnerabilities in well- 
known applications and services create the most significant security risks to ICS. Of all the vulnerabilities 
in an ICS, these vulnerabilities are most likely to be exploited because attackers are likely to be aware of 
them. 

The SANS 2009 report agrees with NSTB reports, that Web vulnerabilities are most critical. “The 
most ‘popular’ applications for exploitation tend to change over time since the rationale for targeting a 
particular application often depends on factors like prevalence or the inability to effectively patch. Due to 
the current trend of converting trusted Web sites into malicious servers, browsers and client-side 
applications that can be invoked by browsers seem to be consistently targeted. Automated tools, designed 
to target custom Web application vulnerabilities, make it easy to discover and infect several thousand 
Web sites.”' Due to poor programming practices, ICS Web services are vulnerable to the most popular 
attack techniques such as Structured Query Language (SQL) injection, cross-site scripting, directory 
traversal and authentication bypass. ICS Web applications are also more exposed to attack than most ICS 
components, and may provide the capability to alter ICS data or state. 

Web and other applications and services that execute with higher than necessary privileges 
unnecessarily increase the risk and impact of exploitation. Successful exploitation grants the attacker the 
same privileges as the compromised application. This includes network privileges of the compromised 
user and/or host. An attacker may also be able to utilize unnecessary functionality incorporated into 
applications and services, even if they are disabled. Access controls should be incorporated in ICS 
components to help prevent and contain compromise. 

The ICS environment can be locked-down by providing strong authentication, compartmentalizing 
functionality, and limiting application, service, and user permissions to only the required access and 
functionality necessary. Incorporation of least user privileges may require a redesign of some ICS 
components. Removing unnecessary functionality on ICS hosts includes removing all services and 
applications that are not necessary for each individual host’s role. Develop documentation of required 
services, communication partners, and direction of communication to lock down the ICS host 
environments. 

Network defenses that utilize specific firewall and Intrusion Detection System (IDS) rules can help 
control access, even if an attacker has gained access inside the ICS perimeter. The more specific the rules. 
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the more unwanted network traffie are bloeked. This requires an understanding of the network protoeol, 
ineluding the valid strueture and value ranges. An attaeker who has gained aeeess and privileges of a 
legitimate user often performs aetions not typieal for that user (or the ICS). Speeifre firewall and IDS 
rules ean bloek or deteet abnormal aetivity. An IDS is used without the risk of eompromising operations 
beeause it is passive and only alerts on suspieious traffie. However, aeeurate, eustom rules along with 
dedieated and qualified monitoring are neeessary for effeetive intrusion deteetion. 

Unfortunately, ICS vendors do not typieally provide enough doeumentation on required eomponent 
eommunieations. ICS owners ean monitor their own system traffie and ereate rules that deseribe their 
system’s behavior. Many ICS protoeols are vulnerable to man in the middle (MitM) and spoofing attaeks, 
and require aeeess through firewalls between seeurity zones. Vulnerabilities in serviees that parse network 
traffie ean allow unauthorized aeeess to their host. These eommunieations eannot be bloeked, and the 
design of the eommunieation protoeol determines the degree to whieh aeeess to these serviees ean be 
restrieted. 

Even with good network design with seeurity zones, ICS vulnerabilities are exposed to less-trusted 
networks to provide remote monitoring, data sharing, historieal, and other remote aeeess funetions. 
Vulnerability remediation is neeessary beeause aeeess to ICS software vulnerabilities eannot be prevented 
entirely. The NSTB has taken eare to inform only the responsible ICS vendors of vulnerabilities identified 
in their produets, but other seeurity researehers are starting to announee ICS vulnerabilities in more open 
formats. Typieal haeker behavior is to quietly exploit a newly diseovered vulnerability before announeing 
it publiely. Industry trends show inereasing eyber attaeks'. ICS produets must be thoroughly assessed, 
seeured and tested, starting with the most exposed and powerful funetions. 

The NSTB has seen a signifieant improvement in OS and network seeurity sinee 2003. There has 
been slight improvement in redueing host exposure through serviees. Little, or spotted, improvement has 
been seen in vulnerability remediation and seeure development of new produets. Vulnerabilities, due to 
unseeure eoding praetiees, are found in new and old produets alike, and the introduetion of Web 
applieations into ICSs has ereated more, as well as new, types of vulnerabilities. 

Seeure design and vulnerability remediation aetivities have been judged by many eompanies as 
undoable due to time, eost, and baekward eompatibility issues involved. Eneryption is in the proeess of 
being applied to ICS eommunieations as a mitigation in lieu of remediation. Adding eneryption ean limit 
exposure, but does not prevent aeeess through the enerypted ehannel if an attaeker has eompromised an 
eneryption endpoint. Eneryption ean also make system monitoring and trouble-shooting diffieult. NSTB 
experienee and feedbaek have shown that eneryption of ICS eommunieations is rarely aeeomplished 
sueeessfully. Unseeure eneryption eonfigurations have been found. Often eneryption was not 
implemented beeause it eould not be aeeomplished without disabling ICS eommunieations, or beeause the 
eommunieations partner did not support it. In short, eneryption ean be used eorreetly as a layer of defense, 
where appropriate, but not as a mitigation to vulnerabilities. 

To rank the most signifieant issues identified during NSTB assessments, the Co mm on Vulnerability 
Seoring System version 2.0 (CVSS v2) metries were applied generieally to the co mm on vulnerabilities.^ 

2.1 CVSS v2 Vulnerability Scoring System 

Patterned after the 2010 CWE/SANS Top 25 Most Dangerous Programming Errors^ , the most critical 
ICS vulnerability types are summarized using the attribute types in Table 1, when applicable. Attributes 
assigned to weaknesses that appeared on the SAN S/C WE Most Dangerous Programming Errors list were 
used for associated vulnerabilities. 
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Table 1. Most critical ICS vulnerability attribute types. 



Vulnerability Type 


Vulnerability Description 


Possible Consequences 


When this weakness oceurs in software to form a vulnerability, what are the typieal 
eonsequenees of exploiting it?^ 


ICS Impact 


ICS specifie eonsequenees. 


Vulnerable Components 


ICS components that may have this vulnerability. 


Ease of Detection 


How easy it is for an attacker to find this weakness.^ 


Attacker Awareness 


The likelihood that an attacker is going to be aware of this particular weakness, 
methods for detection, and methods for exploitation.^ 


Internet Attack Frequency 


How often the weakness occurs in vulnerabilities that are exploited by an attacker.^ 


Remediation Cost 


The amount of effort required to fix the weakness.^ 


Weakness Prevalence 


How often the issue is encountered in software.^ 


ICS Prevalence 


How often the weakness is encountered during assessments. 



Generic ICS vulnerabilities are scored in this report using the CVSS v2 and the most co mm on or 
highest impact characteristics. 

“The Common Vulnerability Scoring System (CVSS) provides an open 
framework for communicating the characteristics and impacts of Information 
Technology (IT) vulnerabilities. CVSS consists of three groups: Base, Temporal, 
and Environmental. Each group produces a numeric score ranging from 0 to 10, 
and a Vector, a compressed textual representation that reflects the values used to 
derive the score. The Base group represents the intrinsic qualities of 
vulnerability. The Temporal group reflects the characteristics of vulnerability 
that change over time. The Environmental group represents the characteristics of 
vulnerability that are unique to any user ’s environment. 

The individual CVSS v2 metrics are summarized in the tables below. Additional information on 
CVSS v2 criticality scoring is in Appendix B and at the CVSS Web site.^ 



Table 2 summarizes the Base CVSS metrics. Base metrics are not unique to ICS. 
Table 2. CVSS v2 Base scoring metrics. 



Base Metric 


Measurement 


Scoring 


Access Vector 


How the vulnerability is exploited 


The more remote an attacker can be to attack a 
host, the greater the vulnerability score 


Access 

Complexity 


Complexity of the attack required to exploit 
the vulnerability once an attacker has gained 
access to the target system 


The lower the required complexity, the higher 
the vulnerability score 


Authentication 


Number of times an attacker must authenticate 
to a target to exploit a vulnerability 


The fewer authentication instances that are 
required, the higher the vulnerability score 


Confidentiality 

Impact 


Impact on confidentiality of a successfully 
exploited vulnerability 


Increased confidentiality impact increases the 
vulnerability score 


Availability 

Impact 


Impact to availability of a successfully 
exploited vulnerability 


Increased availability impact increases the 
vulnerability score 
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Table 3 summarizes the Temporal CVSS v2 metries. The Remediation Level metrie may not be valid 
for an installed system if the available pateh or temporary fix eannot be applied without eompromising 
ICS funetionality. If pateh testing results indieate that a pateh eannot be applied or the old version eannot 
be replaeed with a seeure version, altering the ICS produet to aeeommodate the pateh or otherwise 
remediate the problem needs to beeome a top priority for the ICS vendor (weighted by the risk it exposes 
the system to). Remediation level seoring in this report is left as “Not Defined” for third-party produets 
used by ICSs to refleet this issue and to avoid minimizing the state of the systems that were assessed. If 
this is the ease when seoring a speeifie vulnerability in an ICS, the appropriate seleetion is “Unavailable: 
There is either no solution available or it is impossible to apply.”^ 

Table 3. CVSS v2 Temporal seoring metries. 



Temporal Metric 


Measurement 


Scoring 


Exploitability 


Current state of exploit teehniques or 
eode availability 


The more easily a vulnerability ean be exploited, 
the higher the vulnerability seore 


Remediation Level 


Level of remediation available 


The less offieial and permanent a fix, the higher 
the vulnerability seore 


Report Confidenee 


Degree of eonfidenee in the existenee 
of the vulnerability and the eredibility 
of the known teehnieal details 


The more a vulnerability is validated by the 
vendor or other reputable sourees, the higher the 
seore 



Different environments ean have an immense bearing on the risk that a vulnerability poses to an 
organization and its stakeholders. The CVSS v2 environmental metrie group eaptures the eharaeteristies 
of a vulnerability that are assoeiated with a speeifie environment (see Table 4). For this report, generie 
ICS seeurity requirements are used to seore generie ICS vulnerabilities. 

Seeurity requirements metries enable ICS owners to eustomize the CVSS v2 seore depending on the 
importanee of the affeeted eomponent to their own organization, measured in terms of eonfidentiality, 
integrity, and availability. For example, denial of serviee (DoS) vulnerabilities in ICS eomponents that 
require high availability will reeeive higher eritieality scores than they otherwise would. 



Table 4. CVSS v2 environmental scoring metrics. 



Environmental 

Metric 


Measurement 


Scoring 


Collateral 
Damage Potential 


Potential for loss of life or physieal assets through 
damage or theft of property or equipment 


The greater the damage potential, the 
higher the vulnerability seore 


Target 

Distribution 


Proportion of vulnerable systems 


The greater the proportion of 
vulnerable systems, the higher the seore 


Seeurity 

Requirements 


Importanee of the affeeted IT asset to a user’s 
organization, measured in terms of 
eonfidentiality, integrity, and availability 


The greater the seeurity requirement, 
the higher the seore 
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2.2 Top 10 Most Critical ICS Vulnerabilities 



The most significant ICS vulnerabilities are ranked in Table 5 using Common Weakness Enumeration 
(CWE) and CVSS v2 metrics applied generically to the vulnerabilities identified during NSTB 
assessments. Exposure and security requirements can be adjusted for individual ICS installations. 

Table 5. Top 10 most critical ICS vulnerabilities. 



Rank 

1 



ImpactW ulnerability 

Most Likely Access Vector/ 

Unpatched Published Vulnerabilities 



Generalized CVSS v2 Score 



2 



Supervisory Control Access/ 

Use of Vulnerable Remote Display Protocols 



3 Supervisory Control Access/ 
Web HMI Vulnerabilities 






- 






4 



5 



6 



7 



9 



10 



ICS Host Access/ 

Buffer Overflows in ICS services 

Access to ICS Applications/ 

Improper Authentication 

Access to ICS Functionality/ 

Improper Access Control (Authorization) 

ICS Credentials Gathering/ 

Use of Standard IT Protocols with Clear- text Authentication 
ICS Credentials Gathering/ 

Unprotected Transport of ICS Application Credentials 
Supervisory Control Access/ 

ICS Data and Command Message Manipulation and Injection 

Data Historian Access/ 

SQL Injection 







9.1 i 



9.0 j 



9.0 J 



Mj 
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2.2.1 Most Likely Access Vector: Unpatched Published Vulnerabilities 

In general, patehes are the highest priority beeause they remediate vulnerabilities with the highest 
threat. “Publie availability of easy-to-use exploit eode inereases the number of potential attaekers by 
ineluding those who are unskilled, thereby inereasing the severity of the vulnerability.”^ 

Table 6 summarizes the seeurity relevant attributes of unpatehed software and their potential risk to 
ICSs. 



Table 6. Summary of unpatehed published vulnerabilities’ seeurity eharaeteristies. 



Unpatehed Published Vulnerabilities 


Possible Consequences 


Compromise of ICS hosts and applications. May allow DoS, code execution, data 
loss, or security bypass. 


ICS Impact 


Unauthorized access to ICS components: Most likely access vector 


Vulnerable Components 


Unpatehed operating systems, applications, services and libraries on ICS hosts 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Internet Attack Frequency 


High 


Remediation Cost 


Low 


ICS Prevalence 


High 



Eaeh vulnerability must be seored individually. The eritieality of eaeh unpatehed vulnerability is 
different. CVSS v2 seores of published vulnerabilities are available from multiple vulnerability databases, 
sueh as the National Vulnerability Database. “ Base seores ean then be tailored to the eurrent temporal 
values and the partieular environment. For a set of vulnerabilities with equal base and environmental 
impaet seores, the known vulnerabilities are higher priority. 



a. http://web.nvd.nist.gov/view/vuln/search 
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The following example seores represent the most dangerous known vulnerabilities identified on ICS 
systems for eommonly unpatehed eomponents. 

In general, OS serviees are network aeeessible and do not require authentieation. Vulnerabilities in 
OS serviees ean potentially be exploited to gain eontrol of the host. The Aecess Complexity is “Low” 
beeause no additional aeeess or speeialized eireumstanees need to exist for the exploit to be sueeessful. 

If an attaeker sueeessfully exploits a network serviee, he may be able to exeeute arbitrary eode with 
the privileges of the exploited applieation. If the vulnerable serviee is exeeuted with administrative 
(system) privileges, a eomplete host compromise is possible. If the privileges gained allow access to ICS 
functionality, a successful exploit may result in catastrophic physical or property damage and loss; or 
there may be a catastrophic loss of revenue or productivity. 

The CVSS v2 score is summarized in Table 7. 

Table 7. Generic CVSS score for published vulnerabilities that le ad to remote code execution. 



Metric 


Valne 


Base Metric 




Access Vector 


Network 


Access Complexity 


Low 


Authentication 


None 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


10.0 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


9.5 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


Medium 


Environmental Score 


9.8 


Total Score 


9.8 











2.2.2 Supervisory Control Access: Use of Vulnerable Remote Display 
Protocols 

Remote display protoeols and applieations are used to remotely aeeess a maehine, providing the 
ability to logon and remotely eontrol another maehine using the graphieal display. Applieations and OS 
serviees that allow remote display are widely used by ICS to administer ICS hosts remotely or aeeess 
operator sereens and other ICS applieations. Remote display protoeols used by ICS have been found to 
aeeept eonneetions from anywhere, transport eredentials in elear text, or use a broken eneryption 
algorithm. Even if strong eneryption is used, if the remote display elient’s host is eompromised, the 
attaeker may also have aeeess to the remote ICS host’s display. 

The use of remote display software for remote aeeess to supervisory eontrol funetions eould be the 
most signifieant vulnerability on an ICS beeause it allows unauthorized remote aeeess to graphieal 
supervisory eontrol software, as well as any other ftinetionality allowed to the remote user. (These 
vulnerabilities are well known.) Table 8 summarizes the relevant seeurity attributes of remote display 
protoeols and their potential risk to ICSs. 



Table 8. Summary of remote display protoeols’ seeurity eharaeteristies. 



Use of Vulnerable Remote Display Protocols 


Possible Consequences 


May allow DoS, code execution, data loss, or security bypass. 


ICS Impact 


Unauthorized access to ICS components: Possible unauthorized remote access to 
graphical supervisory control software, as well as any other functionality allowed to the 
remote user. 


Vulnerable 

Components 


ICS hosts that allow remote display connections and the applications that the remote 
users are allowed to access 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Remediation Cost 


Low 


ICS Prevalence 


High 



From an ICS perspeetive, exposure depends on how and from where the eonneetion is initiated. 
Conneetions from within the same loeal area network (LAN) ean only be exploited by someone who has 
aeeess to that network. Figures 1 and 2 illustrate these different seenarios. Figure 1 illustrates the seenario 
where the operator sereens are displayed using a remote display protoeol from a human-maehine interfaee 
(HMI), or operator sereen, server on the loeal ICS LAN. The exposure for this seenario is the supervisory 
eontrol LAN beeause an attaeker must gain aeeess to this network before the remote display protoeol ean 
be exploited. 




Figure 1. Operator sereens are remotely displayed from HMI LAN. 
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Figure 2 illustrates how remote display eonneetions from outside the ICS LAN ereate higher exposure 
to attaek. Many sites utilize remote X-servers or other remote display protoeols for remote supervisory 
eontrol aeeess (as well as other remote management eapabilities.) This greatly inereases the exposure of 
weaknesses in these protoeols. It is also neeessary to trust the elient, whieh may not be under the site’s 
management or eontrol. An attaeker may be able to gain aeeess to supervisory eontrol funetionality by 
gaining aeeess to the elient host or intereepting the remote display eonneetion. This is true of the seenario 
deseribed by Figure 1, but the attaek. 




The Aeeess Complexity is “Low” beeause no additional aeeess or speeialized eireumstanees need to 
exist for the exploit to be sueeessful. 

Eaeh of the Impaet metries is set to “Complete” beeause remote display aeeess allows remote aeeess 
to graphieal supervisory eontrol software, as well as any other funetionality allowed to the remote user. 
Assuming that availability is more important than usual for the targeted systems, and depending on the 
values for Collateral Damage Potential and Target Distribution, the environmental seore eould vary 
between 0.0 and 10. 

CVSS v2 metries for the use of remote display protoeols on ICSs are summarized in Table 9 using the 
most co mm on or critical values seen on ICS. See Section 4.3. 1.2, “Use of Vulnerable Remote Display 
Protocols”, for more information about this vulnerability. 

Table 9. Generic CVSS score for the use of remote display protocols on ICSs. 



Metric 


Remote Connection 


Same-LAN Connection 


Base Metric 


Valne 


Valne 


Access Vector 


Network 


Adjacent Network 


Access Complexity 


Low 


Low 


Authentication 


None 


None 


Confidentiality Impact 


Complete 


Complete 


Integrity Impact 


Complete 


Complete 


Availability Impact 


Complete 


Complete 


Base Score 


10.0 


8.3 


Temporal Metric 






Exploitability 


Functional Exploit Exists 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Not Defined 


Report Confidence 


Confirmed 


Confirmed 


Temporal Score 


9.5 


7.9 
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Metric 



Remote Connection 



Same-LAN Connection 



Environmental Metrics 






Collateral Damage Potential 


High 


High 


Target Distribution 


Not Defined 


Not Defined 


Availability Requirement 


Medium 


Medium 


Integrity Requirement 


High 


High 


Confidentiality 

Requirement 


Medium 


Medium 


Environmental Score 


9.8 


9.0 


Overall CVSS Score 


9.8 


9.0 




E 
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2.2.3 Supervisory Control Access: Web HMI Vulnerabilities 

Web services developed for the ICS tend to be vulnerable to attacks that can exploit the ICS Web 
server to gain unauthorized access. System architectures often use network Demilitarized Zones (DMZs) 
to protect critical systems and to limit exposure of network components. Vulnerabilities in ICS DMZ 
Web servers may provide the first step in the attack path by allowing access within the ICS exterior 
boundary. Vulnerabilities in lower level component’s Web servers can provide more steps in the attack 
path. 

ICS assessments have also found poor authentication, poor session tracking, SQL injection, and 
cross-site scripting vulnerabilities that can allow unauthorized access to Web servers and applications. 
Improper authentication allows an attacker to impersonate another user’s identity. 

The use of vulnerable Web applications or servers for supervisory control functions poses the same 
risk to the physical system as remote display protocols because it allows unauthorized remote access to 
graphical supervisory control software, as well as any other functionality built into the Web application or 
allowed to the Web server. Table 10 summarizes the security relevant attributes of improper Web HMI 
authentication and its potential risk to the ICS. 



Common Web vulnerability details are given in Section 4.4.3, “Web Vulnerabilities.” 
Table 10. Summary of ICS Web application security characteristics. 



ICS Web Application Vulnerabilities 


Possible Consequences 


User accounts compromised or user sessions hijacked 


Exposure of resources or functionality to unintended actors, possibly providing 
attackers with sensitive information or allowing execution of arbitrary code. 


ICS Impact 


Unauthorized access to Web HMI, Web server or other Web applications and 
functionalities: possible unauthorized remote access to graphical supervisory 
control software, as well as any other functionality built into the Web application or 
allowed to the Web server. 


Vulnerable Components 


ICS Web applications and servers and/or ICS Web clients’ and servers’ hosts 


Ease of Detection 


Medium to High 


Attacker Awareness 


High 


Remediation Cost 


Low 


ICS Prevalence 


High 
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Web attack techniques are well known, even if a particular ICS’s Web vulnerabilities are unknown. 
Therefore, Exploitability is set to “Proof of Concept.” 

A successful compromise of the Web HMI application or server may result in catastrophic physical or 
property damage and loss, or there may be a catastrophic loss of revenue or productivity. CVSS v2 
metrics for the use of remote display protocols on ICSs are summarized in Table 1 1 using the most 
common or critical values seen on ICS. 

Table IT Generic CVSS score for ICS Web application vulnerabi lities. 



Metric 


Valnes 


Base Metric 




Access Vector 


Network 


Access Complexity 


Low 


Authentication 


None 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


10.0 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


9.5 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


Medium 


Environmental Score 


9.8 


Overall CVSS Score 


9.8 
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2.2.4 ICS Host Access: Buffer Overflows in ICS Services 



Buffer overflow vulnerabilities are the most eommon type of input validation weaknesses reported on 
ICS assessments. Buffer overflows are the result of programmer oversight. Most exploit eode allows the 
attaeker to ereate an interaetive session and send eommands with the privileges of the program with the 
buffer overflow. Any software with network parsing eode that does not validate input values may be 
vulnerable to buffer overflow or other input validation attaeks. 

Remote eode exeeution through buffer overflow attaeks is a eommon attaek method for gaining 
unauthorized aeeess to hosts. ICS design requires that eertain protoeols are allowed through firewalls to 
support external data eolleetion and sharing. These protoeols and serviees should have top priority for 
vulnerability remediation aetivities. Vulnerabilities in serviees that are exposed to less-trusted networks 
have higher eonsequenees beeause they may provide a path from the lower seeurity zone to the higher 
seeurity zone. 



Table 12 summarizes the seeurity relevant attributes of buffer overflow vulnerabilities and their 
potential risk to ICSs. 

Table 12. Summary of buffer overflow eharaeteristies. 



Buffer Overflows in ICS Services 


Possible Consequences 


Compromise of ICS hosts and applications. May allow DoS, code execution, data 
loss, or security bypass. 


ICS Impact 


Unauthorized access to ICS components, many times from a different security 
zone 


Vulnerable Components 


Services and other applications that parse or accept parsed network traffic 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Internet Attack Frequency 


High 


Remediation Cost 


Low 


Weakness Prevalence 


Widespread 


ICS Prevalence 


Widespread 



Known exploits do not eurrently exist for ICS serviee vulnerabilities, so Exploitability is “Unproven.” 
Some ICS vendors have released patehes for at least some of the vulnerabilities diseovered; so the 
Remediation Level metrie varies between “Unavailable” and “Offieial-Fix.” Many buffer overflow 
vulnerabilities still exist in ICS network applieations, and mitigation teehniques ean only reduee their 
exposure. Therefore, the Remediation Level metrie for this generie “eommon” vulnerability is seored as 
“Unavailable” in this report. 

Report Confidenee is seored as “Confirmed” beeause all ICS vendors review and provide feedbaek 
before assessment reports are finalized. Seeurity requirements are dependent on the host funetionality and 
the nature of the ICS. Full eompromise of any ICS host is likely to provide an attaeker with aeeess to 
system data or funetionality. DoS of the vulnerable serviee or host has potential to eause an adverse 
effeet. Seeurity requirements are therefore rated as “Medium,” but will range between “Low” and “High” 
for individual systems and hosts. 
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A successful compromise of an ICS host may result in catastrophic physical or property damage and 
loss, or there may be a catastrophic loss of revenue or productivity. 

Almost all hosts in an ICS environment are running custom ICS network applications. If they are 
exploitable, most of the ICS is at risk. 

The CVSS v2 values for this generic vulnerability are listed in Table 13 below. Section 4.2.2, “Poor 
Code Quality,” contains additional guidance and references for avoiding and remediating this type of 
programming errors. 



Table 13. CVSS score for ICS protocol server applications vulnerable to bu 



Metric 


Remote Code 
Execution Possible 


DoS Impact Only 


Base Metric 


Value 


Value 


Access Vector 


Network 


Network 


Access Complexity 


Low 


Low 


Authentication 


None 


None 


Confidentiality Impact 


Complete 


None 


Integrity Impact 


Complete 


None 


Availability Impact 


Complete 


Complete 


Base Score 


10 


7.8 


Temporal Metric 






Exploitability 


Unproven 


Unproven 


Remediation Level 


Unavailable 


Unavailable 


Report Confidence 


Confirmed 


Confirmed 


Temporal Score 


9.0 


7.0 


Environmental Metrics 


Metric Value 


Metric Value 


Collateral Damage Potential 


High 


High 


Target Distribution 


Not Defined 


Not Defined 


Availability Requirement 


Medium 


Medium 


Integrity Requirement 


High 


High 


Confidentiality Requirement 


Medium 


Medium 


Environmental Score 


9.3 


8.5 


Total Score 


9.3 


8.5 

















^ 


9^3^ 

























Ter overflow attacks. 
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2.2.5 Access to ICS Applications: Improper Authentication 

Authentication is used to enforce access controls. Weak authentication allows access controls to be 
subverted. ICS security assessments have shown that access to process data and control functionality can 
be trivial because authentication is not required, or can be easily circumvented. 

Many custom ICS applications implement authentication improperly, or not at all. A common error is 
known as client side authentication, where the client application authenticates users locally. Since the 
information needed to authenticate is stored on the client side, it is easy for a moderately skilled hacker to 
extract that information, or to modify the client to not require authentication. 



This is a significant vulnerability because it allows unauthorized access to ICS functionality, possibly 
the HMI application. Table 14 summarizes the security relevant attributes of improper authentication. 

Table 14. Improper authentication to ICS applications. 



Improper ICS Application Authentication 


Possible Consequences 


Security bypass 


ICS Impact 


Unauthorized access to ICS applications: Possible unauthorized remote access 
to supervisory control functionality. 


Vulnerable Components 


ICS hosts that allow remote display connections and the applications that the 
remote users are allowed to access 


Ease of Detection 


Moderate 


Attacker Awareness 


High 


Remediation Cost 


Low to High 


Attack Frequency 


Sometimes 


ICS Prevalence 


High 
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Each of the Impact metrics is set to “Complete.” The actual impact depends on the application. CVSS 
v2 metrics for improper authentication to ICS applications are summarized in Table 15 using the most 
common or critical values seen on ICS. See Section 4.5, “ICS Application Authentication 
Vulnerabilities,” for additional information. 

Table 15. Generic CVSS score for improper authentication to ICS applications. 



Metric 


Valne 


Base Metric 




Access Vector 


Network 


Access Complexity 


Low 


Authentication 


Single 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


9.0 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


8.6 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


High 


Environmental Score 


9.3 


Overall CVSS Score 


9.3 


1 


— i — ■ 9.3j 
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2.2.6 Access to ICS Functionality: Improper Access Control (Authorization) 

Access control mechanisms determine which network, host, and ICS resources and services can be 
accessed, by whom, and under what conditions. The impact of a compromised account, application, or 
host depends on the privileges it has been granted. 

Once an attacker has gained access to a host, compartmentalization and access controls can contain 
them. By default, some ICS installations start services as the root user and root group. Many services do 
not need to be started with this privilege level, and doing so exposes system resources to preventable 
risks. By restricting necessary privileges during ICS design and implementation, the window of exposure 
and criticality of impact is significantly reduced in the event that a flaw is found in that service. 

Services are restricted to the user rights granted through the user account associated with them. 
Exploitation of any service could allow an attacker a foothold on the ICS network with the exploited 
service’s permissions. Privilege escalation can be accomplished by exploiting a vulnerable service 
running with more privileges than the attacker has currently obtained. If successfully exploited, services 
running as a privileged user would allow full access to the exploited host. 

Uimecessary functionality in ICS protocols, services, and applications increases the impact from 
compromise as well. 

This is a significant vulnerability because it allows unauthorized access to ICS networks, hosts, and 
functionality. Table 16 summarizes the security relevant attributes of improper access control. 



Table 16. Improper Access Control. 



Improper Access Control 


Possible Consequences 


Security bypass: including information leaks, DoS, and arbitrary code execution 


ICS Impact 


Unauthorized access to ICS functionality 


Vulnerable Components 


ICS networks, hosts and functionality 


Ease of Detection 


Moderate 


Attacker Awareness 


High 


Remediation Cost 


Low to Medium 


Attack Frequency 


Often 


Weakness Prevalence 


High 


ICS Prevalence 


Widespread 
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CVSS v2 metrics for least user privileges violations on ICSs are summarized in Table 17 using the 
most co mm on or critical values seen on ICS. See Section 4.6, “Authorization Vulnerabilities,” for 
additional information. 

Table 17. Generic CVSS score for least user privileges violations. 



Metric 


Valne 


Base Metric 




Access Vector 


Network 


Access Complexity 


Low 


Authentication 


Single 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


9.0 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


8.1 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


Medium 


Environmental Score 


9.1 


Overall CVSS Score 


9.1 




1 


9X3 
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2.2.7 ICS Credentials Gathering: Use of Standard IT Protocols with Clear-text 
Authentication 

Unsecure services developed for IT systems have been adopted for use in ICS for common IT 
functionality. Although more secure alternatives exist for most of these services, active unused or 
obsolete services still exist in many ICSs. Clear-text authentication credentials can be sniffed during 
transmission and used by an attacker to authenticate to the system. If an attacker is able to capture a 
username and password, he is able to legitimately log onto the system with that user’s privileges. For this 
reason, plain-text remote login services should be replaced with encrypted services such as Secure Shell 
(SSH). 

The use of unsecure protocols and services to connect to the ICS hosts creates a high-risk access path 
into the system. This is a significant vulnerability because it allows unauthorized remote access to ICS 
hosts and the functionality allowed to the remote user. Table 18 summarizes the security relevant 
attributes of the use of clear-text authentication protocols and their potential risk to ICSs. See 
Section 4.3.1, “IT Protocols Vulnerable to Spoofing and MitM Attacks,” for more information. 



Table 18. Summary of clear-text authentication protocols’ security characteristics. 



Use of Standard IT Protocols with Clear-text Authentication 


Possible Consequences 


Lack of identity proofing 


ICS Impact 


Unauthorized access to ICS components: Possible unauthorized remote access to 
hosts with privileges to any functionality granted to the compromised remote user. 


Vulnerable Components 


ICS hosts mnning clear-text authentication protocol services 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Remediation Cost 


Low 


Weakness Prevalence 


High 


ICS Prevalence 


High 
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CVSS v2 metrics for the use of dear-text authentication protocols on ICSs are summarized in 
Table 19 using the most common or critical values seen on ICS. The actual impact depends on the 
privileges of the account whose credentials were stolen. 

Table 19. Generic CVSS score for the use of dear-text authentica tion protocols on ICSs. 



Metric 


Valne 


Base Metric 




Access Vector 


Adjacent Network 


Access Complexity 


Low 


Authentication 


None 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


8.3 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


7.9 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


High 


Environmental Score 


9.0 


Overall CVSS Score | 9.0 








i 

1 
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2.2.8 ICS Credentials Gathering: Unprotected Transport of ICS Application 
Credentials 

The difference between this vulnerability and use of clear-text authentication protocols in 
Section 2.2.7, “ICS Credentials Gathering: Use of Standard IT Protocols with Clear-text Authentication,” 
above is how well known the protocols are and what they are used for. Both vulnerabilities are due to the 
unprotected transportation of credentials. In this case, if the attack is able to capture ICS application 
credentials, he can then log into the ICS application and gain access to the associated ICS functionality. 
This may include controlling the physical process, altering data, or reconfiguring ICS devices. 

This is a significant vulnerability because it allows unauthorized remote access to ICS functionality, 
possibly the HMI application (control functionality). Table 20 summarizes the security relevant attributes 
of transmitting ICS application credentials across the network in clear text. 



Table 20. Unprotected transport of ICS application credentials summary. 



Unprotected Transport of ICS Application Credentials 


Possible Conseqnences 


Lack of identity proofing 


ICS Impact 


Unauthorized access to ICS applications: Possible unauthorized remote access to 
supervisory control functionality. 


Vnlnerable Components 


ICS applications 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Remediation Cost 


Medium 


Weakness Prevalence 


High 


ICS Prevalence 


Common 
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CVSS v2 metrics for unprotected transport of ICS application credentials are summarized in Table 21 
using the most common or critical values seen on ICS. See Section 4.3.2, “ICS Protocols Vulnerable to 
Spoofing and MitM Attacks,” for more information. 

Table 21. Generic CVSS score for unprotected transport of ICS application credentials. 



Metric 


Valne 


Base Metric 




Access Vector 


Adjacent Network 


Access Complexity 


Low 


Authentication 


None 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


8.3 


Temporal Metric 




Exploitability 


Functional Exploit Exists 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


7.9 


Environmental Metrics 




Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


High 


Environmental Score 


9.0 


Overall CVSS Score 


9.0 




i 


H ^ 9.0 j 


' 
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2.2.9 Supervisory Control Access: ICS Data and Command Message 
Manipulation and Injection 

ICS network protocols, including those used to send control commands and status data, can be 
altered, replayed, or spoofed because they lack sufficient access control and integrity checking 
mechanisms. This vulnerability requires minimal skills to intercept or create the network messages. The 
ability to intelligently interpret and manipulate process status depends on the level of protocol and process 
reverse engineering performed. ICS and network programming skills are needed for this attack. The ICS 
network design and implementation determines the exposure of control protocol vulnerabilities. This 
vulnerability is exposed to anyone who has gained network access to the supervisory control network, or 
a network that is allowed access to control equipment. 

ICS network protocol vulnerabilities can pose the same risk to the physical system as remote display 
protocols and vulnerable Web HMI applications because it allows supervisory control abilities. Table 22 
summarizes the security relevant attributes of ICS network protocol channel vulnerabilities and their 
potential risks to the ICS. 



Table 22. Summary of ICS network protocols’ security characteristics. 



ICS Data and Command Message Manipnlation and Injection 


Possible Conseqnences 


Data exposure, manipulation, or loss 


Exposure of resourees or funetionality to unintended aetors, possibly providing 
attaekers with sensitive information or allowing exeeution of arbitrary eode. 


ICS Impact 


Unauthorized access to network level supervisory control functionalities 


Vnlnerable Components 


ICS communication channels, potentially between security zones 


Ease of Detection 


Medium to High 


Attacker Awareness 


High 


Remediation Cost 


High 


ICS Prevalence 


Widespread 



MitM attack tools exist, and protocol analyzers are available for some control protocols, so 
Exploitability is “proof-of-concept.” Network traffic can be encrypted in some cases; so the Remediation 
Level metric varies between “Unavailable” and “Temporary-Fix.” The Remediation Level metric for this 
generic “co mm on” vulnerability is scored as “Workaround” in this report. Report Confidence is scored as 
“Confirmed” because all ICS vendors review and provide feedback before assessment reports are 
finalized. 
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Security requirements are dependent on the protocol functionality and the nature of the ICS. 
Interception of ICS protocol traffic provides access to system data or functionality. DoS of the protocol 
traffic has potential to cause an adverse effect. Therefore, security requirements are rated as “Medium,” 
but will range between “Low” and “High” for individual systems and hosts. 

Almost all hosts in an ICS environment are communicating using ICS network protocols. If they are 
vulnerable to MitM attack or spoofing, the ICS is at risk. The Environmental metric values should be 
modified for individual systems. 

The CVSS v2 values for this generic vulnerability are listed in Table 23. See Section 4.3.2, “ICS 
Protocols Vulnerable to Spoofing and MitM Attacks,” for more information on this vulnerability. 

Table 23. Generic CVSS score for ICS protocol MitM vulnerabilities . 



Metric 


Valne 


Base Metric 




Access Vector 


Adjacent Network 


Access Complexity 


Low 


Authentication 


None 


Confidentiality Impact 


Complete 


Integrity Impact 


Complete 


Availability Impact 


Complete 


Base Score 


8.3 


Temporal Metric 




Exploitability 


Proof-of-concept 


Remediation Level 


Not Defined 


Report Confidence 


Confirmed 


Temporal Score 


7.5 


Environmental Metrics 


Metric Valne 


Collateral Damage Potential 


High 


Target Distribution 


Not Defined 


Availability Requirement 


Medium 


Integrity Requirement 


High 


Confidentiality Requirement 


Medium 


Environmental Score 


8.8 


Overall CVSS Score 


8.8 


1 




r ^ 8:8:1 
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2.2.10 Data Historian Access: SQL Injection 

A Historian server is used for data arehiving and analysis and is typieally an integral part of an ICS. It 
is usually loeated in a DMZ or on the eorporate network. Threats to the historian inelude eompromise of 
the historian host and data eorruption. ICS historians typieally utilize a eommon SQL server as its 
baekend. The historieal data is often made available for viewing via a eustom Web interfaee or 
applieation. 

The Historian elient applieations are high-risk eomponents beeause they are often aeeessible from the 
eorporate environment and ean provide an attaeker with a point of entry into the ICS network. 
Additionally, an attaeker may gain aeeess to unauthorized information, whieh in some eases ean be used 
to eause eeonomie damage. 

Historian database applieations use SQL queries to retrieve information. An SQL injeetion 
vulnerability is eaused when an applieation ineorreetly or inadequately filters user input. If an attaeker 
inserts literal eseape eharaeters into a database query, they may gain arbitrary read or write aeeess to the 
database. Attaekers eould alter the logie of SQL queries in seeurity eontrols (sueh as authentieation) to 
bypass seeurity. 

Aeeording to the 2010 CWE/SANS Top 25 Most Dangerous Programming Errors^ report, SQL 
injeetion is the seeond-most widespread and eritieal programming error. Table 24 summarizes the seeurity 
relevant attributes of SQL injeetion vulnerabilities and their potential risk to ICSs. 

Table 24. Summary of SQL injeetion eharaeteristies. 



SQL Injection 


Possible Conseqnences 


Data loss: Unauthorized read or write aeeess to the database 

Seeurity bypass: DoS of the database serviee or unauthorized aeeess to the 

assoeiated host 


ICS Impact 


Historieal data exposure, loss or manipulation 
Attaek path into the ICS network 


Vnlnerable Components 


Historian and other databases and hosts 
Database -baeked Web applieations 


Ease of Detection 


Easy 


Attacker Awareness 


High 


Internet Attack Freqnency 


Often 


Remediation Cost 


Low 


Weakness Prevalence 


High 


ICS Prevalence 


Common 
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If the Historian and other ICS databases hold sensitive data, loss of eonfidentiality will have a high 
impaet. Historian data may also be altered or deleted with a SQL injeetion attaek. This may inelude 
authentieation and authorization data if it is stored in a database. 

A sueeessful eompromise of an ICS database may result in a signifieant loss of revenue or 
produetivity. CVSS v2 metries for Data Historian SQL injeetion are summarized in Table 25 using the 
most co mm on or critical values seen on an ICS. See Section 4.4.2, “Database Vulnerabilities,” for general 
database security recommendations and references. 

Table 25. Generic CVSS score for Data Historian SQL injection. 
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3. COMMON ICS VULNERABILITY CATEGORIZATION 



Common ICS vulnerabilities ean be eategorized differently based on how the problem is being 
viewed. Vulnerabilities have been eategorized by NSTB assessment targets and eomponent funetionality 
in this seetion. Detailed deseriptions of the vulnerabilities are grouped by the general assessment targets 
in Seetion 4. NSTB assessments prioritize attaek targets based on the likelihood and impaet of 
compromise. More information about the NSTB assessment methodology is in Appendix A. 

Individual ICS components can be evaluated by the risk they contribute to the overall security of the 
system. The components can be categorized based on their ICS functionality. The ISA reference model^ 
describes an ICS as a series of logical levels based on functionality. It is useful to categorize 
vulnerabilities by this established frame of reference. 

When viewing ICS assessment results, it is important to understand the differences between ICS and 
more common computer and network security priorities and obstacles. ICSs cannot be evaluated using 
generic security assessment techniques or protected using generic security solutions. 

3.1 ICS Security Issues 

Cyber security is about securing cyber resources to prevent actions that violate security goals for data 
confidentiality, integrity, and availability requirements. Cyber security measures in ICS protect the 
system data and functionality from unauthorized access, use, disclosure, disruption, modification, or 
destruction. 

In general, the most significant difference between the ICS and corporate IT domains is the high 
availability requirement for monitoring and control functionalities, as illustrated in Figure 3. 



I Security Goals I 


General IT 




ICS 








Confidentiality 


Highest 

Priority 


Availability 


Integrity 




Integrity 




Lowest 




Availability 


Priority 


Confidentiality 



Figure 3. Generic IT security goals versus ICS security goals. 

Cyber security is the protection of information transmitted and stored over a computer network. The 
objectives of cyber security are to: 

• Protect confidentiality of private information 

• Ensure availability of information to authorized users on a timely basis 

• Protect the integrity of information (i.e., accuracy, reliability, and validity). 
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These objeetives ean be prioritized differently depending on the physieal system under eontrol and 
the funetionality provided by the individual ICS eomponent. 

Seeurity poliey defines seeurity goals and measures that must be ineorporated and enforeed through 
aeeess control mechanisms in design, code, security features, and the host and network environment. 

A cyber security vulnerability is a weakness in a computing system that can result in harm to the 
system or its operation, especially when this weakness is exploited by a hostile person or organization or 
is present in conjunction with particular events or circumstances. These weaknesses are not usually a 
problem unless exposed to attack. 

There are many different ways the physical process and ICS can be threatened. To fully protect the 
information and physical system, each component of the ICS must have its own protection mechanisms. 
The build-up, layering and overlapping of security measures is called defense in depth. The strength of 
any system is no greater than its weakest link. Using a defense in depth strategy, should one defensive 
measure fail there are other defensive measures in place that continue to provide protection. All 
applications, hosts, and networks need to be locked down as much as possible to minimize the chance and 
potential consequences of compromise. 

Defensive measures minimize vulnerability exposure and opportunity. Restricting access and 
permissions of processes and users minimizes potential damages from successful attacks. Good design 
can also raise the potential costs of attacking in terms of time and equipment needed to penetrate. 
Hardening and protective measures should be designed into all critical infrastructure ICSs. 

ICS developers and owners can reduce their attack surface by restricting access to functionality, hosts 
and networks. ICS information and functionality must be restricted to people with authorization to access 
them. Authorization is also required for applications that perform ICS functions and the computers that 
host them. Mechanisms must be in place to control access to ICS hosts and functionality. 

Access control mechanisms rely on proper identification and authentication (i.e., user name and 
password). Identification is an assertion of who someone is or what something is. Authentication is the 
act of verifying a claim of identity. 

Access control mechanisms determine system resources a person, program, or computer is allowed to 
access and which actions are allowed (run, view, create, delete, or change) after successful identification 
and authentication. Access control mechanism configuration should enforce policies that describe what 
information and computing services can be accessed, by whom, and under what conditions. 

Authentication credentials must be protected from unauthorized access. Encryption can protect 
confidentiality of authentication credentials. However, cryptography can introduce security problems 
when not implemented correctly. The keys used for encryption and decryption must be protected. 

3.2 Vulnerabilities by NSTB Assessment Target Categories 

Table 26 groups common ICS vulnerability types according to the attack patterns that could allow 
access to core ICS functionality. This view facilitates understanding of the attack paths and consequences 
of the vulnerabilities. The distribution of NSTB findings per category is shown in Figure 4. 
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Table 26. Summary of the most common security weaknesses identified in ICS assessments. 



Vulnerability Category: Assessment Target 


Source of Vuluerability 


Published Vulnerabilities: 
Most Likely Attaek Paths 


Unpatched or old versions of third-party applications 
incorporated into ICS products 


Unpatched OS on ICS Hosts 


Potential Vulnerabilities: 

Potential 0-day and Unpatched Vulnerabilities 


Excessive ICS host exposure through unnecessary services 


Poor ICS Code Quality 


Communication Channel Vulnerabilities: 
Unauthorized Access to ICS Functionality through 
Vulnerable Communication Channels 


Remote Access Protocols Vulnerable to Spoofing and 
MitM Attacks 


ICS Protocols Vulnerable to Spoofing and MitM Attacks 


Communication Endpoint Vulnerabilities: 

Unauthorized Access to or DoS of ICS Hosts and 
Applications 


Vulnerable server applications for ICS communication and 
data transfer protocols 


Database Vulnerabilities 


Web Vulnerabilities 


ICS Application Authentication Vulnerabilities: 

Access to ICS Applications by Exploiting 
Authentication Mechanisms 


Authentication Bypass Issues 


Credentials Management 


ICS Host Environment Vulnerabilities: 
Ability to Cause Harm from an ICS Account 


Failure to Secure Host Environment 


ICS Network Vulnerabilities: 

Access to ICS Hosts and Functionality through 
Available Network Paths 


Poor Network Design 


Weak Firewall Rules 


Failure to Secure Network Devices 


Poor Network Monitoring 



Prevalence of Common ICS Vulnerability 

Categories 

H Published Vulnerabilities (7%) 

B Potential Vulnerabilities (8%) 

H Communication Channel Vulnerabilities (16%) 

H Communication Endpoint Vulnerabilities (43%) 

M ICS Authentication Vulnerabilities (7%) 

H Authorization Vulnerabilities (8%) 
il ICS Network Access Control Vulnerabilities (11%) 



Figure 4. Percentage of NSTB assessment findings per vulnerability category. 




30 



3.3 Vulnerabilities by Component Functionality 



ICSs are made up of proeess equipment, proeess eontrol hardware, network deviees, and eomputers. 
Vulnerabilities in network deviees and protoeols, the operating systems, ICS software, and other software 
running on the ICS eomputers eould allow an attaeker to gather information about, disrupt, or manipulate 
ICS operations. The distribution of NSTB assessment vulnerabilities that were found in eaeh ICS 
eomponent eategory are shown in Figure 5 below. NSTB assessments have focused on the ICS products 
to understand the vulnerabilities they are most affected by, and how their design and operational 
requirements affect host and network security. 




Figure 5. Percentage of NSTB assessment findings per ICS component category. 



The distribution of assessment findings in ICS components can be broken down based on 
functionality, as shown in Figure 6 below. This chart illustrates the high number of vulnerabilities in ICS 
server applications (services). The distribution is slightly skewed by the ICS products that were selected 
for evaluation. Supervisory control protocols were available for assessment on almost all NSTB 
assessments. ICS protocols that are used for external communications are slightly skewed based on their 
availability for assessment. The Inter-Control Center Communications Protocol (ICCP) was selected for 
an in-depth assessment,'* while “basic” or “local” control protocols like Distributed Network Protocol 
Version 3 (DNP3) were not configured on every assessment system. 
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NSTB Assessment Findings by Component 
Functionality 



H 

H 

H 

y 




ICCP Services and Protocol Stack (25%) 
Supervisory Control Protocol Services (17%) 
ICS Hosts (16%) 

Historian Database (8%) 

Supervisory Control Protocols (7%) 

Control Protocol Services (6%) 

Network Devices (5%) 

Firewall Rules (5%) 

Web Services (4%) 

HMI (4%) 

Control Protocols (3%) 



Figure 6. NSTB assessment findings by eomponent funetionality. 



Component funetionality ean be grouped using the ISA99 referenee model.^ The NSTB foeus on eore 
ICS funetionality is evident in Figure 7. The largest portion of produets and funetionalities tested fit into 
the supervisory eontrol and operations management eategories. The ISA99 levels are shown in Figure 8 
for referenee. 



NSTB Assessment Findings by ICS Function 



H Level 1: Local or Basic Control (10%) 

■ Level 2: Supervisory Control (45%) 

H Level 3: Operations Management 40%) 
H Level 4: Enterprise Systems (5%) 




Figure 7. NSTB assessment findings by funetionality. 
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Level 4 

Enterprise Systems: 
Business Planning 
and Logistics / 
Engineering Systems 



c 



X 

Corporate Network 




ICS Web ICS Business 

Application Client Application Client! 



Level 3 

Operations Management: 
System Management / 
Supervisory Control 



c 



LAN / WAN / DMZ 





Replicated Web Server 
Database 




ICCP Server 
OPC Server 
Information Server 
Application Server 



Level 2 

Supervisory Control Equipment: 
Supervisory Control Functions / 
Site Monitoring and 
Local Display 



Supervisory 

Control 



HZ 

Local Display 



Real-time 

Database 



Communications 

Processor 



Level 1 

Control Equipment: 
Protection and 
Local Control Devices 



Level 0 

Equipment Under Control: 
Sensors and Actuators 





Temperature Pressure 
Sensor Sensor 



Figure 8. ISA functional reference model. 
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4. DETAILED NSTB ASSESSMENT RESULTS 



The NSTB assessment program priority is identifieation and analysis of vulnerabilities in ICS that 
allow unauthorized aeeess to data, funetionality, or affeet operations. Consequenees inelude: 

• Unauthorized user ean gain aeeess to ICS hosts, applieations, and data 

• ICS data and eommand spoofing and manipulation 

• DoS of ICS funetionality (eommunieations). 

Communieation ehannels and network serviees are exposed to network attaek. Vulnerabilities in ICS 
systems have beeome signifieantly more exposed to attaek as they are eonneeted to the Intranet and 
Internet. Communication channels are of highest interest in ICS assessments because they are often used 
between network security zones and may possess access rights or functionality to manipulate the ICS. 
Weak access controls may even allow access to ICS components without impersonating an authorized 
communication partner. 

Network traffic is exposed to MitM attacks that can be used to gather information, alter messages, or 
drop messages. Credentials sent across a network in clear text or using a broken encryption algorithm can 
be intercepted, stolen and used by an attacker to gain access to ICS hosts and applications. 

Network services at communication endpoints are listening for messages to accept, and are exposed 
to attacks that exploit input and output validation vulnerabilities. Assessments target ICS programming 
errors in network parsing code that do not properly validate or “sanity check” input values. These 
vulnerabilities have the potential to allow access to the associated host through remote code execution, 
privilege escalation, and authentication bypass. Access to ICS functionality can be gained through the 
compromised host with the privileges of the compromised account. Additional risks to ICS operations 
include data loss and DoS of ICS functionality and communications. 

Published vulnerabilities in common IT products used by ICSs create opportunity for successful 
system attack. These vulnerabilities are assessed through use of tools available commercially and in the 
public domain. 

The most common ICS vulnerabilities found by the NSTB assessment program are described in the 
following sections. 

4.1 Published Vulnerabilities 

Known vulnerabilities in common IT products installed on ICS hosts create vulnerabilities with a 
high probability of being attacked. These vulnerabilities may provide an attack path into the system. The 
software is well known, and available exploit code makes them an easy target. 

Figure 9 shows the proportions of each type of vulnerable software. 



Unpatched Software Integrated into ICS 

H Non-OS Services and Libraries (29%) 

■ OS Services (29%) 

H Web Products (24%) 

H Database Products (13%) 
y iCS Services and Libraries (5%) 

Figure 9. Unpatched components integrated into ICS. 
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4.1.1 Third-Party Applications Incorporated into ICS Software 

ICS software generally uses third-party applieations sueh as eommon Web servers, database servers, 
remote aeeess serviees, and eneryption serviees. Many out-of-date and vulnerable third-party software 
applieations and serviees are still being ineorporated into new ICS software. This indieates that new ICSs 
are being installed with vulnerable software and that ICS vendors are not supporting third-party pateh 
management for their software. 

Unpatehed applieations and serviees are probably the biggest threat veetor for unauthorized aeeess to 
the ICS. These applieations possess vulnerabilities that may provide an attaek path into the system. The 
software is well known, and available exploit eode makes them an easy target. NSTB assessments have 
diseovered published vulnerabilities in unpatehed or old versions of applieations, serviees, and libraries 
integrated into the latest releases of ICS produets. 

The reason that this is sueh a big problem is that some of these produets eannot be patehed by the ICS 
owners. Many times, the Applieation Programming Interfaee (API) ehanges in new versions of 
applieations, serviees, and libraries, so a produet eannot be upgraded without ehanging the ICS eode that 
interfaees with it. 

4. 1. 1. 1 Non-OS Services and Libraries 

Overall, OS pateh management support has improved to the point where OS patehing is trivial for 
most situations. Many ICS vendors now provide timely OS pateh test results. Applieation patehing does 
not see the same attention, however. 

Applieations, serviees, and libraries not ineluded as part of the OS tend not to get patehed on many 
ICSs. NSTB assessments have not only diseovered old and unpatehed versions of third-party produets on 
produetion ICSs, but integrated into new ICS produet versions as well. Published vulnerabilities in well- 
known applieations and serviees ereate the biggest seeurity risks to ICSs. Of all the vulnerabilities in an 
ICS, these vulnerabilities are most likely to be exploited beeause all attaekers should be aware of them. 

Non-OS serviees and libraries are the most negleeted beeause they are ineonspieuous. Many 
developers and administrators are not aware of them. Statieally linked libraries need to be independently 
kept up-to-date if they are different from the libraries assoeiated with the operating system. 

4.1.2 OS Patch Management 

Operating system patehes repair vulnerabilities in the operating system that eould allow an attaeker to 
exploit the eomputer. The importanee of system seeurity to keep operating system patehes up-to-date 
eannot be over emphasized. However, patehing ICS maehines ean present unique ehallenges. Among the 
faetors to eonsider are funetionality, seeurity, and timeliness. 

OS patehing has been improving as more and more eommon IT produets are being integrated into 
ICS. OS pateh test results are now provided by some ICS vendors for their newer releases. 

4.1.3 Summary of Patch Management Recommendations 

The vendor bears responsibility to upgrade and pateh third-party (and OS) software that is integrated 
into their ICS produets before it is deployed. ICS owners may not be able to make the ICS eode ehanges 
required to integrate with the new versions. 

Currently, most ICS venders have poor methods of notifying eustomers about potential seeurity 
problems and patehes. Experienee has shown that patehes generated as the result of previous seeurity 
assessments have been slow in being deployed with many end users unaware about the existenee of the 
patehes. ICS vendors should ereate and maintain seeurity mailing lists and also test the proeedures needed 
to notify the end users about seeurity problems. 
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ICS vendors should create a procedure and have personnel assigned to keep up with the updates and 
integrate the updates into their products. Vendors should test and approve OS patches, along with all other 
third-party software incorporated. Products and services used by the ICS should be kept at current version 
and patch levels prior to deployment at asset owner sites and be included in the patch testing process. ICS 
products that have third-party services and applications incorporated into their functionality should be 
designed so that these applications can be updated or replaced as easily as possible. 

Patches must be tested for adverse affects on system functionality. The system vendor should test 
operating system patches for compatibility with their system and supply the testing results to users. These 
results should be made available as soon as possible after the patch release, to limit the length of time the 
user’s system is vulnerable to the operating system exploit. 

If vendor support is not available, system owners should test their own patches. This should be done 
even if the vendor has approved them. Patches should always be tested on a backup system first, before 
being implemented on an operational system. This testing period should be long enough for any side 
effects to become apparent. 

4. 1.3. 1 Patch Management References 

More detailed guidance on production ICS patch management can be found in the DHS 
Recommended Practice for Patch Management of Control Systems,^ and the National Institute of 
Standards and Technology (NIST) Guide to Industrial Control Systems (ICS) Security.^ 

4.2 Potential Vulnerabilities 

The risk of exploitation increases with the number of applications and services installed on the 
system. The attack surface is all possible avenues of attacking a system. All open ports and services that 
can potentially be exploited create the attack surface. New vulnerabilities are constantly discovered in 
applications, so minimizing the number of installed services and applications minimizes potential 
vulnerabilities. 

Poor code quality and unsecure coding practices create bugs that can potentially be exploited for 
malicious purposes. These bugs also make ICSs fragile, creating an environment where administrators are 
afraid to make changes after they are finally able to get everything up and working correctly. Potential 
vulnerabilities in ICS applications and services can be minimized by following secure coding practices. 

4.2.1 Failure to Minimize Services 

Open ports and services that are not necessary provide a potential foothold or path for an attacker. 

The attacker can remotely connect to services listening on ports allowed through a firewall. Once an 
attacker has a foothold onto a protected network, he can access all services listening on the local network 
hosts. The more services listening on the ICS hosts, the more exposed it is to attack. 

Services or applications running on a system open up different network ports to be able to 
communicate to the outside world. Each open port can possibly be exploited by an attacker and used to 
send exploits and receive data. An attacker can only gain access to and receive information from the ICS 
through an open port. The more ports and services that are open, the greater the risk because there are that 
many more services that may have vulnerabilities. 

New vulnerabilities are found every day in the applications and services that run on computers. Some 
of these vulnerabilities are published shortly after their discovery, and some are kept a close secret, 
allowing a few attackers in the community to exploit computers at will, with no patches available to stop 
them. It follows that having more installed applications translates to an increased risk for the computers 
running them. 
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4.2. 1. 1 Vendor Identification of Necessary Ports and Services 

One item of critical importance is ICS vendors’ understanding of the ports and services needed to 
support their systems. NSTB ICS product assessments evaluate open ports and running services on hosts 
configured by the ICS vendors. 

Many times, vendor-published ports and services do not match what was actually installed and 
running on the system hosts. Another problem is the excessive number of ports that must be opened for 
some ICS protocols. For example, one range of identified ports required over 21,000 ports to be opened 
for a single service. 

4.2.1. 2 Services Recommendations 

All unneeded applications and services should be removed. Also, adequate resources must be 
allocated to ensure that all services and applications are completely patched and up-to-date. 

For each ICS component, ICS vendors should document the necessary services along with the 
associated port ranges and which components are allowed to initiate a connection to that component. 

They should then carefully analyze these results, identify and disable all OS or third-party application 
services that are not explicitly needed for the ICS to operate, and identify all dynamic port services with 
the respective port ranges. This should be part of the deliverable for every product to help the end user 
create a network architecture that protects the inner core of their ICS while providing a fully functioning 
system. 

Because required ports and services have been found to disagree with delivered systems, ICS owners 
should validate the necessity of services installed on new systems before they are deployed. Traffic 
monitoring between system components during all phases of acceptance testing can be used to identify 
required communications. Ideally this testing and verification of required ports and services would be laid 
out by the vendor during system design, and then tested and verified by the owner/operator before during 
design and testing. This technique eliminates communication not required by a particular ICS 
configuration. This can create a more secure system, but owners must be sure to exercise all potential 
functionality so that it will be available when needed. 

This same process can be used to minimize risk on an operational ICS, but must be performed with 
more care. The service can first be removed on a backup or development system to insulate the primary 
system from any potential damage. Before stopping any services or programs on an operational system, 
ICS administrators should ask the vendor to confirm that the service is not needed for system 
functionality. The administrator can also create an IDS rule that watches for the use of installed services 
until there is sufficient confidence that a service is not necessary. IDS and system logs may also inform 
administrators when requested services are not available. 

4.2.2 Poor Code Quality 

In general, ICS software tends to suffer from poor code quality, which leads to stability problems and 
vulnerabilities. Nearly all ICS code level vulnerabilities were the result of unsecure coding practices and 
inadequate testing. Secure programming standards and guidelines can be followed to prevent these errors. 
Automated source code analysis tools can be used to identify existing vulnerabilities for remediation. ICS 
vendors need to thoroughly test all ICS features to validate ICS stability and security levels before 
release. ICS customers should require that products are tested by a third party and vulnerabilities are 
remediated before acceptance of an ICS product. 

ICS code review and reverse engineering exercises indicate that ICS software has not been designed 
or implemented using secure software development concepts in general. The relatively greater ages of 
core ICS applications increases the likelihood of unsecure coding practices because they were developed 
as stand-alone systems with only reliability and efficiency as requirements. However, new ICS 
applications tend to suffer from many of the same weaknesses in the lack of secure coding principles. 
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Poor code quality leads to vulnerabilities and bugs in the code that not only make it vulnerable to 
attack, but also fragile and unstable. 

Many secure coding resources are available for all application types and languages. The CWE list® 
provides information about all types of software weaknesses including the most common ICS 
programming errors listed in Table 27. 

Table 27. Most common programming errors found in ICS code. 



Weakness Classification 


Vulnerability Type 


CWE- 19: Data Handling 


CWE-228: Improper Handling of Syntactically Invalid Stracture 

CWE -229: Improper Handling of Values 

CWE -230: Improper Handling of Missing Values 

CWE-20: Improper Input Validation 

CWE-1 16: Improper Encoding or Escaping of Output 

CWE- 195: Signed to Unsigned Conversion Error 

CWE- 198: Use of Incorrect Byte Ordering 


CWE-119: Failure to Constrain 
Operations within the Bounds of a 
Memory Buffer 


CWE- 120: Buffer Copy without Checking Size of Input (“Classic 
Buffer Overflow”) 

CWE-121 : Stack-based Buffer Overflow 
CWE- 122: Heap-based Buffer Overflow 
CWE- 125: Out-of-bounds Read 
CWE-129: Improper Validation of Array Index 
CWE-131: Incorrect Calculation of Buffer Size 
CWE-170: Improper Null Termination 
CWE- 190: Integer Overflow or Wraparound 
CWE-680: Integer Overflow to Buffer Overflow 


CWE-398: Indicator of Poor Code 
Quality 


CWE-454: External Initialization of Trusted Variables or Data Stores 
CWE-456: Missing Initialization 
CWE-457: Use of Uninitialized Variable 
CWE-476: NULL Pointer Dereference 

CWE-400: Uncontrolled Resource Consumption (“Resource 
Exhaustion”) 

CWE-252: Unchecked Return Value 

CWE-690: Unchecked Return Value to NULL Pointer Dereference 
CWE-772: Missing Release of Resource after Effective Lifetime 


CWE-442: Web Problems 


CWE -22: Improper Limitation of a Pathname to a Restricted Directory 
(“Path Traversal”) 

CWE-79: Failure to Preserve Web Page Stmcture (“Cross-site 
Scripting”) 

CWE-89: Failure to Preserve SQL Query Stmcture (“SQL Injection”) 


CWE-703: Failure to Handle 
Exceptional Conditions 


CWE-43 1 : Missing Handler 
CWE-248: Uncaught Exception 

CWE-755: Improper Handling of Exceptional Conditions 
CWE-390: Detection of Error Condition Without Action 
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4.2.2. 1 Use of Potentially Dangerous Functions 

Otherwise known as unsafe function calls, the application calls a potentially dangerous function that 
could introduce a vulnerability if used incorrectly, but the function also can be used safely. The problem 
with using unsafe functions is that the developer is responsible for validating input. The number of 
publicly announced buffer overflows and other malformed input vulnerabilities is evidence that relying on 
the developer to implement this validation is high risk. 

Unsafe C/C++ function calls are the most notorious potentially dangerous functions. All have safe 
counterparts, so there is no reason to use unsafe functions or not replace them in existing code. The 
strep y function in C is an example of a potentially dangerous function because it may introduce a 
buffer overflow vulnerability. For example, if the input to strepy can in any way be influenced, a 
potential exists that an attacker will find a way to circumvent the developer’s logic. In many cases, the 
logic is only based on what would normally happen, and a buffer overflow attack is successful because 
the developer decided that no one would ever create a username longer than 1,024 characters. The 
attacker simply needs to try a few usernames to discover that more than 1,024 characters cause problems. 
The developer can test to make sure nothing larger than the memory buffer he created is sent to a 
dangerous function, i.e. strepy. Safe functions, i.e. strnepy , eliminate this risk by requiring the 
buffer size to be specified. 

Most of the ICS vulnerabilities that allow remote code execution (unauthorized access) are the result 
of the use of potentially dangerous functions. The assessment team discovered many potential 
vulnerabilities during code audits and fuzz testing, but it was not prudent or feasible to validate whether 
every unsafe function call could be reached, or that every crash could be exploited for remote control. The 
assessment convention has been to demonstrate the existence and impacts of one or more of the coding 
error instances identified, and then recommend that all unsafe function calls be remediated. As a result, 
these vulnerabilities are under-represented. 

4.2.2.2 Secure Coding Recommendations 

ICS applications tend to suffer from poor code quality. Vendors and asset owners who write custom 
applications should train developers in secure coding practices. Software development procedures should 
include thorough code reviews via both manual and automated processes to identify security issues while 
the code is still in the development stage. ICS-specific protocols should be redesigned to include strong 
authentication and integrity checks. IT products deployed on the ICS network should also have passed a 
security review. Asset owners should explicitly address the security of these products during the 
procurement and acceptance processes. 

Specifically, ICS developers can use static analysis tools to identify and replace dangerous functions. 
Usages of the unsafe C functions should be replaced with safer alternatives, starting with services that are 
exposed to less-trusted networks and working inward. The security issues of using C functions have been 
known since the 1990s and there is no excuse for using them in new products. 

4. 2.2.3 Secure Coding References 

ICS developers can reference the CWE site for additional secure development information and 
references on the security weaknesses identified in this section as well as other software security 
weaknesses covered in the Developer’s View.® ICS administrators can utilize this information for better 
understanding of the weaknesses to which ICS software is prone. They can then work with their vendors 
to mitigate the associated risks as much as possible in existing systems, or create procurement 
requirements that enforce security standards. 
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All weaknesses listed on the 2010 CWE/SANS Top 25 Most Dangerous Programming Errors^ have 
been found during ICS assessments. ICS developers should refer to this list of more detailed weaknesses 
and the assoeiated 2010 CWE/SANS Top 25: Monster Mitigations^ for guidanee in preventing the most 
dangerous programming errors. 

Seeure eoding guides and standards are available in a wide range of languages and software types. 
Some examples inelude: 

• CERT Secure Coding Standards^^ 

• SAFECode Seeure Coding Standards”’ ” 

• 20 Critical Security Controls: Critical Control 7: Application Software Security ” 

4.3 Communication Channei Vuinerabiiities 

Network traffie is exposed to MitM attaeks that ean be used to gather information, alter messages, or 
drop messages. 

Assessments foeus on vulnerabilities that allow: 

• ICS eredentials gathering 

• ICS data and eommand spoofing and manipulation 

• DoS of ICS ftinetionality (eommunieations). 

MitM is possible when the eommunieation protoeol does not insure the identity of eaeh 
eommunieation partner or the integrity of the message. If an attaeker ean pose as a trusted eommunieation 
partner (if neeessary) and formulate the eorreet integrity eheek values for a new or altered message, the 
eommunieation ehannel is at risk. 

The Address Resolution Protoeol (ARP) MitM attaek is a popular method used by an attaeker to gain 
aeeess to the network flow of a target system. In this style of attaek the network ARP eaehe of maehines 
on the LAN are targeted, eonftising whom they think they are eommunieating with. The ARP protoeol is 
used to determine whieh hardware addresses eoineide with the Internet Protoeol (IP) addresses on the 
network. The MitM attaek is initiated by sending gratuitous ARP eommands to eonftise eaeh host. These 
ARP eommands tell the two hosts that the attaeker eomputer is really the eomputer where they want to 
send data. When a sueeessful MitM attaek is performed, the hosts on eaeh side of the attaek are unaware 
that their network data is taking a different route through the attaeker’ s eomputer. The attaeker eomputer 
then needs to forward all paekets to the intended host so the eonneetion stays in syne and does not time 
out. 



The MitM attaek is effeetive against any switehed network beeause it effeetively puts the attaeker 
eomputer between the two hosts. This means the hosts send their data to the attaeker’ s (eompromised) 
eomputer thinking it is the host to whieh they intended to send the data. The attaeker generally needs to 
eompromise a host on (or between) the vietim eomputers’ LANs. 

4.3.1 IT Protocols Vulnerable to Spoofing and MitM Attacks 

Unseeure serviees developed for IT systems have been adopted for use in ICSs for eommon IT 
ftinetionality. Although more seeure alternatives exist for most of these serviees, aetive unused or 
obsolete serviees still exist in many ICSs. 
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The use of unseeure IT protoeols is dangerous beeause attaekers are very aware of them, and have 
aeeess to seript kiddie tools that have been ereated to exploit them. Network protoeol analysis tools are 
able to intereept and deeode most eommon protoeols.’’ Password eraeking tools ean deeode messages and 
passwords that have been enerypted with broken eneryption sehemes. 

4.3. 1. 1 Use of Standard IT Protocol with dear-text Authentication 

Clear-text authentieation eredentials ean be sniffed during transmission and used by an attaeker to 
authentieate to the system. If an attaeker is able to eapture a username and password, he is able to 
legitimately log onto the system with that user’s privileges. For this reason, plain-text remote login 
serviees should be replaeed with enerypted serviees sueh as SSH. 

The use of unseeure protoeols and serviees to eonneet to the ICS hosts ereates a high-risk aeeess path 
into the system. This is a signifieant vulnerability beeause it provides remote aeeess to ICS hosts and the 
funetionality allowed to the remote user. Table 28 lists examples of the use of elear-text authentieation 
protoeols in ICSs. 



Table 28. Sanitized unseeure standard IT protoeol findings. 



Sanitized Finding 


Potential Impact 


File Transfer Protoeol (FTP) available 


Capture of ID and password 


The test system is running the plain-text protoeols FTP and telnet 


Unenerypted ports were open ineluding FTP, Hypertext Transfer 
Protoeol (HTTP), RPCBIND (Traffie analysis reveals no indieation of 
authentieation or eneryption) 


rlogin, rsh, FTP, telnet on one workstation 



Recommendation for the Use of Standard IT Protocol with Clear-text Authentication 

Unseeure versions of eommon IT serviees should be replaeed where possible by their seeure versions. 
ICSs use eommon IT protoeols for eommon IT funetionality, sueh as network deviee management, 
remote logins, or file transfers. Beeause they are not used for real-time funetionality, they ean be replaeed 
with their seeure eounterparts in most eases. SSH ean replaee all file transfer and remote login protoeols 
sueh as FTP, telnet, and rlogin with enerypted versions. Any eommunieation protoeol ean be “turmeled” 
through SSH. HTTP ean be sent over the Seeure Soeket Layer (HTTPS). 

Users of these produets should be aware more seeure remote aeeess and file transfer solutions are 
available. ICS vendors and eustomers should follow IT seeurity praetiees and use the eurrent seeure 
versions of eommon protoeols. When replaeement is not feasible, aeeess to the serviees should be 
minimized, and unenerypted eommunieation should be limited to within the ICS whenever possible. 
Communieations between seeurity zones should be seeured as mueh as possible. 



b. Wireshark, http://www.wireshark.org/ 
Kismet, http://www.kismetwireless.net/ 
TCPdump, http://www.tcpdump.org/ 
Ettercap, http :// ettercap .sourceforge.net/ 
Etherape, http://etherape.sourceforge.net/ 

c. Cain, http://www.oxid.it/cain.html 
http://www.openwall.com/iohn/ 
http://www.thc.org/thc-hvdra/ 

Aircrack, http://www.aircrack-ng.org/ 
LOphtcrack, http://www.lOphtcrack.com/ 
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4.3. 1.2 Use of Vulnerable Remote Display Protocols 

Remote display protoeols and applications are used to remotely access a machine, providing the 
ability to logon and remotely control another machine using the graphical display. Remote display 
protocols used by ICS have been found to accept connections from anywhere, and transport credentials in 
clear text or by a broken encryption algorithm. Even if strong encryption is used, if the remote display 
client’s host is compromised, the attacker may also have access to the remote ICS host’s display and all of 
the client’s functionality including the encrypted channel. 

Weaknesses in remote display software can be exploited to gain unauthorized access to the 
supervisory control user interface software. Table 31 lists common vulnerabilities in remote display 
software used by ICS for remote access to supervisory control functions. Common remote display 
services were integrated into the ICS products to provide remote display capability. Remote display 
software and their weaknesses are well known and easily exploited. Exposure depends on how and where 
the connection is initiated. The following scenario was accomplished in multiple assessments: 

"Using a freely available tool called Cain, the team poisoned the ARP 
caches of the HMI server and a client, telling each that the other was located at 
the attacker’s address. Once the MitMwas established, the client connected 
through the attacker. ” 

This attack could be accomplished on any network link between the client and server. Multiple free, 
publicly available tools exist to perform ARP poisoning and MitM attacks, as well as brute-force and 
dictionary attacks against Terminal Services. 

The use of remote display software for remote access to supervisory control functions could be the 
most significant vulnerability on an ICS because it allows unauthorized remote access to graphical 
supervisory control software, as well as any other functionality allowed to the remote user. Table 29 lists 
examples of vulnerable remote display protocols. 



Table 29. Weaknesses in software used 


ry ICS for remote access to supervisory control functions. 


Sanitized Finding 


Potential Impact 


No access controls for remote display 


Attacker is able to connect to remote display service from anywhere 


Clear-text transmission of remote 
display credentials 


Attacker is able to steal remote display credentials by “sniffing” 
network traffic while a remote display connection is established 


Use of remote display service that uses a 
broken cryptographic algorithm 


Attacker is able to steal remote display credentials by “sniffing” and 
decrypting network traffic while a remote display connection is 
established 



Remote Display Recommendations 

UNIX X server configurations have been found that accepted clients from anywhere. This allows an 
attacker to connect to it and record keystrokes and screenshots. Access should be restricted and secure 
authentication should be used to protect login credentials from being stolen. 

Vulnerable Windows remote administration services are also used on ICS. All protocols and services 
used to remotely access ICS hosts should use strong authentication and be kept up to date. When 
configuring ICS hosts for remote access, administrators and integrators must configure the host to 
validate the security of the remote access client to protect against unauthorized access through a trusted 
compromised host. 
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4.3.2 ICS Protocols Vulnerable to Spoofing and MitM Attacks 

Most ICS communication protocols have not been designed and implemented to prevent MitM 
attacks. They do not adequately verify the identity of actors at both ends of a communication channel, or 
ensure the integrity of the channel, in a way that allows the channel to be accessed or influenced by an 
actor that is not an endpoint. 

‘‘In order to establish secure communication between two parties, it is often 
important to adequately verify the identity of entities at each end of the 
communication channel. Failure to do so adequately or consistently may result in 
insufficient or incorrect identification of either communicating entity. This can 
have negative consequences such as misplaced trust in the entity at the other end 
of the channel. An attacker can leverage this by interposing between the 
communicating entities and masquerading as the original entity. In the absence 
of sufficient verification of identity, such an attacker can eavesdrop and 
potentially modify the communication between the original entities. 

If an attacker has access to ICS communication paths and reverse engineers the ICS network 
communications protocol, manipulation is possible of the data flowing between the systems components. 
This includes commands and messages sent to update operator screens and control field equipment. An 
attacker may also be able to alter the operator’s view of the system by intercepting and manipulating 
messages received from the ICS. The operator may then be unaware of what the attacker is doing with the 
system, or tricked into performing dangerous actions. The operator may also just be unaware of the actual 
system state, and therefore not take the appropriate evasive actions. 

Strategically manipulating the communications on a control network requires an in-depth 
understanding of the protocol to be manipulated. The NSTB cyber assessment team is generally able to 
gather enough information about a network protocol to perform a network layer attack against the system. 
Many effective network attacks use the ARP MitM attack to achieve their objectives. 

The lack of, or weak, data integrity checks prevent a protocol from detecting bad data. If integrity 
check values or “checksums” are omitted from a protocol, there is no way of determining whether data 
has been corrupted in transmission. Likewise, if integrity check values are easily reverse engineered and 
duplicated, data manipulation in transmission is invisible upon security inspection. 

The lack of, or weak, authentication prevents the protocol from detecting that the message is from an 
unauthorized sender. Some ICS protocols rely on weak authentication, such as hostname or IP address, 
which are easily spoofed. 

4.3.2. 1 ICS Data and Command Message Manipulation and Injection 

ICS network protocols, including those used to send control commands and status data, can be 
altered, replayed, or spoofed because they lack sufficient access control and integrity checking 
mechanisms. This vulnerability requires minimal skills to intercept or create the network messages. An 
attacker’s ability to intelligently interpret and manipulate process status depends on how much of the ICS 
protocol and physical process he has been able to discover, or reverse engineer. ICS and network 
programming skills are needed for this attack. 

The ICS network design and implementation determines the exposure of control protocol 
vulnerabilities. This vulnerability is exposed to anyone who has gained network access to the supervisory 
control network, or a network that is allowed access to control equipment. 

With a full ARP MitM attack in place, an attacker can manipulate ICS devices and/or modify data 
flowing back to the operator’s console to give false information of the state of the system. This tampering 
could allow an attacker to manipulate the system or the operator’s response. 
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Recommendation for ICS Message Manipulation 

The system design needs to implement strong authentieation into ICS eommunieation protoeols. 
Seeure authentieation and data integrity eheeks should be used to ensure that proeess eommands and 
updates have not been altered in transit. These seeurity procedures offer protection against spoofing 
attacks, in which false information is sent to the operator’s console to give them an altered view from 
reality. Authentication also protects against unauthorized commands being sent to the ICS process 
devices. 

Defenses that reduce exposure to this vulnerability are network access and content filtering rules. IDS 
monitoring should catch the attacker’s presence on the network and MitM activities. Administrators can 
configure network equipment to prevent MitM attacks, but MitM is not necessary if the attacker has 
gained access to a host that is allowed to send control messages. Even if the control protocol is encrypted, 
the attacker can still send control messages if he has gained access to the host that encrypts the packet. 

Physical access to the controller while the controller is disconnected from a production Ethernet 
network should be required for configuration and firmware updates. Ensuring that updates occur in this 
environment will help prevent possible exploitation, and will also prevent the information disclosure of 
the device’s firmware. Authentication and data integrity checks should also be used to protect against 
unauthorized physical access and manipulation of firmware files. 

4.3.2.2 Unprotected Transport of ICS Application Credentials 

Clear-text authentication credentials can be sniffed during transmission and used by an attacker to 
authenticate to the ICS application. If an attacker is able to capture a username and password, he is able to 
legitimately log into the application with that user’s privileges. 

Table 30 lists sanitized examples of unprotected ICS application credentials sent over the network. 



Table 30. Sanitized examples of unprotected ICS application credentials. 



Sanitized Finding 


Potential Impact 


Operator and developer applications transmit login information in plain text 


Capture of ID and password 


Clear-text password traffic 



Recommendation for Unprotected Transport of ICS Application Credentials 

User credentials should be vigorously protected and made inaccessible to an attacker. Whenever 
credentials are passed in clear text, they are susceptible to being captured and cracked, if necessary, by the 
attacker. Passwords should be securely encrypted or hashed before being stored or transmitted. When 
using Web applications with Secure Sockets Eayer (SSE), use SSE for the entire session from login to 
logout, not just for the initial login page. 

4.3.2.3 Encryption of ICS Communications 

A number of concerns about the mal-effects of cryptography on an ICS have been raised. The four 
most common concerns are latency, bandwidth, availability, and IDS interaction. The highest priority for 
distributed real-time ICSs is availability (fault tolerance). For this reason, and because of the difficulty in 
implementing Internet Protocol Security (IPSec), there seems to be trepidation in implementing 
encryption on a critical process control network. Another issue is that even if ICS communications are 
initially configured to use IPSec, it may be turned off for system trouble-shooting and then never turned 
back on. 

IPSec and other cryptography solutions have been viewed as a cure-all for security ailments. IPSec’s 
limitations should be understood to avoid a false sense of security. IPSec provides four main security 
properties: confidentiality, integrity, authenticity, and replay protection. Unfortunately, IPSec is still 
difficult to configure and encryption makes system troubleshooting more difficult. 
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IPSec operates at the host level. Aeeess to a host provides the potential for full eontrol of the IPSee 
eommunieations. System owners should be aware that unauthorized users may simply utilize the 
enerypted ehannel as part of the attaek path from a eompromised host to its eommunieation partner deeper 
inside the ICS network. The attaeker is even able to hide his aetivities inside the IPSee eneryption. 

Even if an attaeker eannot eavesdrop or alter paekets, he ean still prevent IPSee eommunieation. An 
ARP MitM attaek ean be performed to intereept and drop paekets used for Internet Key Exehange (IKE) 
authentieation. If the default IPSee poliey is set to require IPSee and seeurity negotiation is not sueeessfril, 
outgoing traffie is not allowed. 

Requiring IPSee inereases the risk for a DoS of eritieal system eommunieations. Even without 
malieious intent, a DoS ean be eaused by a failure to identify a trusted host due to eloek skew or other 
authentieation eriteria. Therefore, neeessary eommunieation should not be set to require IPSee. One 
possible solution is to set the IPSee poliey to request IPSee proteetion between all eapable maehines. 
Exeeptions must also be added to the poliey for eaeh deviee (eontroller deviees, ete.) that does not support 
IPSee. It should also be understood that IPSee proteetion eannot be guaranteed. 

The deeision for eonfiguring IPSee with a “request” poliey versus a “require” poliey should be made 
based on whether the eommunieation between the IPSee partners must be eonfidential (or insure integrity, 
authentieity, or replay proteetion) or whether it is eritieal that this eommunieation be available. This ean 
be defined on the firewall at the IP/port level. If the eommunieation requires the seeurity provided by 
IPSee and ean tolerate a DoS, the “require” poliey should be implemented. If the hosts must have an 
available ehannel for data transfer and the seeurity layers provided by IPSee are seeondary, IPSee should 
be eonfigured with the “request” poliey. Unfortunately everything is not this elear eut, but those are the 
tradeoffs to eonsider. 

Even though IPSee eneryption makes network-based intrusion deteetion diffieult, host-based intrusion 
deteetion produets ean potentially see the ineoming or outgoing unenerypted messages and make 
deeisions before they are further proeessed. Also, network IDSs ean be used to verify the IPSee poliey. 

ICS eustomers should be aware, that eneryption only provides proteetion between the eommunieation 
endpoints. It eannot proteet against attaeks or vulnerabilities on the endpoint eomponents by someone 
who has gained aeeess to the enerypted ehannel through an endpoint. ICS vendors and owners should 
beeome familiar with the eneryption endpoint problem and the available eneryption solutions before 
implementing it on their systems. 

4.3.3 Summary of Communication Channel Recommendations 

Unseeure versions of eommon IT serviees should be replaeed where possible by their seeure versions. 

eommunieations between seeurity zones should be seeured as mueh as possible. 

The first ehoiee of long-term mitigations is to replaee unseeure ICS protoeols with protoeols that 
provide strong authentieations and integrity eheeks to ensure that proeess eommands and updates have not 
been altered in transit. These seeurity proeedures offer proteetion against spoofing attaeks, in whieh false 
information is sent to the operator’s eonsole to give them an altered view from reality. Authentieation also 
proteets against unauthorized eommands being sent to the ICS proeess deviees. 

4. 3. 3. 1 ARP MitM Defenses 

One defensive measure against MitM attaeks is to hard-eode the Media Aeeess Control (MAC) 
addresses of the eommunieation endpoints in eaeh other’s ARP tables. This eauses the systems to ignore 
the bogus ARPs sent during an ARP MitM attaek, whieh renders it ineffeetive. The problems with this 
approaeh inelude: 

• Some systems do not provide a way to hard-eode the ARP tables 



45 



• Some systems provide a temporary method, but it must be done every time the system is started 

(volatile storage) 

• Replaeement of a remote deviee requires updating the ARP tables on every system eomponent in the 

eommunieation path 

• This only proteets against one MitM attaek method (ARP spoofing). 

Along with the above, it is also relatively inexpensive to employ all of the features of the installed 
networking equipment, sueh as port seeurity on switehes and 1-to-l rules on firewalls. However, firewalls 
are not eommonly used in the basie eontrol eommunieations path. 

IDS solutions ean be employed to deteet ARP MitM aetivities. Domain Name System (DNS) 
spoofing ean be proteeted against by using the available DNS seeurity measures.’"* 

4.3. 3. 2 ICS Encryption Issues 

A long-term mitigation eould be to replaee ICS protoeols with an enerypted version of the protoeol. 
Unfortunately, there is no drop-in replaeement eurrently available — with the exeeption of seeure ICCP. 
Even if there were, it would be a huge task to rewrite and eertify all of the software involved. Hopefully, 
the near future will bring sueh a protoeol into eommon aeeeptanee that future produets ean employ. 

The next best ehoiee is to use IPSee with only the authentieation header. This mode does not enerypt 
the data, but it does provide a eryptographieally authentieated wrapper that prevents tampering. Another 
advantage of this mode is that an IDS ean still monitor the eommunieations and deteet anomalies in the 
eonversation. 

Another option is to use the unseeure protoeol through an enerypted protoeol tunnel, sueh as IPSee, 
SSL, ete. This would require that the eomponents at the eommunieation endpoints have the software 
installed, eonfigured, and tested to be sure all is setup eorreetly and seeurely. This eould be a substantially 
large task, depending on the eapabilities of the deviees involved. It is also quite possible that some 
deviees may not have the neeessary eomputing power to handle the added burden. Even if the eomputing 
resourees exist, there is still an issue of labor with key management. Another problem with this approaeh 
is that all of the eommunieations between the systems ean be bloeked as long as the end points are 
suseeptible to ARP eaehe poisoning. In the ease of IPSee and its eonfiguration, it will either stop talking 
altogether or fall baek to unenerypted mode. Obviously, neither is a desirable outeome. 

A final option is to employ separate eneryption hardware (so-ealled “bump-in-the-wire”) deviees to 
enerypt the traffie for a system. In addition to the eost, these deviees have their own eonfiguration and key 
management problems. 

Eneryption solutions that tunnel ICS protoeols have been tested in NSTB assessments. In some eases, 
the eomponents were ineorreetly eonfigured and the enerypted eonneetions were still vulnerable to a 
MitM attaek. In other eases, the system integrators were not able to sueeessfully implement the 
eneryption solution on the test system. However, the addition of eneryption eapabilities to ICS produets 
may allow the eommunieation ehannels to be seeured. 

Diffieulty of implementation and viewing traffie for trouble-shooting are issues that ean prevent 
eneryption from being used in operational IDS. ICS designers and eustomers should refer to eurrent and 
speeifie doeumentation on network eryptography options and implementation instruetions. Eneryption 
eannot be used as a fix for vulnerabilities in the ICS system, but it should be eonsidered as a layer of 
defense. 
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4.3. 3. 3 Communication Channei References 

More information about communication channel vulnerabilities can be found in the related security 
weaknesses from the CWE®: 

• CWE-300: Channel Accessible by Non-Endpoint ('Man-in-the-Middle') 

• CWE-285: Improper Access Control (Authorization) 

• CWE-3 1 1 : Missing Encryption of Sensitive Data 

• CWE-306: Missing Authentication for Critical Function 

• CWE-327: Use of a Broken or Risky Cryptographic Algorithm. 

The DHS Control Systems Communications Encryption Primer ^ provides ICS specific information 
on encryption. More detailed information on recommended configurations is available in the NIST 
Special Publication 800-1 13.'® 

4.4 Communication Endpoint Vuinerabiiities 

Network services are listening for messages to accept, and are exposed to attacks that exploit input 
and output validation vulnerabilities. These services are vulnerable to remote compromise if they do not 
properly check the size of user input, sanitize user input by filtering out unneeded but potentially 
malicious character sequences, or initialize and clear variables properly. 

Assessments target ICS programming errors in functions that parse network code that do not properly 
validate or “sanity check” input values. Functions that process data often accept input from another source 
and expect it to conform to certain requirements. If a function uses the input without testing to make sure 
it conforms to expectations, it can cause the application to crash or execute commands that were provided 
as input. An attacker may be able to bypass authentication, access unintended functionality or escalate 
privileges this way. These vulnerabilities have the potential to allow remote code execution, privilege 
escalation, authentication bypass, data loss, and DoS. 

Authentication systems are also targeted because they can allow authentication bypass if they are not 
implemented correctly. 

4.4.1 Lack of Input Validation and Bounds Checking in ICS Services 

The lack of input validation for values that are expected to be in a certain range, such as array index 
values, can cause unexpected behavior. For instance, unvalidated input, negative, or exceedingly large 
numbers can be input for array access and cause essential services to crash. 

ICS applications frequently suffer from coding practices that allow attackers to supply unexpected 
data and thus modify program execution. Even though ICS applications pass valid data values during 
normal operation, a common vulnerability discovery approach is to alter or input unexpected values. 

4.4. 1. 1 Buffer overfiow in iCS service 

Part of every network protocol is an associated program to build packets or process the traffic off the 
network. These applications are written by the ICS vendor for their propriety protocols as well as for 
common ICS protocols, such as Object Finking and Embedding (OEE) for Process Control (OPC), ICCP, 
and DNP3. If these applications contain invalid input vulnerabilities such as buffer overflows, 
exploitation by anyone who is able to gain network access is possible. Such action could allow the 
attacker to gain access to the host, or cause a communication DoS or other problems for the ICS. 

Input validation vulnerabilities have been found in custom server applications written to process ICS 
protocol messages and other ICS network traffic. These applications are: 

• Control protocol services 
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• Supervisory Control protocol services 

• ICCP services. 

Buffer overflow vulnerabilities are the most common type of input validation weaknesses reported on 
ICS assessments. Buffer overflows are the result of programmer oversight, and result when a program 
tries to write more data into a buffer than the space allocated in memory. The “extra” data then overwrites 
adjacent memory, and ultimately results in abnormal operation of the program. A carefully planned and 
executed memory overwrite can cause the program to begin execution of actual code submitted by the 
attacker. Most exploit code allows the attacker to create an interactive session and send commands with 
the privileges of the program with the buffer overflow. Network protocol implementations that do not 
validate input values can be vulnerable to buffer overflow attacks. 

Buffer Overflow Recommendations 

The use of unsafe C functions, creating buffer overflow vulnerabilities, has been identified throughout 
ICS code. Buffer overflows can be exploited in any vulnerable functions that accept input that the attacker 
can control, even if it passes through other functions first. Functions that parse network traffic are at 
highest risk of attack because they are the most exposed to malicious input. 

C-based programs are notorious for their vulnerability to buffer overflows. Older programming 
languages such as FORTRAN and Pascal are vulnerable as well, but are becoming less common, 
especially in programs performing network activity. 

The interpreted languages such as Java, C#, and Perl, which include most web applications, are 
generally immune to buffer overflow attacks. However, they are still vulnerable to other types of attacks. 

Buffer Overflow References 

Five of the 2010 SANS/CWE Top 25 Most Dangerous Programming Arrors^ are types of buffer 
overflows. Table 31 lists OWE entries related to buffer overflows. 

Table 31. Five of the 2010 Top 25 most dangerous programming errors related to buffer overflows. 



Rank 


Programming Error 


3 


CWE-120: Buffer Copy without Checking Size of Input ('Classic Buffer Overflow') 


12 


CWE-805: Buffer Access with Incorrect Length Value 


15 


CWE-129: Improper Validation of Array Index 


16 


CWE-190: Integer Overflow or Wraparound 


18 


CWE-131: Incorrect Calculation of Buffer Size 



4.4.1. 2 ICCP Services 

ICCP, also called Telecontrol Application Service Element 2.0 (TASE.2), is an international protocol 
standard that is used extensively in the electrical power industry. ICCP communications links are used to 
exchange information among electric utilities, independent system operators, regional transmission 
organizations, and independent power producers, among others. This information is typically exchanged 
over private networks or leased lines; in some cases. Virtual Private Network (VPN) connections over the 
Internet may also be used. Figure 10 shows how these entities could be connected via ICCP. 



48 




Two phases of ICCP assessments were eondueted on ICCP serviees. Beeause of the intereonneetions 
these links provide between entities, and the resulting risk of a eoordinated eyber attaek on multiple 
entities through these links, the ICCP protoeol was ehosen as the subjeet of a eyber seeurity assessment. 

Although nearly every major SC AD A/Energy Management System (EMS) vendor offers ICCP 
software as an integrated or standalone part of their overall systems, many of them purehase the 
underlying protoeol layers from a third-party vendor. The NSTB partnered with two major ICCP staek 
providers and four major SCADA/EMS vendors to assess the seeurity of their ICCP produets and 
implementations. A total of three third-party staeks and five SCADA/EMS ICCP implementations were 
tested. 

The majority of findings were buffer overflow and DoS vulnerabilities. Buffer overflow 
vulnerabilities ean potentially allow an attaeker to take eontrol of the ICCP server, providing a possible 
path to the ICS network. DoS events are less severe, but ean be used to eause an outage of the ICCP 
serviee. INE found that the eomplexity of the ICCP protoeol eontributed to the number of vulnerabilities 
found. 

Some new SCADA/EMS ICCP implementations were found to use older versions of the third-party 
protoeol staek. These older versions eontained known vulnerabilities, ineluding multiple DoS weaknesses 
and vulnerabilities that eould lead to remote eode exeeution. SCADA/EMS vendors should integrate the 
latest ICCP protoeol staek into their produets. SCADA/EMS owners should validate that their ICCP 
implementations use the latest versions or patehes. 
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The results from these assessments have been eonsolidated into a publie report, available from the 
NSTB."* 

4.4.1. 3 ICS Services Recommendations 

Vulnerabilities in serviees that are exposed to less-trusted networks have higher eonsequenees 
beeause they may provide a path from the lower seeurity zone to the higher seeurity zone. Remote eode 
exeeution through buffer overflow attaeks is a common attaek method for gaining unauthorized aeeess to 
hosts. ICS design requires that their protoeols be allowed through firewalls to support external data 
eolleetion and sharing. These protoeols and serviees should have top priority for vulnerability remediation 
activities. 

All eode should be written to validate input data. All programmers should be trained in seeure coding 
practices, and all eode should be reviewed and tested for input funetions that eould be suseeptible to 
buffer overflow attaeks. All input should be validated, not just those proven to eause buffer overflows. 
Input should be validated for length, and buffer size should not be determined based on an input value. 
Length validation is espeeially important in the C and C+-I- programming languages, whieh eontain string 
and memory funetion ealls that ean be used unseeurely. 

Even if values are never input direetly by a user, data will not always be eorreetly formatted, and 
hardware or operating system proteetions are not always sufficient. Most buffer overflows identified in 
NSTB assessments were in the server applieations that proeess ICS protoeol traffie. In most eases, values 
input from network traffie were intereepted and altered in transit. Therefore, network data bounds and 
integrity cheeking should be implemented. 

ICS vendors need to perform code reviews of all ICS applieations responsible for handling network 
traffie. Network traffie cannot be trusted, so better seeurity and sanity ehecks need to be implemented to 
prevent erashes and DoS attaeks, even if input validation vulnerabilities eannot be exploited for remote 
aeeess. 

4.4.2 Database Vulnerabilities 

A Historian server is used for data archiving and analysis and is typically an integral part of an ICS. It 
is usually loeated in a DMZ or on the eorporate network. Threats to the historian inelude eompromise of 
the historian host and data eorruption. ICS historians typieally utilize a eommon SQL server as its 
baekend. The historieal data is often made available for viewing via a custom Web interfaee or 
applieation. 

The Historian elient applieations are high-risk eomponents beeause they are often aeeessible from the 
eorporate environment and ean provide an attaeker with a point of entry to the ICS network. Additionally, 
an attacker may gain aeeess to unauthorized information whieh, in some eases, ean be used to eause 
eeonomie damage. 

Historian database applieations use SQL queries to retrieve information. An SQL injection 
vulnerability is eaused when an applieation ineorreetly or inadequately filters user input. If an attaeker 
inserts literal eseape eharacters into a database query, they may gain arbitrary read or write aeeess to the 
database. Weak authentication can also be defeated to gain aeeess to the database. 

Unsafe funetion calls have been found in code written to parse historian data messages (see Table 32). 
Lailure to validate input ean result in a DoS of the serviee or unauthorized aeeess to the assoeiated host. 
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Table 32. Sanitized Historian database findings. 



Sanitized Finding 


Potential Impact 


Multiple SQL injection vulnerabilities 


Execution of unauthorized database 
commands 


Database access code susceptible to SQL injection attack of database 
server 


Vulnerability in Database server when large SQL statement is parsed 


Unsecure C/C++ routines 


Unauthorized access to or DoS of 
Historian database or host 


Database server protocol vulnerabilities can be exploited to cause a DoS 


Historian DoS 


Connection to Historian without user name or password 


Unauthorized access to Historian 
database 


Database ports are remotely accessible 


Both the client and server use the same certificate to 
encrypt/authenticate connections 



4.4. 2.1 SQL Injection 

SQL injeetion vulnerabilities are eaused by the laek of input validation, or improper sanitization of 
speeial elements used in an SQL statement. If attaekers ean influence the SQL statements used to 
communicate with the database, they could modify the queries to steal, corrupt, or otherwise change data 
in the database. If SQL queries are used for security controls, such as authentication, attackers could alter 
the logic of those queries to bypass security. 

Attackers use SQL injections vulnerabilities within client (often Web) applications to attack the SQL 
server. Even if the vulnerable service is isolated in a DMZ (as shown in Figure 1 1), SQL injection can 
still attack the SQL server within the secure network. A successful compromise will give the attacker 
control of the SQL server within the secure network, even if the firewall prevents communications. 




SQL Server 



Figure 11. Example of an SQF injection attack via Web applications. 

Development Recommendations 

Developers should use vetted libraries or frameworks that do not allow SQF injection and cross-site 
scripting weaknesses to occur or provide constructs that make this weakness easier to avoid. For example, 
they can use persistence layers such as Hibernate or Enterprise Java Beans, which can provide significant 
protection against SQF injection if used properly. 

Developers should use care when constructing SQF queries, including stored procedures that are 
located on the SQF server itself They should follow Web programming security guidelines to help 
mitigate common mistakes, validate input, and properly encode, escape, and quote output. 
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Follow the principle of least privilege. Use the strictest permissions possible on all database objects, 
such as execute-only for stored procedures. 

Operational Recommendations 

Databases should be replicated out to the DMZ. If an attacker finds and exploits an SQL injection, he 
will simply own another server in the DMZ rather than jumping into a more secure network. 

Administrators of ICS with Web servers should use an application firewall that can detect common 
Web attacks. This might not catch all attacks, and it might require some effort for customization. 
However, it is a layer of defense that can be used to help reduce the risk of vulnerabilities in Web 
applications that expose the ICS historian and Web servers to attack from the Web client’s network. 

4. 4.2.2 Database References 

ICS-specific information is available from the ICS-CERT portal.'^ 

More detailed information on SQL injection can be found on the Internet: 

• CWE-89: Improper Sanitization of Special Elements used in an SQL Command ('SQL Injection 'f 

• SQL Injection Attacks by Example. ** 

The Open Web Application Security Project (OWASP) Top Ten for 20I0‘^ document provides basic 
techniques for mitigating the highest Web application risks along with additional references. RiskAI, 
Injection, addresses SQL injection risks. A summary of the recommendations for avoiding injection flaws 
follows: 

1 . Avoid the interpreter entirely 

2. Use an interface that supports bind variables (e.g., prepared statements, or stored procedures) 

• Bind variables allow the interpreter to distinguish between code and data 

3. Encode all user input before passing it to the interpreter 

• Always perform “white list” input validation on all user-supplied input 

• Always minimize database privileges to reduce the impact of a flaw 

4. Follow the guidance from the OWASP SQL Injection Cheat Sheet?'^ 

4.4.3 Web Vulnerabilities 

Many ICS have recently incorporated Web applications and services to allow remote supervisory 
control, monitoring, or corporate ICS data analysis. ICS assessments have found unauthorized directory 
traversal and authentication problems with ICS Web implementations. Many of the poor code quality and 
input validation findings in this report refer to proprietary Web applications. 

The major security weaknesses found in ICS Web services along with sanitized assessment findings 
and associated risks are listed below in Table 33. Eike SQE injection vulnerabilities, directory traversal, 
and XSS vulnerabilities are caused by insufficient or incorrect handling of user input values and can lead 
to similar consequences. A directory traversal is not a complicated attack and is accomplished by 
manipulating paths in the Universal Resource Eocator (URE). Successful directory traversal attacks allow 
the attacker to view the contents of directories they not allowed to see. Cross-site scripting attacks come 
in many different forms and are significantly more complex than directory traversals. 
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Table 33. Sanitized Web services findings. 



Vulnerability 


Sanitized Finding 


Potential Impact 


Poor Authentication 


No authentication between corporate clients and Web 
server on DMZ 


Unauthorized access from 
corporate network to DMZ 


Directory Traversals 


HTTP Port 80 had no default page. Displayed directory 
structure. 


Unauthorized access to fdes 
and directories on the Web 
server 

Compromise of Web server 


Arbitrary fdes can be read on Web server by adding 
../../ or ..\..\ in front of fde name. 


Trivial HTTP used - vulnerable to several exploits 


Cross-Site Scripting 


Multiple cross-site scripting Vulnerabilities 


Compromise of Web client 


Persistent cross-site scripting Vulnerability 


Cross-site scripting on Login and History Analysis 
Pages 


Bad Session Tracking 


DNS spoof used to redirect to malicious Web page 


Vulnerable Browser 
Plug-ins 


Browser plug-in exploit allowed control of workstation 



4.4.3.1 Web Vulnerabilities: Improper Authentication 

Web services developed for ICSs tend to be vulnerable to attacks that can exploit the ICS Web server 
to gain unauthorized access. System architectures often use network DMZs to protect critical systems and 
limit exposure of network components. Vulnerabilities in ICS DMZ Web servers may provide the first 
step in the attack path by allowing access within the ICS exterior boundary. Vulnerabilities in lower-level 
component’s Web servers can provide more steps in the attack path. 

ICS assessments have also found poor authentication, poor session tracking, Structured SQL 
injection, and cross-site scripting vulnerabilities that can allow unauthorized access to Web servers and 
applications. 

The OWASP Top Ten^ document provides basic techniques for mitigating the highest Web 
application risks along with additional references. Risk A3, Broken Authentication and Session 
Management, the Authentication Cheat Sheet and the Transport Layer Protection Cheat Sheet can be 
referenced for Web authentication information.^® 

CWE categories, CWE-287: Improper Authentication and CWE-442: Web Problems, contain related 
authentication and Web programming information as well.® 

4.4.3. 2 Cross-Site Scripting 

According to the 2010 CWE/SANS Top 25 Most Dangerous Programming Errors^ report, cross-site 
scripting is the most widespread and critical programming error. It is dangerous because it allows 
attackers to inject code into the Web pages generated by the vulnerable Web application. Attack code is 
executed on the client with the privileges of the Web server. 

The root cause of a XSS vulnerability is the same as that of an SQL injection, poorly sanitized data. 
However, a XSS attack is unique in the sense that the Web application itself unwittingly sends the 
malicious code to the user. 

It is possible for an attacker to inject malicious script into a link and have a Web site return it to the 
victim as though it is legitimate. The victim’s Web browser will then run the malicious script, since it 
came from the server, potentially compromising the victim’s computer by using one of many browser 
exploits. There are many such scenarios, which allow for this behavior, but they all are caused by a lack 
of data sanitization. Most XSS attacks rely on user interaction and typically come in the form of a li nk 
sent by the attacker. Users are usually fooled into clicking on a link since the link probably points to a 
known and respected entity and has the trust of the user. 
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The most common attack performed with cross-site scripting involves the disclosure of information 
stored in user cookies. Since the site requesting to run the script has access to the cookies in question, the 
malicious script does also. 

Some cross-site scripting vulnerabilities can be exploited to manipulate or steal cookies, create 
requests that can be mistaken for those of a valid user, compromise confidential information, or execute 
malicious code on the end user systems. Other damaging attacks include disclosing end user files, 
installing Trojan horse programs, redirecting the user to some other page or site, running “Active X” 
controls (under Microsoft Internet Explorer) from sites that a user perceives as trustworthy, and 
modifying presentation of content. 

Cross-site scripting presents one entry point for attackers to access and manipulate ICSs networks. It 
takes advantage of Web servers that return dynamically generated Web pages or allow users to post 
viewable content to execute arbitrary Hypertext Markup Language (HTML) and active content such as 
JavaScript, ActiveX, and VBScript on a remote machine browsing the site within the context of a client- 
server session. This potentially allows the attacker to redirect the Web page to a malicious location, hijack 
the client-server session, engage in network reconnaissance, and plant backdoor programs. 

Risk to ICS: Web Client Access Control and Authentication Bypass 

Once the malicious script is injected, the attacker can perform a variety of malicious activities. The 
attacker could transfer private information, such as cookies that may include session information, from 
the victim’s machine to the attacker. The attacker could send malicious requests to a Web site on behalf 
of the victim, which could be especially dangerous if the victim has supervisory control privileges 
through that Web application. 

Phishing attacks could be used to emulate ICS Web sites and trick the victim into entering a 
password, allowing the attacker to gain access to functionality and information to which the victim’s 
account has been given rights. 

A script could exploit a vulnerability in the Web browser itself, possibly taking over the authorized 
ICS Web client host. 

In many cases, the attack can be launched without the victim even being aware of it. Even with 
careful users, attackers frequently use a variety of methods to encode the malicious portion of the attack, 
such as URL encoding or Unicode, so the request looks less suspicious. 

Cross-Site Scripting Recommendation 

ICS applications should use well-known and tested third-party Web servers to serve their Web 
applications. Web applications should be thoroughly tested for malformed input and other vulnerabilities 
that could lead to a compromise of the ICS Web server. 

The DHS Recommended Practice Case Study: Cross-Site Scripting suggests the following seven 
defensive actions: 

1 . ICS Internet access policy 

2. ICS user awareness and training 

3. Coordination of security efforts between corporate IT network and ICS network 

4. Lirewall between the ICS network and the information technology network 

5. Up-to-date patches 

6. Web browser and e-mail security 

7. Secure code.^* 
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4. 4.3.3 Directory Traversal Enabled 

Web application directory traversal vulnerabilities occur when file paths are not validated. Directory 
traversals are commonly associated with Web applications, but all types of applications can have this 
class of vulnerability. Directory Traversals occur when the developer uses a path provided by the user, but 
fails to validate the path to ensure that the user can only access the necessary files. For example, the 
classic FITTP “GET” directory traversal attack is performed by submitting to tell the OS to look up 
one directory. If the HTTP server was vulnerable to a directory traversal attack, this GET request would 
cause the HTTP to get the “/etc/passwd” file. 

Directory traversal attacks can be used to gather information by downloading files or gain access to 
the ICS by uploading the exploit code to be executed. Being able to download arbitrary files is more 
common than being able to upload files. If an attacker can download files, he may be able to obtain 
important files such as password files or proprietary information about the ICS he is attacking. If an 
attacker can upload files, he can upload exploits and attempt to compromise the system. For example, an 
attacker could upload a script to the startup folder, or replace a secure application with a malicious one. 

The damage that a directory traversal vulnerability can cause is related to the permission of the 
application that was vulnerable. If the vulnerable application has limited read/write permissions, the 
attacker may not be able to do anything of importance. However, when running as system or root, then 
the damages can be extensive. Table 34 summarizes the potential impacts of directory traversal 
vulnerabilities. 



Table 34. Potential directory traversal impacts. 



Vulnerability 


Risk 


Arbitrary file download 


Information diselosure 


Arbitrary file upload 


System eompromise 



Directory Traversal Recommendations 

The file permissions on the Web server need to be set to grant the least privileges necessary. The 
system design needs to be evaluated to reduce necessary file access as much as possible. Write 
permissions are most dangerous, but read permissions may disclose valuable information or information 
that can be used for an attack. 

Features on the Web server, such as unrestricted browsing, need to be disabled and additional security 
of HTTP can be gained by utilizing the SSE where possible. The Web server should filter input to screen 
incoming filenames and exclude the string. Disabling unused ports and keeping the Web server 
patched to current standards are good practices. 

4.4. 3.4 Web Security References 

The OWASP is an open community dedicated to enabling organizations to conceive, develop, 
acquire, operate, and maintain applications that can be trusted. OWASP tools and documents can be used 
to detect and to guard against security-related design and implementation fiaws, as well as to add 
security-related activities into the Software Development Eife Cycle (SDEC). The OWASP Top Ten‘^ 
ranks the most critical Web application security fiaws. 

The CWE can also be referenced for information about Web security weaknesses. Table 35 lists 
related OWASP and CWE resources. 
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Table 35. OWASP and CWE Web security resources. 



Web Security Reference Title 


Location 


OWASP Developer’s Guide 

OWASP Testing Guide 

OWASP Code Review Guide 

Applieation Seeurity Verification Standard (ASVS) 

Open Software Assurance Maturity Model (SAMM) 

OWASP Prevention Cheat Sheet Series 

Top 10-2010 The Ten Most Critical Web Application Security Risks 


http : / /www. owasp . org/ 


CWE-442: Web Problems 

CWE-79: Failure to Preserve Web Page Structure ('Cross-site Scripting') 
CWE-89: Improper Sanitization of Special Elements used in an SQL 
Command ('SQL Injection') 

CWE-98: Improper Control of Filename for Include/Require Statement in PHP 
Program ('PHP File Inclusion') 

CWE-22: Improper Limitation of a Pathname to a Restricted Directory ('Path 
Traversal') 


http://cwe.mitre.org 



4.4.4 Other Input Validation Errors 

Like other software products, the biggest security weakness in ICS code is poor input validation. 

Input validation is used to ensure that the content provided to an application does not grant an attacker 
access to unintended functionality or privilege escalation. 

Improper input validation is a high-level root cause of many types of vulnerabilities. It also describes 
most of the vulnerabilities found in ICS software. Many different kinds of input validation errors were 
identified on ICS assessments, and only the most significant ones are specifically addressed in this section 
under the ICS components most affected by them. All of the weaknesses in the 2010 C WE/SANS Top 25 
Most Dangerous Programming Errors^ can be associated with improper input validation. 

4.4.4.1 Input Validation Recommendations 

Input validation vulnerabilities have been found in server applications written to process ICS protocol 
traffic. Most result in access to the host on the server was running. The impact of these vulnerabilities can 
be reduced by limiting the server’s privileges. The attacker will inherit the rights of the exploited process, 
so service privileges should be minimized as much as possible. 

Message values and format should be validated to prevent exploitation. Sanity checks of incoming 
messages can ensure that the lengths and counts seem reasonable, if the data in the message is valid, and 
if the message is valid given the state of the connection. Network parsing code should be reviewed, 
starting with exterior services and moving inward. Add additional sanity checking to insure that 
malformed messages are gracefully rejected. 

The top recommendation in the C WE/SANS “Monster Mitigation” list for making more secure 
software addresses input validation: 

“Ml: Establish and maintain control over all of your inputs. 

Improper input validation is the number one killer of healthy software, so 
you're just asking for trouble if you don't ensure that your input conforms to 
expectations. Many of today 's most common vulnerabilities can be eliminated, or 
at least reduced, using proper input validation. 

Use a standard input validation mechanism to validate all input for: 

• Length 
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• Type of input 

• Syntax 

• Missing or extra inputs 

• Consistency across related fields 

• Business rules. 

Where possible, use stringent white lists that limit the character set based on 
the expected value of the parameter in the request. This can have indirect 
benefits, such as reducing or eliminating weaknesses that may exist elsewhere in 
the product. 

Do not accept any inputs that violate these rules, or convert the inputs to safe 
values. 

Understand all the potential areas where untrusted inputs can enter your 
software: parameters or arguments, cookies, anything read from the network, 
environment variables, reverse DNS lookups, query results, request headers, 

URL components, e-mail, files, databases, and any external systems that provide 
data to the application. Remember that such inputs may be obtained indirectly 
through API calls. 

Be careful to properly decode the inputs and convert them to your internal 
representation before performing validation. 

4.4.5 Communication Endpoint Vuinerabiiities Summary 

All ICS components that handle data from other components should be evaluated, starting with 
services that are exposed to less-trusted networks and working inward. 

Weak or missing security features in ICS software leave the system components vulnerable to 
manipulation by any threats they are exposed. For the best defense, each component of the ICS must have 
its own protection mechanisms. The identification of critical components with corresponding risk analysis 
and mitigation strategies is a must for both operations and security. 

Software that does not properly check the size of user input, fails to sanitize user input by filtering out 
unneeded but potentially malicious character sequences, or does not initialize and clear variables properly 
could be vulnerable to remote compromise. Attackers can inject specific exploits, including buffer 
overflows, SQL injection attacks, and cross-site scripting code to gain control over vulnerable machines. 

To avoid such attacks, both internally developed and third-party application software must be 
carefully tested to find security flaws. For third-party application software, enterprises should verify that 
vendors have conducted detailed security testing of their products. ICS vendors must conduct such testing 
themselves or engage an outside firm to conduct such testing. 

See Section 4. 2.2. 3, “Secure Coding References,” for additional information. 

4.5 ICS Application Authentication Vulnerabilities 

Many of the input and output validation vulnerabilities described in Section 4.4 above have the 
potential to bypass authentication. Authentication is used to enforce access controls. Weak authentication 
allows access controls to be subverted. ICS security assessments have shown that access to process data 
and control functionality can be trivial because authentication is not required, or can be circumvented. 
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4.5.1 Authentication Bypass Issues 

ICS applications, like the operator’s user interface, must be protected from unauthorized access 
because they possess the functionalities and permissions to affect the physical process. The operator 
interface, or HMI, provides graphical monitor and control of the physical system. Table 36 lists 
assessment findings relating to HMI authentication bypass vulnerabilities. 

Table 36. Sanitized HMI authentication findings. 



Sanitized Finding 


Risk 


Login information remembered 


Authentieation without eredentials 


Kerberos authentieation always sueeeeds 


No limit on authentieation attempts 


Password guessing or eraeking 



4.5. 1. 1 Client-Side Enforcement of Server-Side Security 

Applications that authenticate users locally trust the client that is connecting to a server to perform the 
authentication. Because the information needed to authenticate is stored on the client side, a moderately 
skilled hacker may easily extract that information or modify the client to not require authentication. 

ICS developers should implement robust authentication by the server or component that is granting 
access. 

4.5.1. 2 Authentication Recommendations 

For any security checks that are performed on the client side, ensure that these checks are duplicated 
on the server side. Attackers can bypass the client-side checks by modifying values after the checks have 
been performed, or by changing the client to remove the client-side checks entirely. Then, these modified 
values would be submitted to the server. 

4.5.2 Credentials Management 

Passwords are often the weakest link in an authentication architecture. Typically, this is due to human 
and policy factors and can only be partially addressed by technical remedies. ICS systems have many 
levels of passwords that could provide the weak link an attacker needs to gain access to the system. 

OS-level passwords are used when the user logs onto a machine, and for authenticating OS-level 
services, like network file systems. With Windows computers, administrators must ensure that both the 
local accounts and the domain accounts have good passwords. 

User IDs and passwords are shared among the different operators of the ICS, in some cases, because 
of the criticality of the system the operators are running. Nonetheless effective passwords that meet 
minimum security requirements and are frequently changed are key. 

Application passwords must be managed as well. This includes Web applications, ICS applications, 
etc. 

Backend services, such as SQL services, are frequently forgotten because they are usually not directly 
exposed to the user. This can be dangerous because many of these services will provide full server access 
to anyone who connects to them. For example, strong passwords at the OS level do not provide much 
protection if the database still has the default accounts and passwords, and allows a remote connection to 
execute shell commands as the system user. NSTB assessments have identified many cases where third 
party products were delivered with the ICS without passwords or with default passwords. The accounts 
can remain unconfigured, sometimes because ICS owners are unaware that they exist. 
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4.5.2.1 Weak Passwords 



Poorly chosen passwords can easily be guessed by humans or computer algorithms to gain 
unauthorized access. The longer and more complex a password is, the time to guess or crack the password 
increases. Cracking a password can be trivial or virtually impossible depending on the combination of 
different character types used with larger password length. 

A policy mandating the use of strong passwords for all assets inside the electronic perimeter with a 
reasonable lifespan limit needs to be mandated and enforced. Usage of common passwords, especially 
administrative, needs to be discouraged. 

Default Passwords 

A common problem found during assessments was that even though secure authentication 
applications were used, installations and configurations were not correct. 

Default database accounts are often found without passwords. This may be due to oversight while 
configuring a test system versus a problem with the default settings on a newly deployed system, but will 
always be a possibility until configuration procedures are put in place to ensure secure and consistent 
default configurations. 

ICS and networking equipment should not be left with the default password from the manufacturer. 
Default passwords can give an attacker easy access to the equipment that controls the process. Unless 
required by the ICS software, the default password should always be changed to a robust, unpublished 
password. 

Exploiting a system with default accounts would only require access to the documentation, or access 
to a sample system, in which case an attacker can discover the accounts themselves. In many cases default 
passwords can be found globally available on the Internet. 

Hosts are exposed to attack by anyone able to connect and authenticate using the default accounts and 
passwords. 

Remove the default accounts, or at least ensure that each installation uses different passwords. In 
addition, ensure that the password used is a strong password. By having different accounts and 
passwords, an attacker will not be able to translate knowledge learned on one system to another system. 
Documentation about the default accounts should be distributed to all users so they know that the 
accounts exist and can take the initiative in removing and/or changing their passwords. 

No Password Configured 

Some assessments discovered applications that had been configured without passwords, which means 
that anyone able to access these applications are guaranteed to be able to authenticate and interact with 
them. 

Strong passwords need to be required and deployed on networking, client, and server equipment. 
Passwords should be implemented on ICS components to prevent unauthorized access. 

Table 37 lists sanitized ICS application authentication findings. 



Table 37. No password findings. 



Sanitized Finding 


Risk 


No authentication between corporate clients and Web 
server on DMZ 


Unauthorized access to DMZ from corporate 
network 


Connection to Historian without user name or password 


Unauthorized access to Historian 
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Strong Password Recommendations 

Strong passwords are easy to remember and hard to guess. The two most important password eriteria 
are length and eomplexity. This means that passwords should be ereated from a large eharaeter set, as 
long as possible, and easy to remember. There are many trieks for aeeomplishing these objeetives. The 
following guidanee ean be used to ereate strong passwords. 

Use suffieient length and eomplexity: 

• Use 8 or more eharaeters whenever possible (14 or more eharaeters on Windows systems) 

• Pull from all eharaeters on the keyboard for the largest eharaeter set. 

Make it memorable by using a formula. Many people use the following formula to ereate unique 
strong passwords: 

1 . Think of a memorable sentenee, lyries, poem or saying 

2. Use the first letter of eaeh word 

3. Create a seheme for ereating a mixture of upper and lower ease letters 

4. Insert numbers in a meaningful (memorable) way 

5. Insert punetuation and symbols in a meaningful (memorable) way 

6. Test the password using a seeure password eheeker'^ 

Make it diffieult to guess by avoiding: 

• Words in any language, ineluding eommon misspellings, abbreviations, baekward spellings, ete. 

• Sequenees or repeated eharaeters 

• Keyboard patterns 

• Personal information sueh as name, birthday, ehildren, address, driver's lieense, passport number, ete. 

A strong password ean only stay strong if it is proteeted. Users must not reveal their passwords to 
anyone or write it down where it may be diseovered. 

Strong Password References 

Tips for creating strong passwords are widely available. A few examples are listed below: 

• Secrets to the Best Passwords, 

http://www.computerworld.eom/s/article/82883/Secrets to the best passwords 

• Password Security, Red Hat, http://www.redhat.com/docs/manuals/linux/RHL-8.0-Manual/security- 

guide/s 1 -wstation-pass . html 

• Minimum Password Complexity Standard, https://securitv.berkelev.edu/MinStds/Passwords.html 

• The SANS Institute’s sample password policies.^^’^^ 

4.5.2.2 Weak Password Requirements 

Passwords exist at multiple locations, many of which don’t have automated policies that can be 
applied. 



https://www.microsoft.com/protect/fraud/passwords/checker.aspx7WT.mc id=Site Link 
Cain, http://www.oxid.it/cain.html 
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If a product does not require that users have strong passwords, it makes it easier for attackers to 
compromise user accounts. 

An authentication mechanism is only as strong as its credentials. For this reason, it is important to 
require users to have strong passwords. Lack of password complexity significantly reduces the search 
space when trying to guess user’s passwords, making brute-force attacks easier. 

Passwords have been found in control rooms on small pieces of paper on the bottom of the keyboard, 
in a drawer, etc. If a password is too complicated and difficult to remember, or it changes too often, users 
will undermine their security to remember them. Complex passwords do protect against some of the 
advanced password cracking attacks, but they create a physical and social engineering vulnerability that 
could be exploited by an attacker. Therefore, passwords should not be auto-generated, but instead created 
from passphrases or other memorable means. 

Password policies are needed to define when passwords must be used, how strong they must be, and 
how they must be maintained. Without a password policy, systems might not have appropriate password 
controls, making unauthorized access to systems more likely. Passwords that are short, simple (e.g., all 
lower-case letters), or otherwise do not meet typical strength requirements are vulnerable to being 
cracked. Password strength also depends on whether the specific ICS application was designed to support 
more stringent passwords. Table 38 shows general weak password findings. 



Table 38. Weak password requirements findings. 



Vulnerability 


Risk 


Password was found on the device it was meant to protect 


Unauthorized access 


Maximum password length is too short 


Password guessing or cracking 


Minimum password length is too short 


No minimum length for user interface password 



Password Policy Recommendations 

Implement a password policy that enforces strong passwords to prevent password cracking. One 
password security concern is that if a password is too complicated and difficult to remember, users will 
undermine their security by writing the password down on small pieces of paper and placing them on the 
back of the keyboard or in a drawer. Complex passwords do protect against some of the advanced 
password cracking attacks, but they create a physical and social engineering vulnerability that could be 
exploited by an attacker. 

Password policies should be developed as part of an overall ICS security program taking into account 
the capabilities of the ICS and its personnel to handle more complex passwords. System administrators 
should enforce the usage of strong passwords. 

Authentication mechanisms should always require sufficiently complex passwords and require that 
they be periodically changed. 

The SANS Institute’s sample password policies provide guidance on creating, protecting, and 
changing passwords.^^’^^ 

4.5.2.3 Weak Protection of User Credentials 

User credentials should be vigorously protected and made inaccessible to an attacker. Whenever 
credentials are passed in clear text, they are susceptible to being captured and then cracked if necessary by 
the attacker. If stored password hashes are not properly protected, they may be accessed by an attacker 
and cracked. In every case, the lack of protection of user credentials may lead to the attacker gaining 
increased privileges on the ICS and thus being able to more effectively advance the attack. 
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Properly secure password files by making hashed passwords more difficult to acquire (e.g., restrict 
access by using a shadow password file or equivalent on UNIX systems). Replace or modify services so 
that all user credentials are passed through an encrypted channel. 

LAN Manager (LM) password hashes are crackable by freely available tools within seconds. All 
Windows hosts support LM passwords and all versions before Windows Vista and Windows Server 2008 
compute and store passwords using the LM hash algorithm by default. LM hashes should be disabled on 
all Windows hosts and domain controllers.^"^ Client security policies should be configured so that only the 
NTLM response is given. 

If LM authentication is required, update the configuration settings so that only the new Windows NT 
(NTLM) network authentication is used. Because LM hashing does not support passwords longer than 
14 characters, users can prevent a LM hash from being generated for their password by using a password 
at least 15 characters in length. Table 39 shows examples of weak protection of user credentials. 



Table 39. Weak protection of user credentials. 



Vulnerability 


Impact 


User names and passwords are stored in database 


Discovery of ID and password 


Database user name and password found in doeumentation 



Shared Accounts 

The reality of working on an ICS is that most user IDs and passwords are shared among the different 
operators of the system. This sharing exists, in many cases, because of the continuous operational 
criticality of the system the operators are running. The cost of an outage because of a locked user ID or a 
forgotten password may be too high. 

If user-level authentication is not an option, using different user IDs and passwords for the DMZ, as 
well as different user IDs and passwords for the business LAN, can help increase security. This prevents 
an attacker from using a user ID and password obtained from the business LAN to gain access to the ICS 
DMZ and/or the ICS LAN. 

4.5.2.4 Credentials Management Recommendations 

A common problem found during assessments was that even though secure authentication 
applications were used, installations and configurations were not correct. 

Instructions for secure installation and proper configuration for each application need to be followed 
and tested. Do not allow login information to be hard coded into scripts and user programs, or stored so 
that reauthentication on that computer is never required again. 

ICS vendors should deploy systems with default non-guessable passwords. All users and their default 
passwords should be documented along with instructions for changing these passwords once ownership 
transfers to the end user of the system. 

The users of the system should change all default passwords to secure passwords. The users of the 
system should also ensure that all users on any system are documented and have secure passwords. 

Common practice for an attacker once access is gained is to create backup administrative accounts in 
case the compromised account is detected. Therefore, regular polling of all usernames will not only help 
ensure that accounts have passwords, but also help detect compromised systems. 

4.5.3 Authentication and Credentials Summary 

Users are responsible for creating and protecting authentication credentials. Application developers 
are responsible for supporting strong passwords and protecting authentication credentials in the software. 
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System integrators and administrators are responsible for eonfiguring the systems to require and proteet 
strong passwords as well. High risk or co mm on ICS problem areas are listed below: 

• Outward facing services (that allow access from another network) 

• Default accounts 

• Support services, such as SQL services 

In some ICS operations, operators share user IDs and passwords. This sharing exists, in many cases, 
because of the criticality of the system operation. Unacceptable consequences might occur because of a 
locked user ID or a forgotten password. Typical continual manning of operating consoles provides 
additional physical security that reduces the need for distinct operator user IDs and passwords. If user- 
level authentication is not an option for operators, ensure all users have separate accounts for all other 
account types in the ICS to help increase security and accountability. These prudent actions can prevent 
an attacker from using a user ID and password obtained from the business LAN to gain access to the ICS 
DMZ and/or the ICS LAN and also prevent authorized users from performing actions that cannot easily 
be attributed to them. 

ICS and networking equipment should not be left with the default manufacturer passwords. Default 
passwords can give an attacker easy access to the equipment that controls the process. Unless required by 
the ICS software, default passwords should always be changed to robust, unpublished passwords. In the 
case that the software uses hardcoded passwords, ICS owners can work with the vendor to fix this 
vulnerability. They can then implement a password policy that enforces strong passwords to greatly 
impede password cracking and guessing. 

4.6 Authorization Vuinerabiiities 

If an attacker gains full access to a host, all functions that the server can execute are now under the 
attacker’s control. In addition, the attacker now has access to the resources as the compromised server, 
including communications with other devices and servers. 

All applications, hosts and networks need to be locked down as much as possible to limit the 
consequences of compromise as much as possible. Once an attacker has gained access to a host, 
compartmentalization and access controls can contain them. 

4.6.1 User Accounts with Unnecessary Privileges 

Many ICS user accounts are given administrator or root privileges. This means that an authenticated 
user has full access over the host. User accounts used for interactive logon should be carefully evaluated 
for the proper set of permissions. 

Configure the OS access control capabilities with Access Control Lists (ACLs) using a “default deny” 
policy. 

4.6.2 File Permissions 

A related issue is file permissions. File shares should be restricted to only those users who require 
access and the access level they require. For example, if ICS info is shared to everyone on the network, 
even if the ICS network is segmented, an intruder gaining access to the ICS network will have access to 
all that ICS-specific information. 

Share files to only the computers and accounts that require them. Restrict the read and write 
permissions of these shared files and directories to the minimum required for each user. Restrict ability to 
create network shares to the users that need this functionality (generally administrators). Use network 
segmentation and firewall rules that block access to file sharing ports. 
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Directory traversal vulnerabilities are authorization weaknesses. See Section 4.4. 3. 3, “Directory 
Traversal Enabled.” 

4.6.3 Web Server Access Control 

For Web applications, make sure that the access control mechanism is enforced correctly at the server 
side on every page. Users should not be able to access any unauthorized functionality or information by 
simply requesting direct access to that page. 

One way to do this is to ensure that all pages containing sensitive information are not cached, and that 
all such pages restrict access to requests that are accompanied by an active and authenticated session 
token associated with a user who has the required permissions to access that page. 

4.6.4 Database Access Control 

Database access controls may need to be more specific than the generic roles-based rules. Access 
control checks should be based on the ICS’s functionality and business logic. For example, database 
access should be based on the record being accessed, not just by database user. 

4.6.5 Execution with Unnecessary Privileges 

By default, some ICS installations start services as the root user and root group. Many services do not 
need to be started with this privilege level, and doing so exposes system resources to preventable risks. 

By restricting necessary privileges during ICS design and implementation, the window of exposure and 
criticality of impact is significantly reduced in the event that a flaw is found in that service. 

Services are restricted to the user rights granted through the user account associated with them. 
Exploitation of any service could allow an attacker a foothold on the ICS network with the exploited 
service’s permissions. Privilege escalation can be accomplished by exploiting a vulnerable service 
running with more privileges than the attacker has currently obtained. If successfully exploited, services 
running as a privileged user would allow full access to the exploited host. 

4.6.6 Unnecessary Functionality 

ICS applications, services, and protocols with unnecessary functionality prevent the implementation 
of least user privileges. Compartmentalization of functionality can help restrict individual ICS functions 
to the applications and users that require them. This can also help reduce required privileges by separating 
out the functionalities that do require elevated privileges. 

4.6.7 Lack of Host Configuration Procedure 

NSTB assessments are still encountering quality control issues related to configuration errors. Host 
configurations are still inconsistently deployed by ICS vendors. The installation, configuration, and 
patching of OSs, applications, services, and libraries varies by integrator or system administrator. When 
secure configuration documentation does exist, it is not always sufficiently detailed or followed. 

A methodical and documented procedure should be created and used for configuring ICS 
components. Procedures should be customized for specific ICS components and functionality. 

4.6.8 Recommendations for Permissions, Privileges, and Access Controls 

Fock down the host environments as much as possible by individually restricting the privileges 
granted to user accounts, applications and services. Follow the principle of least privilege when assigning 
access rights to entities in a software system. Restrict allowable communication to that which is necessary 
and lower permission levels of users and applications to that necessary for their functions. Base access 
decisions on permission rather than exclusion. This means that, by default, access is denied and the 
protection scheme identifies conditions under which access is permitted. 
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ICS vendors can aid in this effort by following the principle of least privileges when designing and 
implementing their products. 

Complete documentation and/or automated setup of security features should be provided to allow for 
quicker, easier, and more consistent implementation of ICS components and security features. Security 
features that are obtuse or difficult to configure and implement are typically not used or are used 
incorrectly in the field installations of ICS. Security features that are inconsistently implemented or 
provide inconsistent results are considered a risk to reliability and availability of the ICS in an operational 
environment. 

4.6.8.1 References for Permissions, Priviieges, and Access Controis 

Improper Access Control (Authorization) is fifth on the 2010 CWE/SANS Top 25 Most Dangerous 
Programming Errors list.^ 

Execution with unnecessary privileges is a high-level root cause of many vulnerabilities. The third 
recommendation in the SANS/CWE software “Monster Mitigation” list addresses unnecessary 
privileges.^ 

4.7 Network Access Control Vulnerabilities 

The lack of network segmentation into security zones passes up the opportunity to contain or slow 
network attacks as much as possible. Good network designs lock down the network environment by 
restricting host and user network permissions and access rights as much as possible, and segregating 
components into network security zones. Each security zone should include components that need to 
communicate and can be allowed the same trust levels. Components on the same network segment are 
effectively given the same level of trust. 

Connections to ICS components located on the business network represent the same threat as any 
other business host connection. Host security levels may vary, but communication channels between 
network security zones are exposed to threats on both networks (and any intermediate networks). 

4.7.1 Failure to Secure Network Device 

A common finding was that network device access control lists did not restrict management access to 
the required IP addresses. Network devices were also found that were configured to allow remote 
management over clear-text authentication protocols. 

Unauthorized network access through physical access to network equipment includes the lack of 
physical access control to the equipment, including the lack of security configuration functions that limit 
functionality even if physical access is obtained. The common finding was a lack of port security on 
network equipment. A malicious user who has physical access to an unsecured port on a network switch 
could plug into the network behind the firewall to defeat its incoming filtering protection. Table 40 shows 
network device configuration weaknesses. 



Table 40. Network device configuration weaknesses. 



Vulnerability 


Impact 


Network device configured for management over 
unsecure protocols 


Management credentials can be sniffed off the 
network 


Network device ACEs do not restrict by IP addresses 


Device management access is not restricted 


Network switch not configured with port security 


Switch is not protected against physical connections 
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4. 7. 1. 1 Network Device Recommendations 

Network devices should be managed using two-factor authentication and encrypted sessions. Only 
true two-factor authentication mechanisms should be used, such as a password and a hardware token, or a 
password and biometric device. Requiring two different passwords for accessing a system is not two- 
factor authentication. 

The network infrastructure should be managed across network connections that are separated from the 
business use of that network, relying on separate Virtual Local Area Networks (VLANs) or preferably 
relying on entirely different physical connectivity for management sessions for network devices. 

Port security should be implemented to limit connectivity to hardware interfaces. Given the static 
nature of ICS environments, port security can be used to ensure MAC addresses do not change and new 
devices are not introduced to the network. Actions, such as limiting known MAC addresses to specific 
interfaces and disabling unused interfaces, should be implemented to assist in network security. 

4.7.2 Poor Network Design 

Firewall rules determine which network packets are allowed in and out of a network. Packets can be 
filtered based on IP address, port number, direction, and content. The protection provided by a firewall 
depends on the rules it is configured to use. 

Firewall rules should restrict traffic flow as much as possible. Firewall rules are the implementation 
of the network design. Enforcement of network access permissions and allowed message types and 
content is executed by firewall rules. 

No outbound restrictions make the system vulnerable to indirect attack on connections that originated 
from the ICS. 

4. 7.2 . 1 Lack of Network Segmentation 

The goal of network segmentation is to create security zones that provide access control by separating 
systems with different security and access requirements. Minimal or no security zones allow 
vulnerabilities and exploitations to gain immediate full control of the systems, which could cause high- 
level consequences. Backdoor network access is also not recommended and could cause direct access to 
ICS for attackers to exploit and take full control of the system. Table 41 shows problems found with ICS 
network designs. 



Table 41. Unsecure network design findings. 



Vulnerability 


Impact 


Single Point of Failure 


Network DoS 


Historian Server is on the Corporate LAN 


Unnecessary exposure 


Firewall Bypass (eireumvented) 


Unprotected attack path 



Recommendation 

Firewalls should be used to create DMZs to protect the ICS network. Different DMZs should be 
created for separate frinctionalities/access privileges, such as a peer connection like the ICCP server in 
SCADA systems, the data historian, the security servers, replicated servers, and development servers. 
Figure 12 shows this separation into multiple DMZs. All connections to the ICS LAN should be routed 
through the firewall. There should be no hardwired connections circumventing the firewall. Network 
administrators need to have an accurate network diagram of their ICS LAN and its connections to the 
other protected subnets, DMZs, corporate network, and external networks. 
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Secure Control System/Enterprise Architecture 



Acquisition Applications historian Database Configuration HMI Engineering 

Server Server Server Server Computers Workstation 




IDS Sensor 



Figure 12. Recommended defense-in-depth ICS architecture. 



4.7. 2.2 Connections across Security Zones 

Business applications require connections from the corporate network into to ICS. These connections 
create potential attack paths from the Internet onto the corporate network and then into the ICS networks. 
Exposure to the business network can be minimized to the necessary connections using perimeter 
protection techniques, but vulnerabilities in the protocols and services used for business functions can be 
exploited to gain access inside the ICS perimeter. 

Business applications generally require connections to the historian database for access to historical 
data. They may also connect to the Web FIMI server to allow real-time viewing of the process. Any 
connection to ICS functions extends the exposure of associated vulnerabilities to the corporate network 
(or where ever the connection is initiated from). 

Data sharing protocols such as ICCP and OPC are utilized to send and receive data from remote sites 
and peer utilities. These connections must be treated as untrusted if the remote site or intermediate 
pathway networks are unknown. 

The design of ICS protocols can force sub-optimal network designs and implementations. The use of 
protocols that require access to wide port ranges limits the ability to prevent unauthorized system access 
with firewall rules. 
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Vulnerabilities in serviees that must be allowed to aeeept eonneetions from less-trusted networks 
must be left exposed to possible exploitation from these networks. Table 42 lists typieal types of ICS 
serviees that must be exposed to possible attaek from external networks. 



Table 42. Major security weakness created by externa 


communications. 


Vulnerability 


Impact 


Business applications require holes through the firewall 
from the corporate network into the ICS networks 


Increases exposure to the corporate network 


Connections to remote sites 


Increases exposure to less-trusted remote networks 
and the networks that provide the pathway 


Data sharing protocols require connections to networks 
the ICS owner has no control over 


Increases exposure to unknown external networks 


ICS vendor and administrator VPN connections 



Protocol Design Reduces Firewall Effectiveness 

Network protoeols speeify how information is paekaged and sent aeross a eomputer network. Client 
and server applieations are used to send and reeeive data that eonforms to a given protoeol. For every 
network protoeol, an applieation (known as server) must wait for and proeess the data off the network. 
Corresponding elient applieations initiate eommunieation sessions for that protoeol. The elient is able to 
identify the eorreet server to eonneet to by the port number on whieh it is listening. For example, eommon 
IT protoeols use standard port numbers that all versions of server applieations listen on. An FTP elient 
knows to request a eonneetion on Port 21. 

Firewalls ean restriet aeeess on a host by speeifying the port numbers of the applieations that are 
allowed to aeeept eonneetions. A host ean be eonfigured to only aeeept eonneetions on the SSH Port 22, 
for example. This means that if an attaeker wants to attaek this host, it will have to be done by exploiting 
the SSH protoeol, the SSH server installed on that maehine, or an aeeount that has privileges to establish 
SSH eonneetions with that host. 

Some ICS vendor proprietary protoeols use ranges of port numbers for their servers. Firewall rules 
must then allow eonneetions to system hosts on any of the port numbers in this range. If an attaeker is 
able to gain aeeess to the host, he eould potentially download his own server and eonfigure it to listen on 
one of these open ports. 

Protocol Design Recommendations 

Protocols and services that connect to less-trusted networks should have top priority in ICS software 
vulnerability remediation activities. Focus on input validation vulnerabilities. 

ICS owners can reduce the risk of business application connections by minimizing exposure to the 
business network and closely monitoring the necessary communication paths. Web servers. Historian 
Databases, and other servers required for business functions should be placed on DMZs that have been 
segmented into security zones. Access rules should be as restrictive as possible. Restrict access to the 
required port numbers and IP addresses. Rules should be directional to prevent activities such as database 
connections from being initiated from the corporate network. 

One way to prevent direct access to the ICS LAN from the corporate clients is by using a replicated 
data server in a DMZ as shown in Figure 13. 
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Web DMZ 



Replicated Data Server 




In this architecture, a Web server is located in a DMZ between the ICS and corporate networks. 
Replication of data from the ICS is accomplished by the data application running on the ICS server and 
the data application running on the Web server. The Web server then becomes a replicated data server, 
allowing corporate clients read-only access to ICS data. 

4.7.3 Weak Firewall Rules 

Firewall rules implement network segmentation. Firewall rules determine which network packets are 
allowed in and out of a network. Packets can be filtered based on IP address, port number, direction, and 
content. The protection provided by a firewall depends on the rules with which it is configured. 
Enforcement of network access permissions, allowed message types, and content is executed by firewall 
rules. 

Firewall and router filtering deficiencies allow access to ICS components through external and 
internal networks. The lack of incoming access restrictions creates access paths into critical networks. 

The lack of sufficient outbound restrictions make the system vulnerable to indirect attack on 
connections that originated from the ICS. The lack of outgoing access restrictions allows access from 
internal components that may have been compromised. For an attacker to remotely control exploit code 
running on the user’s computer, a return connection must be established from the victim network. If 
outbound filtering is implemented correctly, the attacker will not receive this return connection and 
cannot control the exploited machine. 

Firewall rules that restrict access to specific ports, but not IP addresses, provide little protection. 
Another common detailed finding was that firewall rules allowed access to unused IP addresses traceable 
to legacy configuration of the firewall. This creates an attack path by using this IP address to be allowed 
through the firewall. 

The remaining specific assessment details associated with this vulnerability involved access to 
specific ports being given to either an entire address space or not restricted by an IP address at all. 
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Assessment findings that fall under this vulnerability are firewall rules that are based on address groups, 
whieh inelude a wider range than should be allowed. 



Table 43 lists speeifie assessment findings assoeiated with overly permissive firewall rules. 
Table 43. Unneeessary exposure from firewall rules. 



Vulnerability 


Impact 


Lack of or improper segmentation into security zones 


Unnecessary exposure from connected networks 


Access to excessive number of ports is allowed 


Access to excessive number of IPs is allowed 


Lack of directional rules 


Out of date access control rules 


Lack of egress filtering 



4.7. 3.1 Firewall Recommendations 

A well eonfigured firewall is eritieal to ICS seeurity. Communieations should be restrieted to only 
what is neeessary for system funetionality. System traffie should be monitored, and rules should be 
developed that allow only neeessary aeeess. Any exeeptions ereated in the firewall rule set should be as 
speeifie as possible, ineluding host, protoeol, and port information. 

ICS vendors should provide doeumentation on how the ICS system eomponents use the network so 
that effeetive firewall and IDS rules ean be ereated. If ICS network requirements and protoeol 
speeifieations are not available, owners ean monitor network traffie to identify normal system behavior. 
ICS vendors ean doeument their system requirements using this method as well. 

Firewall rules on produetion ICS should be implemented earefully, slowly working toward a rule set 
that exeludes all traffie, with exeeptions for ineluding needed eommunieation. Neeessary eommunieation 
ean be determined by monitoring network traffie and implementing with IDS rules first, and then altering 
the rules, based on alerts from valid traffie, until eonfidenee is gained that the rules will not impair system 
funetionality. Firewall logs should be monitored for indieations that legitimate system traffie is being 
bloeked. 

Not all assessment findings were related to system funetionality. Many findings related to the IP 
addresses allowed to initiate eonneetions between networks. Firewall rules that apply to frinetional groups 
should use defined finite groups that are restrieted to required IP addresses. Firewall rules that are no 
longer needed should be removed as part of a ehange management proeedure or periodie system review or 
audit. Aeeess eontrol lists should be used to limit management aeeess of network equipment to only those 
who need it. 

Rules should also eonsider the direetion of network paekets. Conneetions should normally not be 
initiated from less-trusted networks. Outbound eonneetions should be filtered as well. 

4.7.4 Poor Network Monitoring 

Intrusion deteetion is the aet of deteeting aetions that attempt to eompromise the eonfidentiality, 
integrity, or availability of a resouree. Intrusion deteetion does not inelude prevention of intrusions. 
Intrusion deteetion ean be performed manually or automatieally. Manual intrusion deteetion is done by 
examining log files or other evidenee for signs of intrusions, ineluding off normal network traffie. 
Automated approaehes use intrusion deteetion systems to monitor system logs, network traffie flow, and 
paekets. When a “probable intrusion” is identified, an alert is sent. Determining what the probable 
intrusion aetually is and taking some form of aetion to stop it or prevent it from happening is outside the 
seope of intrusion deteetion systems. Intrusion prevention systems are not generally reeommended along 
paths of eritieal funetionality. 
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Intrusion detection was not a focus for laboratory assessments, but in many cases it was noted 
whether the system gave any indication of abnormal conditions, such as alerts on the operator screen. 
There was a general lack of adequate ICS indicators of abnormal conditions. Onsite assessments also 
found IDSs to be lacking in their installation, monitoring, and/or updating. Better indicators of abnormal 
system traffic and behavior should be built into operator screens. IDS systems should be deployed, 
tailored to the ICS architecture and traffic, and continuously monitored. ICS networks are generally static 
in nature and IDS rules can therefore be developed to look for abnormal behavior such as a protocol that 
should not be used between two computers. 

4.7.5 Network Access Control Summary 

Attackers take advantage of the fact that network devices may become less securely configured over 
time as the users demand exceptions for specific and temporary business needs, the exceptions are 
deployed, and those exceptions are often not removed when the business need is no longer applicable. 
Making matters worse, in some cases, the security risk of the exception is never properly analyzed, nor is 
this risk measured against the associated business need. Attackers search for electronic holes in firewalls, 
routers, and switches and use those to penetrate defenses. Attackers have exploited flaws in these network 
devices to gain access to target networks, redirect traffic on a network (to a malicious system 
masquerading as a trusted system), and to intercept and alter information while in transmission. Through 
such actions, the attacker gains access to sensitive data, alters important information, or even uses one 
compromised machine to pose as another trusted system on the network. 

ICS customers need better and more concise information on how their system operates to guide the 
development of effective network isolation architectures and configurations. This is necessary to mitigate 
some of the identified vulnerabilities and others that may evolve. To this end, ICS vendors need to better 
identify and delineate all required ports and services necessary to support their product. This will better 
equip the end user with the tools needed for effective network isolation of their implementation of the ICS 
product. 

4. 7. 5 . 1 Network Access Control References 

ICS-specific network security recommendations can be found in the following references: 

• 21 Steps to Improve Cyber Security of SCADA Networks^^ 

• NIST SP 800-82, Guide to Industrial Control Systems (ICS) Security,^ pages 5-1 to 5-19 

• Recommended Practice: Improving Industrial Control Systems Cybersecurity with Defense-In-Depth 
Strategies^® 

• Control Systems Cyber Security: Defense in Depth Strategies^’ 

• Good Practice Guide on Firewall Deployment for SCADA and Process Control Networks.’* 

General network access control recommendations can be found in the Twenty Critical Security 
Controls for Effective Cyber Defense‘s 

• Critical Control 4: Secure Configurations for Network Devices such as Firewalls, Routers, and 
Switches 

• Critical Control 5: Boundary Defense 

• Critical Control 6: Maintenance, Monitoring, and Analysis of Audit Logs. 

4.8 ICS Vulnerabilities Summary 

NSTB assessments look for access paths to ICS resources and functionality. Failures to provide or 
configure defensive functionality in ICS applications, hosts, and networks are summarized in this section. 
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ICS software mostly suffers from the laek of seeure software design and ending praetiees. ICS 
network protoeols and assoeiated server applieations are prone to MitM data viewing and alteration, as 
well as eompromise through invalid input. This laek of seeurity eulture eontributes to poor eode quality, 
network protoeol implementations that rely on weak authentieation and allow information diselosure, and 
vulnerable eustom ICS Web serviees. 

ICS software generally uses third-party applieations sueh as co mm on Web servers, remote access 
services, and encryption services. Many out-of-date and vulnerable third-party software applications and 
services have been identified on new ICS versions; all indications show that the ICS vendor is not 
supporting third-party patch management for their software. 

Weak or missing security features in ICS software leave the system components vulnerable to 
manipulation by any threats they are exposed. For the best defense, each component of the ICS must have 
its own protection mechanisms. 

Table 44 lists the ICS software categories and vulnerabilities identified in multiple NSTB 
assessments. 



Table 44. Summary of ICS software weaknesses. 



ICS software 
weakness 


Affected Components 


Mitigations 


Vulnerable third- 
party produets 
integrated into ICS 


ICS components that utilize third- 
party software (Web servers, 
databases, remote access services, 
protocol libraries, etc.) 


Make sure ICS supports the latest OS, application, 
service, and library versions. 

Use vulnerability scanners and regularly apply 
security patches to ensure that the ICS product is not 
delivered with known vulnerabilities. 


Improper Input 
Validation 


All ICS components that handle 
external data (including data from 
other components) 


Use a standard input validation mechanism. 

Start with services that are exposed to less-trusted 
networks and work inward. 


Buffer Overflows 


ICS software written in languages 
without memory management 
support such as C and C-l-l- 


Validate input. 

Start with services that are exposed to less-trusted 
networks and work inward. 


Poor Code Quality 


All ICS software 


ICS developers can use static analysis tools to identify 
and replace dangerous functions. 

ICS vendors should educate developers in secure 
coding and thoroughly test all components. 


Permissions, 
Privileges, and 
Aeeess Controls 
(Authorization) 


ICS hosts, applications, and services 


Restrict privileges needed by ICS users and services 
as much as possible and isolate functionalities. 

Deliver ICS with secured OS and application 
configurations. 

Document applications, services, and permissions 
required for each ICS component or functionality. 


Laek of or Weak 
Authentieation 


Applications, protocols, and their 
network services 


Authentication mechanisms should always require 
sufficiently complex passwords and require that they 
be periodically changed. 


Laek of or Weak 
Integrity Cheeks 


ICS network communication 
channels (status data and command 
messages, configuration downloads, 
etc.) 


Design and implement integrity checks into ICS 
communication protocols. 

Monitor communication channels. 

Secure communication endpoints. 
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Vulnerabilities in the previous seetion are inherent in the ICS produets. Other vulnerabilities ean be 
introdueed by the way the ICS is installed and maintained. Eaeh ICS installation is a unique eombination 
of eomponents and funetionality offered by an ICS produet vendor. ICS are generally sueh major 
purehases in time and money required that very few systems from eaeh ICS produet line are delivered 
before features are added and a new version is released. A large investment of finaneial and personnel 
resourees needed for ICS upgrade eontributes to a laek of, or rnsuffieient, standard proeedures for 
seeurely eonfiguring eaeh ICS produet. 

All vendors have different standard proeesses for building, testing, and installing an ICS. Some 
vendors have integrators who work with eustomers to ereate and install the system. Other vendors have 
just a produet model. Often, integration eonsultants with speeifie ICS produet training are available for 
installation and eonfiguration. All systems are unique; generally with new features introdueed in eaeh 
one, the level of seeurity in eaeh ICS installation is dependent on those responsible for installing and 
eonfiguring the operating systems, ICS applieations, and third-party applieations. 

Common seeurity problems that ean arise from ICS eonfiguration are unpatehed OS, applieation, and 
serviee vulnerabilities, failure to eonfigure and implement applieations and serviees seeurely 
(i.e., seleeting seeurity options and proteeting eredentials), ehanging all default passwords, setting 
password polieies to require strong passwords, limiting user aeeounts, applieations and serviees to only 
the required permissions, installing or enabling seeurity features eorreetly, and restrieting unneeessary 
eonneetions. 

Assuranee of a seeure eonfiguration ean be inereased through automated seeurity eonfiguration 
paekages and detailed instruetions provided by the ICS vendor. Automated disabling of unneeessary 
serviees and applieations and lists of required applieations and serviees with assoeiated permissions 
required should be ineluded in instruetions. Required ports and eomponents allowed to eonneet should 
also be defined. Owners should require this information during the proeurement proeess to insure the 
ability to seeurely eonfigure their systems. 

Although some vulnerability is inherent in ICS produets, many ICS eomponent vulnerabilities are 
dependent on how an ICS produet was implemented. Even though seeurity eonfiguration ean be limited 
by the design of the ICS, ICS owners ean eontrol their risk of eyber attaek by seeurely eonfiguring their 
systems. 

In implementing the mitigations and prioritizing efforts for enhaneing seeurity, risk and eonsequenee 
need to be eonsidered. Seeurity should balanee the risk of system eompromise by an intruder with the risk 
of potentially degrading system operability. Also, seeurity solutions need to be praetieal enough for busy 
system administrators to implement and maintain. Above all, ICS must be reliable. Therefore, the 
suggested approaeh is to add seeurity in small inurements, using baekup eonfigurations, so that if any 
seeurity measure eonfliets with system operation it ean quiekly be reversed. 

Seeurity assessments of ICS produets have identified problem areas assoeiated with a laek of ICS 
vendor support in applying basie seeurity best praetiees. Better vendor support is needed to remediate the 
unneeessary exposure and vulnerabilities eaused by exeessive serviees and unpatehed systems. ICS 
software has not been designed for seeurity, in general, whieh deereases the ability to reduee exposure by 
implementing least user privileges and firewall rules. The following eommon ICS seeurity risks eannot be 
minimized by ICS owners alone. Table 45 summarizes the seeurity vulnerabilities that eannot be 
eompletely remediated through perimeter defenses. 
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Table 45. Limitations of ICS security through perimeter defenses. 



Common ICS Security Risks 


Limitations of Perimeter Defenses 


Poor Code Quality 


Necessary protocols cannot be blocked 
Encryption does not fix vulnerabilities 


Unpatched OS, Third Party Products, 
and Third Party Libraries 


The ICS may not be compatible with the newer, or patched, versions 


Least Privileges Violations 


Privileges are required by the ICS products 


Unneeded/Unused/Unsafe Services 


Unnecessary services may be hard to infer if they have not been defined 
Unused services may not be unneeded in some circumstances 


Poor Network Layout due to ICS 
Protocol Requirements 


Protocol designs limit the effectiveness of network security mechanisms 
(i.e. large port ranges) 


Unsecure Protocols 


Necessary protocols cannot be blocked 



Security best practices for the configuration and maintenance of applications, hosts, and networks are 
defense in depth measures to help prevent harm through access to ICS resources and functionality. These 
protective measures should be implemented wherever possible, but cannot be used to make up for 
vulnerabilities in the ICS design and implementation. 
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5. SUMMARY OF ICS SECURITY RECOMMENDATIONS 



ICS vendors and owners ean learn and apply many eommon eomputer seeurity eoneepts and praetiees 
to seeure and proteet their systems. Seeurity should be designed and implemented by qualified seeurity 
and ICS experts who are able to verily that the solutions are effeetive and ean make sure that the solutions 
do not impair the system’s reliability and timing requirements. 

ICS vendors and asset owners are eneouraged to use this report as a guide to help foeus further efforts 
to improve the overall seeurity of their systems. They should investigate whether the identified 
vulnerabilities affeet their systems, and if so follow the reeommendations in this report along with more 
detailed and tailored reeommendations from other resourees. The elasses of vulnerabilities identified in 
this report ean help reeognize problem areas for self-assessment aetivities that ean be eondueted to 
identify and mitigate vulnerabilities in ICS networks, eomponents, serviees, and eode. 

By mitigating the vulnerabilities identified in this report, an ICS ean be made more seeure, but 
additional vulnerabilities most likely exist in all systems. The path to a more seeure system is a 
eontinuous journey, and as new attaek seenarios are identified or developed, new defenses must be 
implemented. In addition to the speeifie mitigations and reeommendations made for the vulnerabilities 
ealled out in the previous seetions of this report, several general reeommendations are given below. 

ICS have different performanee and reliability requirements and use operating systems and 
applieations that may be eonsidered uneonventional to typieal IT support personnel. Furthermore, the 
goals of safety and effieieney ean sometimes eonfiiet with seeurity in the design and operation of ICS 
(i.e., requiring password authentieation and authorization should not hamper or interfere with emergeney 
aetions for ICS). All seeurity solutions must not eompromise eritieal flinetionality. Also, all seeurity 
funetions integrated into the ICS must be tested (i.e., offline on a eomparable ICS) to prove that they do 
not eompromise normal ICS flinetionality. 

To reduee the risk of a sueeessful attaek against an ICS, the likelihood of a high-impaet ineident ean 
be redueed by implementing as many perimeter proteetion and vulnerability reduetion strategies as 
possible (aka defense-in-depth). A mitigation strategy should not be ehosen from a list of possible 
mitigations for a given identified or possible vulnerability. As many mitigation teehniques as reasonably 
possible should be employed to stand in a line of defense to prevent aeeess to vulnerable eomponents and 
network traffie. The probability that an attaek is able to defeat or eireumvent seeurity defenses is redueed 
as the number of seeurity measures are implemented and gaps are filled in the line of proteetion formed 
by the other seeurity features on the ICS. However, the risk of the layers of defense to the operation of the 
ICS must be eonsidered and mitigated as well. 

The operational and risk differenees between ICS and IT systems ereate the need for inereased 
sophistieation in applying eyber seeurity and operational strategies. A eross-funetional team of eontrol 
engineers, ICS operators, and IT seeurity professionals needs to work elosely together to understand the 
possible implieations of the installation, operation, and maintenanee of seeurity solutions in eonjunetion 
with ICS operation. IT professionals working with ICS need to understand the reliability impaets of 
information seeurity teehnologies before deployment. Some of the OSs and applieations running on ICSs 
may not operate eorreetly with eommereial-off-the-shelf IT eyber seeurity solutions beeause of 
speeialized ICS environment arehiteetures. 

Additional ICS-speeifie seeurity resourees ean be found on the NSTB, United States Computer 
Emergeney Readiness Team (US-CERT), and other Web sites: 

• http://www.inl.gov/seada/publieations/index.shtml 

• http://www.us-eert.gov/eontrol_systems/esdoeuments.html 
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General eyber seeurity resourees are listed in Table 46. These and other resourees ean be used as 
referenees in seeuring an ICS. These referenees are not endorsed by DOE. This list is intended to help 
provide additional guidanee and is not an inelusive list of eyber seeurity resourees. The following seetions 
address ICS speeifie priorities and issues that should also be eonsidered. 

Table 46. General eyber seeurity resourees. 



Resource 


Location 


Common Weakness Enumeration (CWE)® 


http://ewe.mitre.org 


2010 CWE/SANS Top 25 Most Dangerous Programming 
Errors'* 


http://ewe.mitre.org/top25 


2010 CWE/SANS Top 25: Monster Mitigations'* 


http://ewe.mitre.org/top25/mitigations.html 


Open Web Applieation Seeurity Projeet (OWASP) 


http://www.owasp.org 


CERT Seeure Coding Standards ineluding'® 
Top 10 Seeure Coding Praetiees 


https://www.seeureeoding.eert.org 


Twenty Critieal Controls for Effeetive Cyber Defense: 
Consensus Audit Guidelines*^ 


http://www.sans.org/eritieal-seeurity-eontrols/ 



5.1 ICS Software Security Recommendations 

Vendors need to ineorporate seeurity into every phase of the produet development life eyele and rely 
on manual and automated means to ensure proper bounds eheeking. Onee produets are deployed, vendors 
need to establish a proeess to manage and mitigate produet seeurity defeets. The vendor team should 
eonsist of representatives from key business funetions, sueh as produet development, publie relations, and 
legal. Common industry praetiee is to host a “/seeurity” Web page off the eorporate main domain where 
information on seeurity issues and the designated eontaet or team ean easily be found. The vendor is 
responsible for responding to reported seeurity eoneems that inelude issue validation, pateh development, 
pateh testing and validation, and response eoordination. 

ICS seeurity assessment reports show a eommon need to inerease seeure eoding praetiees. The three 
most co mm on problems are the laek of input validation, authentieation, and aeeess eontrols. The top 10 
ICS vendor reeommendations are listed, along with related referenees, and then diseussed below. 

1 . Edueate/train developers in seeure eoding and ereate a eulture that emphasizes seeurity 

2. Expeditiously test and provide seeurity patehes to affeeted eustomers 

3. Create the neeessary eommunieation paths that are needed to quiekly notify eustomers of seeurity 
problems, and ereate the methods needed to provide patehes in an effeetive way 

4. Implement and strenuously test strong authentieation and eneryption meehanisms 

5. Dramatieally inerease the robustness of network parsing eode 

6. Doeument how the systems use the network so that effeetive firewall and IDS rules ean be ereated 

7. Pay for a third-party seeurity souree eode audit and fix the problems identified during the audit 

8. Redesign network protoeols to avoid eommon problems and enhanee seeurity 

9. Enhanee test suites to perform more testing for failure with emphases on testing for potential 
vulnerabilities 

10. Create eustom protoeol parsers for eommon IDSs so that they ean be more effeetive. 
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5.1.1 Create a Security Culture 

ICS vendors need to edueate/train developers in seeure ending and ereate a eulture that emphasizes 
seeurity. 

The seeurity development lifeeyele (SDL), ereated by Mierosoft in 2002 as a response to heightened 
awareness of eyber seeurity threats, is a high- visibility example of a seeurity eulture ehange. This proeess 
was developed to eateh seeurity flaws during the produet development lifeeyele, not just after the produet 
is released. For example, Mierosoft has ereated a eulture that promotes safe eode development by foreing 
all new eode to pass a set of tests before ineorporation into the main produet. All developers were put 
through seeure development training to support this new eulture. Performanee evaluation of software 
produets, as well as the produet managers and their teams, also ehanged to inelude a foeus on seeurity. 
Although new Mierosoft vulnerabilities are still abundant six years later, this eulture ehange has made a 
signifieant differenee in the seeurity level of Mierosoft produets. 

ICS produets have gained eonsiderable attention in reeent years as the eyber seeurity threats have 
been realized due to eonneetion to the Internet. Mierosoft and other hardware, operating system, and 
software applieation vendors have experieneed the eost and diffieulties that arise from publie 
announeement of seeurity flaws to foree quieker pateh response time. Those eompanies willing to 
embraee a seeurity eulture ehange will benefit from fewer seeurity patehes for deployed systems and 
greater eustomer eonfidenee and loyalty. Publie aimouneements of ICS vulnerabilities are starting to 
appear and ICS protoeol disseetors are beeoming available. 

ICS vendors must adapt to ehanging eustomer needs for seeurity in the produets used to eontrol 
physieal systems where eompromise ean have eatastrophie eonsequenees. As Mierosoft has experieneed, 
it is diffieult to bolt seeurity onto a mature produet and impossible to find and prevent all bugs. Seeurity 
must also eompete with funetionality for produet time and budget. Vendors must aeeept that seeurity 
improvements will require an investment. The sooner seeurity is integrated into the produet, the better 
ehanee it has of eompeting in a market where ICS produets are required to survive eyber attaek without 
eompromising eritieal funetionality. 

ICS vendors should work toward a eulture where software seeurity best praetiees are adopted 
throughout the produet development organizations and software development life eyeles are adjusted to 
use the best praetiees. Seeurity praetiees should be eonsolidated, integrated, and eentralized into a seeurity 
proeess that supports the defined strategy for ereating the most seeure produet possible. Most important is 
a ehange in attitudes to a realization that seeurity is important beeause it is assoeiated with eonsequenees 
for everyone. ICS vendors ean ereate a seeurity eultural ehange within their eompanies by ineorporating 
ICS produet seeurity into personnel performanee. 

Numerous resourees are available for information and training on building a seeurity eulture and 
software seeurity best praetiees. ICS vendors ean use the following software seeurity best praetiees to 
ereate more seeure produets: 

• Develop or aequire the neeessary personnel seeurity skills 

• Define seeurity requirements to proteet eritieal funetions 

• Identify ICS eomponent designs that violate seeurity 

• Develop seeure design or redesign of identified eomponents 

• Require seeure souree ending handling to proteet against malieious vulnerabilities 

• Perform thorough seeurity testing 

• Provide seeurity doeumentation. 
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Many ICS vulnerabilities are due to the laek of input validation. Programmers should be trained in 
seeure ending praetiees to minimi z e vulnerabilities sueh as buffer overflows that are due to programmer 
oversight. All eode should be reviewed and tested for input funetions that eould be suseeptible to buffer 
overflow attaeks. The C and C++ unsafe string and memory funetion ealls should be replaeed with their 
safe eounterparts. Input validation should be used to ensure that the eontent provided to an applieation 
does not grant an attaeker aeeess to unintended fiinetionality or privilege esealation. All input should be 
validated, not just those proven to eause buffer overflows. Input should be validated for length, and buffer 
size should not be determined based on an input value. Even if values are never input directly by a user, 
data are not necessarily correctly formatted, and hardware or operating system protections are not always 
sufficient. Buffer overflows in applications that process network traffic can be exploited by intercepting 
and altering input values in transit. Therefore, network data bounds and integrity checking should be 
implemented as well. 

As a layer of defense, compiler protection options should be used when compiling C/C++ code to 
increase the difficulty for an attacker to execute exploit code. This decreases the impact of a vulnerability 
from an exploit that allows the attacker to run commands on the computer or use it as a launching point 
along an attack path into the core of the ICS to a DoS-type attack. 

5.1.2 Enhance ICS Test Suites 

ICS product test suites should be enhanced to perform testing to failure with an emphasis on potential 
vulnerabilities. ICS software code logic has been found to only test for failures and other problems that 
may occur during normal operations. 

The design and code logic of ICS products should handle all invalid or unwanted cases, even if they 
should never occur. ICS experts can be blinded by their goal of creating a system that works reliably and 
protects against normal failures and mistakes. The connection of ICS to other networks has created the 
threat of cyber attack attacks that can cause errors that would never occur naturally or by accident. The 
possibility of malicious input requires logic that handles every possible error condition. 

ICS test suites should include unconventional scenarios that test all kinds of input values and 
abnormal conditions. This requires tests built by individuals who can create comprehensive and “out of 
the box” scenarios and are not involved in the design and implementation of the ICS product. 

The NSTB assessment methodology is based on this idea of identifying security weaknesses through 
an attacker’s perspective and communicating the security issues to the industry partner from this 
perspective. This testing approach has been very successful in increasing awareness of the unconventional 
attack methods the ICS sector needs to defend against. 

Resources such as the Common Attack Pattern Enumeration and Classification project can help in 
developing test packages: 

“Building software with an adequate level of security assurance for its 
mission becomes more and more challenging every day as the size, complexity, 
and tempo of software creation increases and the number and the skill level of 
attackers continues to grow. These factors each exacerbate the issue that, to 
build secure software, builders must ensure that they have protected every 
relevant potential vulnerability; yet, to attack software, attackers often have to 
find and exploit only a single exposed vulnerability. To identify and mitigate 
relevant vulnerabilities in software, the development community needs more than 
just good software engineering and analytical practices, a solid grasp of 
software security features, and a powerful set of tools. All of these things are 
necessary but not sufficient. To be effective, the community needs to think outside 
of the box and to have a firm grasp of the attacker ’s perspective and the 
approaches used to exploit software. 
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Attack patterns are a powerful mechanism to capture and communicate the 
attacker ’s perspective. They are descriptions of common methods for exploiting 
software. They derive from the concept of design patterns applied in a destructive 
rather than constructive context and are generated from in-depth analysis of 
specific real-world exploit examples. 

To assist in enhancing security throughout the software development 
lifecycle, and to support the needs of developers, testers and educators, the 
Common Attack Pattern Enumeration and Classification (CAPEC) is sponsored 
by the Department of Homeland Security as part of the Software Assurance 
strategic initiative of the National Cyber Security Division. The objective of this 
effort is to provide a publicly available catalog of attack patterns along with a 
comprehensive schema and classification taxonomy. 

5.1.3 Create and Test Patches 

Security patches should be expeditiously tested and provided to affected customers. The necessary 
communication paths should be created that are needed to quickly notify customers of security problems 
and the methods needed to provide patches in an effective way should also be created. Currently, most 
ICS venders have insufficient methods of notifying customers about potential security problems and 
patches. Experience has shown that patches generated as the result of previous security assessments have 
been slow in being deployed with many end users unaware about the existence of the patches. ICS 
vendors should create and maintain security mailing lists and also test the procedures needed to notify the 
end users about security problems. Increasing accessibility for end users to obtain the necessary 
information will greatly increase the use and effectiveness of patching. Owners should be proactive as 
well; actively inquiring about and watching for security notices. 

Vendors should test and approve OS patches, along with all other third-party software. Products and 
services such as the Network Time Protocol (NTP) should be kept at current version and patch levels 
prior to deployment at asset owner sites and be included in the patch testing process. ICS products that 
have third-party services and applications incorporated into their functionality should be designed so that 
these applications can be updated or replaced as quickly and easily as possible. 

ICS vendor software vulnerabilities should be patched and made available to affected customers as 
well. 

5.1.4 Redesign Network Protocols for Security 

ICS network protocols and the service applications that implement them need to be redesigned for 
security. Most ICS network protocols were designed with the original ICS code base to be fast and only 
avoid failure issues and are not designed to provide robust authentication and integrity checks. Many of 
protocol designs contain common security pitfalls. 

A number of characteristics of a secure protocol are relevant to this discussion. These characteristics 
are: 

• Secure protocols should be simple. The more complex a protocol is, the higher the likelihood of bugs 
and vulnerabilities within the implementation. 

• Protocols should minimize duplicate data. If data appear multiple times within the protocol, then 
portions of the implementation will invariably use one version of the data while other portions use 
another version. This allows an attacker to put the implementation into an unknown state by sending 
conflicting versions of the data. 

• Protocols with many optional fields and features are less secure because no two implementations will 
agree on what is optional and tend to make incorrect assumptions. 
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• Secure protocols are also targeted; they contain enough functionality to get the job done and nothing 
more. If protocols contain seldom used or never used components, then those components tend to be 
more buggy and contain more vulnerabilities than the components that are actually being used 
because they will be tested to a lesser degree. Secure protocols also have secure authentication 
methods and options for encryption or data integrity. Security by obscurity cannot be relied on 
because insider knowledge or reverse engineering can be used to recreate valid network packets. 

• Some ICS protocol analyzers have already been developed, and one should expect to see more given 
the increasing interest in ICS security. 

• When possible, network protocols should be redesigned to improve security by avoiding common 
security pitfalls, avoiding designs that lead to implementation issues, and by including secure 
authentication and encryption methods. 

5.1.5 Increase Robustness of Network Parsing Code 

ICS developers need to dramatically increase the robustness of network parsing code. Part of every 
network protocol is an associated program to build packets or process the traffic off the network. These 
applications are written by the ICS vendor for their propriety protocols as well as for co mm on ICS 
protocols, such as OPC, ICCP, and DNP3. If these applications contain invalid input vulnerabilities such 
as buffer overflows, exploitation by anyone who is able to gain access to the ICS host and port is possible. 
Such action could cause a communication DoS, with an attacker gaining access to the computer with the 
privileges the account service was running, or other problems for the ICS. 

Data integrity checks need to be designed and implemented into ICS communication protocols. The 
lack of, or weak, data integrity checks prevent a protocol from detecting bad data. An attacker can take 
advantage of the poor integrity checks to send malformed packets to cause DoS attacks or trigger a buffer 
overflow and compromise the system. An attacker does not always have to send malformed packets for 
manipulation of otherwise valid alarm or command messages sent over the wire if the ICS protocol has 
poor integrity checks. 

5.1.6 Create Custom Protocol Parsers for Common IDSs 

ICS vendors should create parsers for their custom protocols that can be used by common IDSs. In 
this manner, intrusion detection monitoring is made more effective by providing the ability to watch for 
illegal or abnormal values in ICS traffic. The bulk of the current IDS technology is focused on detecting 
exploits, not vulnerabilities. These systems are not very effective in the ICS environment due to the lack 
of known exploits to detect. If dissectors for the ICS protocols exist, rules could be written for the IDSs 
that verify network messages are within reasonable bounds and attempt to detect an exploitation of 
vulnerability. 

5.1.7 Document Necessary Services and Communication Channels 

How ICS system components use the network should be documented so that effective firewall and 
IDS rules can be created. For each ICS component, the necessary services should be documented along 
with the associated port ranges and which components are allowed to initiate a connection to that 
component. 

Complete documentation and/or automated setup of security features should be provided to allow for 
quicker, easier, and more consistent implementation of ICS components and security features. Security 
features that are obtuse or difficult to configure and implement are typically not used or are used 
incorrectly in the field installations of ICS. Security features that are inconsistently implemented or 
provide inconsistent results are considered a risk to reliability and availability of the ICS in an operational 
environment. 
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5.1.8 Implement and Test Strong Authentication and Encryption Mechanisms 

Strong authentication and encryption mechanisms should be implemented and strenuously tested. 
Applications that process network traffic or accept network connections must use strong authentication to 
prevent unauthorized access and messages. Weak authentication in network protocols allows replay or 
spoof attacks to send unauthorized messages. Poor authentication also allows unauthorized users or 
computers to connect to a device or application. The lack of authentication in most ICS-specific network 
protocols allows for manipulation of time synchronization and process alarms, commands, and data 
updates. Poor authentication in protocol server applications allows unauthorized access to ICS 
components, including ICS hardware. Proven authentication services should be used when available. 

5 . 1.8. 1 Authentication and Encryption Deveiopment 

Experienced personnel in authentication and encryption systems should be involved in creating 
authentication and encryption mechanisms. Authentication and encryption systems are complex and one 
small mistake or oversight can render the authentication or encryption ineffective. The authentication and 
encryption system should be tested rigorously to ensure the systems are working correctly before 
deploying the solutions. 

A well-vetted encryption algorithm should be used that is currently considered to be strong by experts 
in the field, and select well-tested implementations. Software should be designed so that one 
cryptographic algorithm can be replaced with another, improving upgrade capability to stronger 
algorithms. ICS owners should periodically ensure that the current methods used have not been broken. 
Many old algorithms and implementations have become obsolete or discovered to be flawed. 

5 . 1.8.2 Limitations and Risks of Encryption 

Encryption solutions, such as IPSec and VPN tunneling, can be used for confidentiality, integrity, 
authenticity, and/or replay protection. They cannot be used as a replacement for fixing vulnerabilities. A 
VPN connection extends the attack surface of the system to the VPN client’s computer. An attacker 
cannot be prevented from compromising a VPN endpoint computer and using the VPN tunnel as an 
encrypted pathway to exploit vulnerabilities in the other endpoint host. This is true for any encrypted 
channel. 

Encryption poses a risk to network throughput, bandwidth, availability, and IDS capabilities. ICS 
designers and administrators should carefully consider the priorities of each communication channel when 
implementing encryption. Difficulty of implementation and the inability to view traffic for trouble- 
shooting purposes are other issues that can prevent encryption from being used in operational ICS. Still, 
encryption should be used as a layer of defense where confidentiality or integrity is a higher priority than 
availability, i.e. external and non-critical connections. 

5. 1.8.3 Encryption Configuration and Maintenance 

An appropriate encryption solution should be selected for each ICS communication channel that can 
handle the associated risk and support encryption. It needs to be configured securely and safely to support 
the ICS’s priorities. 

Administrators need to securely manage and protect cryptographic keys. Keys should be strong and 
not hard-coded, default, published, or discoverable in any other way. 

A remote end-point joins the trusted domain when it is allowed to remotely connect to the ICS 
network. If VPN endpoints (hosts) are compromised, an attacker can utilize the VPN connection when it 
is established. Importantly, these hosts must be secured to the maximum extent possible. End-point 
management software can be used to help determine the security posture of the remote device and how it 
is allowed to connect to the protected network, but should not be the only defense measure. VPN access 
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should only be granted to the minimum set of hosts and users when neeessary, and those VPN 
eonneetions should be restrieted to only allow aeeess to the neeessary eomponents. 

A reeent “trend” in the ICS industry has been to enerypt eore ICS eommunieations with IPSee. IPSee 
must be eonfigured not to jeopardized eritieal eommunieations. ICS hosts that require high availability 
must be eonfigured with an IPSee “request” poliey instead of “require”. This means that eneryption is 
requested, not required. This is espeeially important in the eonfiguration of the IPSee implementation 
ineluded with Mierosoft Windows XP and Windows Server 2003 and newer, beeause the identity 
proofing afforded by Aetive Direetory ean be intereepted, eausing IPSee to fail. This failure ean eause a 
DoS if the IPSee poliey is set to require IPSee for eommunieations. If the IPSee poliey is set to request, 
then an attaeker ean foree IPSee to disable itself The deeision for eonfiguring this implementation of 
IPSee with a “request” poliey versus a “require” poliey should be made based on whether the highest 
priority for the eommunieation between the IPSee partners is provided by eneryption (eonfidentiality, 
integrity, authentieity, or replay proteetion) or is high availability. 

5.1.9 Improve Security through External Software Security Assessments 

ICS software vendors should eonduet third-party seeurity souree eode audits and then remediate the 
problems identified during the audits. Independent souree eode auditing ean help ensure quality and 
seeurity in software produets. An outside professional opinion of software design and implementation 
based on the aetual souree eode and build proeess of the ICS produet will greatly enhanee quality and 
seeurity, or eonfirm the seeurity of the produet. 

ICS software ean have large, eomplieated and legaey eodebases. ICS operations require high 
availability, and update seenarios are eomplieated. Unlike the standard off-the-shelf eomputer software 
model, the eost of seeurity fixes, support, and maintenanee has traditionally been transferred to the ICS 
eustomer. With the new foeus and requirements for ICS seeurity, ineluding ICS produet vulnerabilities 
starting to be publiely announeed, vendors may find the eost of eode audits and assoeiated eode ehanges 
to be very eost effeetive versus fixing single vulnerabilities as they are publiely announeed. 

5.2 Secure ICS Installation and Maintenance 

An effeetive eyber seeurity program for ICS should apply a strategy known as defense-in-depth, 
layering seeurity meehanisms sueh that the impaet of a failure in any one meehanism is minimized. 
Implementing seeurity eontrols, sueh as intrusion deteetion software, antivirus software, and file integrity 
eheeking software, where teehnieally feasible, will prevent, deter, deteet, and mitigate the introduetion, 
exposure, and propagation of malieious software to, within, and from the ICS. 

The most sueeessful method for seeuring an ICS is to gather industry-reeommended praetiees and 
engage in a proaetive, eollaborative effort between management, the eontrols engineer and operator, the 
IT organization, and a trusted automation advisor. This team should draw upon the wealth of information 
available from ongoing federal government, industry groups, vendor, and standards organizational 
aetivities. ICS owners should perform risk-based assessments on their systems and tailor the 
reeommended guidelines and solutions to meet their speeifie seeurity, business, and operational 
requirements. 

Planning efforts need to be implemented for prioritization of the tasks neeessary to enhanee ICS 
seeurity. Important eonsiderations in this proeess are eost, probability, and eonsequenee. Deeisions 
eoneerning methods of mitigating eyber vulnerabilities inelude balaneing the risk of system eompromise 
by an intruder with the risk of potentially degrading system operability. Above all, the ICS must be 
reliable and perform its required mission. Therefore, the suggested approaeh is to build seeurity into a 
system before it is put into produetion or add seeurity into an existing system in small inerements. When 
adding seeurity to a produetion system, it should be tested on a baekup system first to allow quiek 
reeovery to the previous eonfiguration in the event any seeurity measure affeets system operation. The 
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risks should always be weighed and the appropriate amount of seeurity measures added for the speeifie 
situation. 

Asset owners must use proeurement speeifieations to ensure that seeurity development life-eyele 
requirements are met by the vendor. Also, asset owners may hire independent seeurity assessment teams 
to review vendor produets for seeurity issues prior to purehase. Vulnerability and pateh management 
programs and polieies must be established and enforeed. 

Good defense in-depth perimeter proteetions should be used to help prevent aeeess to vulnerable 
eomponents and eommunieation on ICS networks. Part of a good defense in-depth strategy is identifying 
and mitigating known vulnerabilities and weaknesses in the system that may help an attaeker manipulate 
or eause damage to the system. Continuous monitoring of IDS logs ean allow system administrators to 
eateh and bloek attempts to eireumvent these defenses before serious damage is done. 

Firewalls, IDS, and antivirus solutions should be deployed and properly eonfigured at all appropriate 
loeations. Asset owners must identify and deploy seeurity workarounds, defense-in-depth strategies, and 
use monitoring (aeeess logs and intrusion deteetion systems) to mitigate risk introdueed by the presenee 
of unpatehed vulnerabilities until patehes ean be properly tested and deployed. 

Owners/Operators are reeommended to inerease the seeurity of their systems by eompleting the 
following reeommendations: 

• Redesign network layouts to take full advantage of firewalls, VPNs, ete. 

• Implement a network topology for the ICS that has multiple layers, with the most eritieal 
eommunieations oeeurring in the most seeure and reliable layer 

• Restriet physieal aeeess to the ICS network and deviees 

• Expeditiously deploy seeurity patehes after testing all patehes under field eonditions on a test system 
if possible, before installation on the ICS 

• Work with vendor to test and apply patehes for all operating systems and software on the ICS 
networks 

• Customize IDSs for the ICS hosts and networks 

• Restriet ICS user privileges to only those that are required to perform eaeh person’s job 

(i.e., establishing role-based aeeess eontrol and eonfiguring eaeh role based on the prineiple of least 
privilege) 

• Develop a password management plan to enforee strong passwords with minimum length, mixed 
eharaeter sets, expiration, no password reuse, ete., and ehange all default passwords. 

5.2.1 Restrict ICS User Privileges to only those Required 

A eommon problem with applieations and serviees is that they are run with system or root-level 
privileges. If this ease is applieable, and an attaeker is able to redireet exeeution, exploit eode will run 
with those same privileges giving him full aeeess to that deviee. A number of software produets run with 
these super user permissions by default even though their fiinetions do not require them. Therefore, 
permission levels of applieations and serviees should be lowered to that neeessary for their required 
funetions. 

Another eommon problem is allowing users to operate a eomputer system (eonsoles, servers, ete.) 
with more permissions than required. User aeeounts used for interaetive logon should be eareflilly 
evaluated for the lowest set of permissions neeessary. 

File aeeess should then be restrieted to those who require aeeess. If network aeeess to a file is 
neeessary, restriet aeeess as mueh as possible and require strong authentieation. 
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5.2.2 Change All Default Passwords and Require Strong Passwords 

In some ICS operations, user IDs and passwords are shared among the different operators of the 
system. This sharing must exist, in many eases, beeause of the eritieality of the system operation. 
Unaeeeptable eonsequenees might oeeur beeause of a looked user ID or a forgotten password. Typieal 
eontinual manning of operating eonsoles provides additional physieal seeurity that reduees the need for 
distinet operator user IDs and passwords. If user-level authentieation is not an option for operators, 
integrators or administrators should ensure all users have separate aeeounts for all other aeeount types in 
the ICS to help inerease seeurity and aeeountability. These prudent aetions ean prevent an attaeker from 
using a user ID and password obtained from the business LAN to gain aeeess to the ICS DMZ and/or the 
ICS LAN and also prevent authorized users from performing aetions that eannot easily be attributed to 
them. 

Administrators should not leave the default manufaeturer passwords on ICS and networking 
equipment. Default passwords ean give an attaeker easy aeeess to the equipment that eontrols the proeess. 
Owners should always ehange default passwords to robust, unpublished passwords. In the ease that the 
software uses hardeoded passwords, ICS owners ean work with the vendor to fix this vulnerability. They 
ean then implement a password poliey that enforees strong passwords to greatly impede password 
eraeking and guessing. 

Passwords have been found in eontrol rooms on small pieees of paper on the bottom of the keyboard, 
in a drawer, ete. Users will undermine the seeurity of eomplieated or frequently ehanging passwords 
beeause they are too diffieult to remember. Complex passwords do proteet against some of the advaneed 
password eraeking attaeks, but they ereate a physieal and soeial engineering vulnerability that eould be 
exploited by an attaeker. Therefore, passwords should not be auto-generated, but instead ereated from 
passphrases or other memorable means. 

5.2.3 Test and Apply Patches 

ICS owners must rely on their ICS vendor in some part for validation of pateh eompatibility before 
applying them to their operational system. One way to reduee this problem is to reduee the number of 
applieations that need patehed. 

Serviees or applieations running on a system open up different network ports to be able to 
eommunieate to the outside world. Eaeh open port provides a possible aeeess path for an attaeker that ean 
be used to send exploits and reeeive data. An attaeker ean only gain aeeess to and reeeive information 
from the ICS through an open port. The more ports and serviees that are aeeessible, the greater the risk of 
sueeessfiil exploits due to existing vulnerabilities in the serviees. 

New vulnerabilities are found every day in the applieations and serviees that run on eomputers. Some 
of these vulnerabilities are published shortly after their diseovery, and some are kept a elose seeret, 
allowing a few haekers to exploit eomputers at will, with no patehes available to stop them. Redueing the 
number of installed applieations and serviees deereases the likelihood of an attaeker finding a 
vulnerability on the eomputer. Therefore, all unneeded applieations and serviees should be removed. 

Also, adequate resourees must be alloeated to ensure that all serviees and applieations are eompletely 
patehed and up-to-date using the proeess deseribed in Seetion 5.1.3, “Create and Test Patehes.” 

The patehing proeess should be worked elosely with vendor support to ensure ICS applieation 
integrity is maintained. Before stopping any serviees or programs, the vendor should eonfirm that the 
serviee is not needed for system funetionality. For eonformation, any pateh proeess test should be first 
performed on a baekup or development system to isolate the primary system from any potential damage. 
For example, a standard seeurity measure is to shut off the auxiliary serviees sueh as echo , chargen, 
daytime, discard, and finger. However, if the eeho port is being used as the system pulse to 
eonfirm that the system is up and mnning, shutting off these serviees would disable the entire system. 
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5.2.4 Protect Critical Functions with Network Security Zones and Layers 

In many cases, the individuals in charge of the ICS network do not have adequate security training. 
This situation is generally due to a lack of funding or appreciation for the importance of this training. 
Training provides an understanding of the security implications of a given network architecture and how 
to design a more secure network. Educating or hiring network administrators with skills to design and 
manage the ICS network and its perimeter defenses with the most current security techniques is essential. 
Network attacks must be prevented, detected, or stopped before they have the opportunity to affect critical 
ICS functions. ICS security is largely dependent on the effectiveness of the network design to prevent 
unauthorized access. Network administrators need to understand security concepts such as layering, 
security, and functionality zones, and specific access rules to restrict all communication to only that 
which is necessary for system functionality. If the network administrator has designed the network 
correctly, an attacker is limited to finding vulnerabilities in the authorized users/systems, protocols, or 
associated applications/servers allowed into each network segment, without being detected. 

To provide defense-in-depth, firewalls can be used to separate different layers of the ICS network 
(i.e., the HMI level LAN from the ICS DMZ from the Enterprise network). These layers can be further 
segregated into security zones to protect systems from attack through compromised systems on that layer. 
Multiple DMZs, or security zones, should be created for separate functionalities and access privileges, 
such as peer connections, the data historian, the OPC server or ICCP server in SCADA systems, the 
security servers, replicated servers, and development servers. 

Any connection into the ICS LAN is considered part of the perimeter. Often these perimeters are not 
well documented and some connections are neglected. All entry points into the ICS LAN should be 
known and strictly managed by a security policy. All connections should be routed to the ICS LAN 
through the firewall, with no connections circumventing it. Network administrators need to keep an 
accurate network diagram of their ICS LAN and its connections to other protected subnets, DMZs, the 
corporate network, and the outside. 

Open ports and services that are not necessary provide a potential foothold or path for an attacker. 

The attacker can remotely connect to services listening on ports allowed through a firewall. All unneeded 
applications and services should be removed and then blocked by the firewall as well. In the event that a 
service is installed or enabled, this layer of defense will prevent connections to unauthorized services 
through the firewall. 

Well-configured firewalls are critical to ICS security. Communications should be restricted to that 
necessary for system functionality. ICS traffic should be monitored, and rules should be developed that 
allow only necessary access. Any exceptions created in the firewall rule set should be as specific as 
possible, including host, protocol, and port information. All rules should be concise and well documented. 
The IDS sensors can then be used to audit the firewall rule set. 

A common oversight is not restricting outbound traffic. Lirewall rules should consider both directions 
through the firewall. An exploit that cannot connect back to the attacker is limited to blind attacks. An 
attacker needs to obtain information from and send files and commands to the ICS network. To remotely 
control exploit code running on an ICS computer, a return connection must be established from the ICS 
network. Because of the nature of most vulnerabilities, exploit code must be small and contain just 
enough code to get an attacker onto the computer; insufficient space is present to add expensive logic for 
the attacker to get advanced functionality. Therefore, additional instructions are needed from the attacker 
to continue with the discovery portion of the attack. If outbound filtering is implemented correctly, the 
attacker will not receive this return connection and cannot discover and control the exploited machine. 

The top priority of most ICS installations is availability. The risk to availability of any security 
feature must be weighed against the expected added security benefit (lowered risk). ICS network 
administrators may not want to risk the chance of impacting ICS functionality by redesigning the network 
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or updating rules as components are added or removed. In this case, network traffic can be monitored for 
a long enough period to be confident all possible scenarios have occurred. Rules can then be created 
starting with the standard restrictions; working toward a rule set that excludes all unnecessary traffic. 

Once the necessary traffic has been determined, a safer configuration can then be created that blocks all 
traffic with exceptions for the specific host, protocol, and port combinations that require access in each 
direction through the firewall. 

Greater assurance that network security changes will not affect operations can be obtained by 
implementing changes as IDS rules. IDS logs can be monitored for alerts identifying traffic that would 
have been prevented by the new segmentation or access rules. All proposed network changes can be 
tested as IDS rules for as long as necessary to provide assurance that they will not affect critical functions. 
Because IDSs do not prevent access, closely monitor IDS logs during this period and immediately 
investigate unexpected communication. 

5.2.5 Customize IDS Rules for the ICS and Closely Monitor Logs 

The configuration and deployment of an IDS for an ICS is not as straightforward as it is for typical 
computer networks. IDS signatures are available to detect a wide range of attacks, but the signatures 
required to monitor for malicious traffic in control networks are not adequate. When looking at the unique 
communications protocols used in ICS, such as Modbus or DNP3, specific payload and port numbers 
have traditionally not been a part of the signatures seen in a contemporary IDS. In short, modern IDSs 
deployed on ICS networks may be blind to the types of attacks that an ICS would experience. 

When deploying an IDS in an ICS network, the ability to add unique signatures must be used. 
Removal of some default signatures and response capability is commonplace, as it may have no relevance 
to an ICS network. However, analysis must be made to ensure some of the inherent capability of the IDS 
is leveraged, with some of the capability refined and augmented. Many security vendors, including those 
specializing in ICS security, have created signatures for the IDS that are deployed in control architectures. 
Rules sets and signatures unique to that domain are imperative when deploying IDS on ICS networks. 
Developing security signatures and rules in a cooperative relationship with the ICS vendor are shown 
through study as very advantageous. 

One of the common problems observed in industry is that tools deployed for network monitoring are 
implemented but improperly updated, monitored, or validated. Assigned individuals should be trained and 
given the responsibility of monitoring system data logs and keeping the various tool configurations 
current. 

IDS logs can also be used to identify normal communication between each of the ICS components. 

All unexpected traffic can be investigated and either added to the required communication list or blocked 
by firewalls. 

A one-to-one mapping of firewall rules and IDS signatures should exist so when a firewall rule is not 
successfully applied the IDS sensor will alert and allow administrators to take corrective action on the 
firewall. 

The external IDS sensor is used for notification of malicious attempts on the firewall and for 
monitoring egress rules from the ICS out to the DMZ or corporate networks. The internal IDS sensor and 
the DMZ IDS sensor are used to closely monitor the exceptions in the firewall for malicious activity. 

Intrusion detection is not a single product or technology. A comprehensive set of tools providing 
network monitoring can give an administrator a complete picture of how the network is being utilized. 
Implementing a variety of these tools will help create a defense-in-depth architecture that will be more 
effective in identifying atfacker activities. 
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5.2.6 Force Security through External Software Security Assessments 

ICS customers can require a security audit of an ICS product and fixes to meet specified security 
levels as part of the procurement process. This allows the ICS customers to identify security risks of the 
products and determine whether they are acceptable and/or able to be mitigated. ICS owners can also 
have external security audits on their existing systems to identify risks that need to be mitigated. Security 
audits also help fulfill regulatory requirements, but the audit should be used to help secure the ICS as 
much as possible, not just to fill a requirement. 

As ICS industry security requirements have begun to be created, some facilities have learned that they 
can succeed at documenting exceptions to the rules. The requirements developed in an effort to help ICS 
owners increase their security levels have failed in some cases. ICS owners should look at the 
development of standards as an opportunity to obtain assistance in securing their assets. Requirements 
such as yearly security audits can be viewed by those responsible for ICS systems as help in convincing 
management to spend money on security. 
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6. CONCLUSION 



NSTB ICS security assessments evaluate ICS products and production configurations. ICS product 
assessments focus on vulnerabilities that are inherent in the product, and are therefore representative of 
installed systems. Production ICS assessments concentrate on the aspects of the ICS that the system 
owner is able to control, such as secure configurations and layers of defense. 

An attacker must be able to access the ICS to do harm. From a cyber security perspective, this means 
that they must create an attack path from their attack computer to the ICS. An attack could potentially 
start from any point between the Internet and the physical equipment that the ICS is monitoring. Layers of 
defense are necessary for protection against multiple threat vectors, but perimeter protection cannot fully 
mitigate vulnerabilities that exist in the ICS. 

ICS software mostly suffers from the lack of secure software design and coding practices. ICS 
network protocols and associated server applications are prone to MitM data viewing and alteration, as 
well as compromise through invalid input. This lack of security culture contributes to poor code quality, 
network protocol implementations that rely on weak authentication and allow information disclosure, and 
vulnerable custom ICS Web services. 

ICS software generally uses third-party applications such as common Web servers, remote access 
services, and encryption services. Many out-of-date and vulnerable third-party software applications and 
services have been identified on new ICS version; all indications show that the ICS vendor is not 
supporting third-party patch management for their products. 

Vendor support is needed to remediate the unnecessary exposure and vulnerabilities caused by 
excessive services and unpatched systems. ICS software has not been designed for security, in general, 
which decreases the ability to reduce exposure by implementing least user privileges and firewall rules. 
The following common ICS security risks cannot be minimized by ICS owners alone: 

• Unpatched OS, third-party products, and third-party libraries 

• Unneeded/unused/unsafe services 

• Poor network layout due to ICS protocol requirements 

• Privilege levels. 

A defense in depth approach to securing ICSs includes identifying and remediating existing 
vulnerabilities in current ICS products, developing secure new products, and supporting patching and 
secure configurations of ICS components. ICS owners can then install, maintain, and monitor secure OS, 
software, ICS, and network configurations. 
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Appendix A 



NSTB Assessment Methodology 

NSTB assessments target eore supervisory eontrol eomponents using typieal attaek veetors. NSTB 
assessments have foeused on the ICS produets to identify and understand the vulnerabilities they are most 
affeeted by, and how their design and operational requirements affeet host and network seeurity. 

NSTB produet assessments foeus on the eore eomponents of new ICS produets. This ineludes the 
eustom software eomponents that relay eommands to eontrol hardware, provide system state data, store 
historieal data, and provide other supervisory eontrol and management funetions. Common eomputer 
software produets are integrated into these eomplex systems, sueh as Web servers, database applieations, 
and remote aeeess and fde transfer serviees. Beeause supervisory eontrol software usually only supports 
one or two operating systems, whieh are generally installed and eonfigured by a vendor integrator, 
operating systems ean also be thought of as integrated into the ICS. 

Seeurity information about eommon IT operating systems, applieations, serviees, and network 
protoeols is widely available, as well as seeure eonfiguration guides. NSTB assessments look for known 
vulnerabilities in these eomponents or eonfiguration errors that ean be exploited to gain aeeess to ICS 
eomponents or manipulate the system. Widely known vulnerabilities and eonfiguration errors represent 
the most likely attaek paths of an ICS beeause the information and tools for diseovering and exploiting 
them are publiely available. 

To eause damage, an ICS eyber threat must eompromise an ICS eomponent or network traffie with 
the ability to eontrol the physieal system or alter, insert, or delete system operational status data. 

ICS software is evaluated for vulnerabilities that would allow aeeess to eritieal ICS ftinetionalities. 
Unseeured protoeols that transfer system state data and eommands, or are used for eommunieation 
ehannels between seeurity zones, are evaluated for vulnerabilities that would allow manipulation or 
spoofing of system eommunieation messages, DoS of system eommunieation, or information gathering. 

Programming errors are identified in ICS applieations that ean be exploited for unauthorized aeeess, 
privilege esealation, data manipulation, DoS attaeks, ete. Server applieations, that parse network traffie, 
are top priority beeause of their exposure to the network. 

ICS user interfaee applieations are evaluated for weak authentieation or other vulnerabilities that 
would allow unauthorized aeeess to system diagrams and monitoring and eontrol funetionalities. 

ICS and OS user aeeounts, serviees, and applieations are evaluated for unneeessary privileges to files 
and ICS and OS eommands. The laek of eompartmentalization of ICS funetionalities and user aeeounts 
makes it hard to eontain an attaeker who has gained aeeess to a system eomponent. 

NSTB assessments evaluate ICS installation network defenses, as well as ICS vendor network 
reeommendations. They test the effeetiveness of network designs and implementations at preventing 
unauthorized traffie to and from ICS networks. The ability of the network defense strategy to effeetively 
filter and monitor traffie, given the ICS system design, is also evaluated. 

The most eommon and signifieant ICS vulnerability types are deseribed in this report. The 
information is presented at a high level to faeilitate reporting and understanding of the major ICS seeurity 
issues without diselosing system-speeifie details. Vulnerabilities are derived from NSTB ICS seeurity 
assessments of varying subsets of eomponents and funetionalities, ranging from minimal supervisory 
eontrol test systems to full produetion systems used for eleetrie power generation and transmission. 
Assessment results are the vulnerabilities diseovered using typieal attaek methodologies, in the allotted 
timeframe. Attaek targets vary, but always support the goal of ereating an attaek path through neeessary 
eommunieation ehannels and manipulating or disrupting system operations. Table A1 shows high level, 
generie ICS seeurity assessment targets. 
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Table Al. Generic ICS security assessment targets. 



Assessment Target 


Targeted Component 


Methods 


Identify Known Vulnerabilities 
and Listening Serviees 


Unauthorized aeeess to ICS 
hosts and applieations 


Vulnerability and port seans 
Common attaek tools 


Evaluate Communieation 
Channels 


Network traffie 


MitM 

Analyze network traffie 
Reverse engineer protoeol 
Spoof, drop, or alter messages 


Evaluate Network Serviees 


Server applieations (aka 
protoeol implementations) 


Network fuzzing 
Reverse engineer binaries 
Code reviews 


Evaluate Authentieation 
Meehanisms 


Applieations and serviees used 
for ICS operations 


Penetration testing 
Analyze network traffie 


Evaluate Seeurity 
Configurations 


User aeeounts, serviees, and 
applieations 


Evaluate user aeeounts 

Evaluate permissions and aeeess eontrols 

Evaluate eredentials management 


Evaluate Network Defenses 


Network deviee eonfigurations 
and firewall rules 


Traffie eaptures and analysis 
Produetion network diagrams, ACLs, firewall 
rules and Intmsion Deteetion System (IDS) 
signatures are reviewed and diseussed with 
the network administrator 



A-1. Reporting Methodology 

ICS product assessments focus on vulnerabilities that are inherent in the product, and are therefore 
representative of installed systems. The reporting standard is to only report configuration and password 
findings if they are representative of production system settings. Network architecture and firewall rules 
are only assessed if they are provided as recommended configurations. 

The attacker must be able to access the ICS to do harm. From a cyber security perspective, this means 
that they must create an attack path from their attack computer to the ICS. An attack could potentially 
start from any point between the Internet and the physical equipment that the ICS is monitoring. Layers of 
defense are necessary for protection against multiple threat vectors. 

Any computer that is connected to the Internet, directly or indirectly, is a potential risk for an attack 
from viruses or external attackers. An attack initiated from the Internet must create a path to the ICS 
network. The number of possible paths to the target is the system’s exposure. ICSs are generically 
exposed to attack through connections to the corporate network for business functions, connections to 
peers (i.e., ICCP connections), connections to remote sites, remote access allowed to vendors, system 
administrators and operators, and connections to field equipment. Insider threats have a shorter attack 
path based on their access level. 

Production ICS assessments (i.e. on-site assessments) concentrate on the aspects of the ICS that the 
system owner is able to control, such as secure configurations and layers of defense. The assessment team 
only performs penetration testing on disconnected backup or development systems. 

The ICS network administrators review and discuss production network diagrams, ACLs, firewall 
rules, and IDS signatures with the assessment team. They can then perform hands-on assessments of ICS 
and network component configurations together. This includes a review and tour of the production system 
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to help identify through doeumentation, observation, and eonversation any possible seeurity problems 
with the produetion system and network eonfiguration without putting the operational (produetion) 
system at risk. This is a learning opportunity for both the assessment team and the asset owner personnel. 

The NSTB approaeh has always been to assess ICS seeurity and edueate vendors and owners on how 
they ean make their systems more seeure. The granularity of report findings depends on the nature of the 
problem, the time alloeated for that target, and how widespread the problem is. For example, some NSTB 
ICS seeurity assessments identified general seeurity problems, sueh as the use of unseeure C funetions, 
and then demonstrated that they eould be exploited by ereating an exploit for at least one example of the 
problem. The wording used in reports for this type of finding is similar to: 

“Buffer overflow in the specified application allows a remote attacker to execute 
arbitrary code and gain full control of the ICS host it runs on. This is caused by 
the use of unsecure C functions such as strcpy, etc. Other buffer overflow 
vulnerabilities were identified in this and other applications. Replace all 
instances of dangerous C functions with their safe alternatives. ” 

N STB report findings are mapped to software weakness types defined by the C WE to the extent 
possible. Findings are reported as CWEs to aid in the understanding of ICS vulnerabilities. ICS vendors 
and asset owners ean refer to the CWE for additional guidanee in identifying, mitigating, and preventing 
weaknesses that eause vulnerabilities.® 

The eommon weaknesses in this report are similar seeurity weaknesses found on two or more unique 
ICS eonfigurations. Findings that mapped to very speeifie CWEs are reported as a higher level CWE that 
deseribes multiple similar weaknesses. Weaknesses are then eategorized in various ways to illustrate 
when they were ereated and the types of ICS eomponents they were found in. 
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Appendix B 



Vulnerability Scoring 

The most significant vulnerabilities identified in ICS are those that allow unauthorized control of the 
physical system. Compromise of the ICS’s availability and ability to function correctly may also have 
significant consequences. 

Likelihood of a successful attack must also be considered when assessing risk. Exposure to attack, 
attacker awareness of the vulnerability, and exploitation knowledge help assess the probability of a 
successful attack. 



B-1. CVSS Version 2.0 Metrics 

Generic ICS vulnerabilities are scored in this report using the Common Vulnerability Scoring System 
Version 2.0 (CVSS v2) and the most co mm on or highest impact characteristics. CWE characterization of 
weaknesses were used where appropriate as well. The following CVSS v2 scoring criteria are taken from 
the CVSS Scoring Guide.^ 

B-1.1 CVSS v2 Base Metrics 

The base metric group captures the characteristics of a vulnerability that are constant with time and 
across user environments. The Access Vector, Access Complexity, and Authentication metrics capture 
how the vulnerability is accessed and whether or not extra conditions are required to exploit it. The three 
impact metrics measure how a vulnerability, if exploited, will directly affect an Information Technology 
(IT) asset, where the impacts are independently defined as the degree of loss of confidentiality, integrity, 
and availability. CVSS v2 base scoring metrics are summarized in Table Bl. 

Table BE CVSS v2 base scoring metrics. 



Base Metrics 


Metric Value 


Metric Description 


Access Vector 


Local 


Requires the attacker to have either physical access to the vulnerable system 
or a local (shell) account. 


Adjacent 

Network 


Requires the attacker to have access to either the broadcast or collision 
domain of the vulnerable software, local IP subnet, for example. 


Network 


The vulnerable software is bound to the network stack and the attacker does 
not require local network access or local access, aka “remotely exploitable.” 


Access 

Complexity 


High 


Specialized access conditions exist. 


Medium 


The access conditions are somewhat specialized. 


Low 


Specialized access conditions or extenuating circumstances do not exist. 


Authentication 


Multiple 


Exploiting the vulnerability requires that the attacker authenticate two or 
more times, even if the same credentials are used each time. 


Single 


The vulnerability requires an attacker to be logged into the system (such as 
at a command line or via a desktop session or Web interface). 


None 


Authentication is not required to exploit the vulnerability. 


Confidentiality 

Impact 


None 


There is no impact to the confidentiality of the system. 


Partial 


There is considerable informational disclosure. 


Complete 


There is total infonuation disclosure, resulting in all system files being 
revealed. 


Integrity 

Impact 


None 


There is no impact to the integrity of the system. 


Partial 


Modification of some system files or information is possible, but the attacker 
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Table Bl. (continued). 



Base Metrics 


Metric Value 


Metric Description 






does not have control over what can be modified, or the scope of what the 
attacker can affect is limited. 


Complete 


There is a total compromise of system integrity. There is a complete loss of 
system protection, resulting in the entire system being compromised. 


Availability 

Impact 


None 


There is no impact to the availability of the system. 


Partial 


There is reduced performance or interruptions in resource availability. An 
example is a network-based flood attack that permits a limited number of 
successful connections to an Internet service. 


Complete 


There is a total shutdown of the affected resource. The attaeker can render 
the resource completely unavailable. 



B-1.2 CVSS v2 Temporal Metrics 

The temporal exploitability metric measures the current state of exploit techniques or code 
availability. Public availability of easy-to-use exploit code increases the number of potential attackers by 
including those who are unskilled, thereby increasing the severity of the vulnerability. 



The effectiveness of available work-around mitigations is used to adjust the temporal score. CVSS 
temporal scoring metrics are summarized in Table B2. 

Table B2. CVSS v2 temporal scoring metrics. 



Temporal Metrics 


Metric Value 


Metric Description 


Exploitability 


Unproven 


No exploit code is available, or an exploit is entirely theoretical. 


Proof-of- 

Concept 


Proof-of-concept exploit code or an attack demonstration that is not 
practical for most systems is available. The code or technique is not 
functional in all situations and may require substantial modification by a 
skilled attacker. 


Functional 


Functional exploit code is available. The code works in most situations 
where the vulnerability exists. 


High 


Either the vulnerability is exploitable by functional mobile autonomous 
code, or no exploit is required (manual trigger) and details are widely 
available. The code works in every situation, or is actively being 
delivered via a mobile autonomous agent (such as a worm or virus). 


Not Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metric. 


Remediation Level 


Official Fix 


A complete vendor solution is available. Either the vendor has issued an 
official patch, or an upgrade is available. 


Temporary Fix 


There is an official but temporary fix available. This ineludes instances 
where the vendor issues a temporary hotfix, tool, or workaround. 


Workaround 


There is an unofficial, non-vendor solution available. In some cases, 
users of the affected technology will create a patch of their own or 
provide steps to work around or otherwise mitigate the vulnerability. 


Unavailable 


There is either no solution available or it is impossible to apply. 


Not Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metrie. 


Report Confidenee 


Unconfirmed 


There is a single unconfirmed source or possibly multiple conflicting 
reports. There is little confidence in the validity of the reports. An 
example is a mmor that surfaees from the hacker underground. 
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Table B2. (continuec 


)■ 


Temporal Metrics 


Metric Value 


Metric Description 




Uncorroborated 


There are multiple non-official sources, possibly including independent 
security companies or research organizations. At this point there may be 
conflicting technical details or some other lingering ambiguity. 


Confirmed 


The vulnerability has been acknowledged by the vendor or author of the 
affected technology. The vulnerability may also be Confirmed when its 
existence is confirmed from an external event such as publication of 
functional or proof-of-concept exploit code or widespread exploitation. 


Not Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metric. 



B-1.3 CVSS v2 Environmental Metrics 

Different environments ean have an immense bearing on the risk that a vulnerability poses to an 
organization and its stakeholders. The CVSS v2 environmental metrie group eaptures the eharaeteristies 
of a vulnerability that are assoeiated with a speeifie environment. For this report, generie ICS seeurity 
requirements are used to score generic ICS vulnerabilities. 

Security requirements metrics enable ICS owners to customize the CVSS v2 score depending on the 
importance of the affected component to their own organization, measured in terms of confidentiality, 
integrity, and availability. DoS vulnerabilities in ICS components that require high availability will 
receive higher criticality scores than they otherwise would. The effectiveness of available work-around 
mitigations is used to adjust the temporal score. CVSS v2 environmental scoring metrics are summarized 



in Table B3. 

Table B3. CVSS v2 environmental scoring metrics. 



Environmental 

Metrics 


Metric 

Value 


Metric Description 


Collateral Damage 
Potential 


None 


There is no potential for loss of life, physieal assets, produetivity or 
revenue. 




Low 


A successful exploit of this vulnerability may result in slight physical or 
property damage. Or, there may be a slight loss of revenue or 
productivity to the organization. 




Low- 

Medium 


A successful exploit of this vulnerability may result in moderate physical 
or property damage. Or, there may be a moderate loss of revenue or 
productivity to the organization. 




Medium- 

High 


A successful exploit of this vulnerability may result in significant 
physical or property damage or loss. Or, there may be a significant loss 
of revenue or productivity. 




High 


A successful exploit of this vulnerability may result in catastrophic 
physical or property damage and loss. Or, there may be a catastrophic 
loss of revenue or productivity. 




Not 

Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metric. 


Target Distribution 


None 


No target systems exist, or targets are so highly specialized that they 
only exist in a laboratory setting. Effectively 0% of the environment is at 
risk. 




Low 


Targets exist inside the environment, but on a small scale. Between 1% 
and 25% of the total environment is at risk. 




Medium 


Targets exist inside the environment, but on a medium scale. Between 
26% and 75% of the total environment is at risk. 
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Table B3. (continued). 



Environmental 

Metrics 


Metric 

Value 


Metric Description 




High 


Targets exist inside the environment on a considerable scale. Between 
76% and 100% of the total environment is considered at risk. 


Not 

Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metric. 


Security Requirements 


Low 


Loss of [confidentiality | integrity | availability] is likely to have only a 
limited adverse effect on the organization or individuals associated with 
the organization (e.g., employees, customers). 


Medium 


Loss of [confidentiality | integrity | availability] is likely to have a 
serious adverse effect on the organization or individuals associated with 
the organization (e.g., employees, customers). 


High 


Loss of [confidentiality | integrity | availability] is likely to have a 
catastrophic adverse effect on the organization or individuals associated 
with the organization (e.g., employees, customers). 


Not 

Defined 


Assigning this value to the metric will not influence the score. It is a 
signal to the equation to skip this metric. 
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